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	23.228 section 5.4.8 describes some precondition cases which are possible according to the SIP specifications.  
"The flows of sections 5.5, 5.6 and 5.7 depict the case where both UEs require confirmation from the other of the fulfilment of the pre-conditions. Other cases are possible according to the SIP specifications. For example, the pre-conditions may already be fulfilled (according to the principles above) when the INVITE is sent, or the UE may not require explicit confirmation from the other SIP endpoint when the pre-conditions are fulfilled. One example of such SIP endpoint is the MGCF used for PSTN interworking. In these cases, one or both of the reservation confirmation messages may not be sent."
The description of the MGCF procedures for SDP in 24.229 does not allow for this case since it states the usage of SDP by the MGCF is the same as that for the UE.  The UE procedures mandate the UE to indicate that preconditions are not yet satisfied.
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6.4.1
Calls originating from circuit-switched networks

The usage of SDP by the MGCF is the same as its usage by the UE, as defined in the subclause 6.1 and A.3.2, with the following exception:
· An INVITE request generated by a MGCF shall contain SDP payload. The MGCF shall indicate that it mandates local QoS and the current status of this precondition.
When sending an SDP, the MGCF shall not include the "i=", "u=", "e=", "p=", "r=", and "z=" descriptors in the SDP, and it shall ignore them when received in the SDP.

When the MGCF generates and sends an INVITE request for a call originating in a circuit-switched network, the MGCF shall:

-
populate the SDP with the codecs supported by the associated MGW (see 3GPP TS 26.235 [10] for the supported codecs); and

-
in order to support DTMF, populate the SDP with MIME subtype "telephone-event" as described in RFC 2833 [23].

When the MGCF receives 183 (Session Progress) response to an INVITE request, the MGCF shall:

-
check that a supported codec has been indicated in the SDP.

6.4.2
Calls terminating in circuit-switched networks

The usage of SDP by the MGCF is the same as its usage by the UE, as defined in the subclause 6.1 and A.3.2 , with the following exception:

· When the MGCF sends a 183 (Session Progress) response with SDP payload, it shall request confirmation for the result of the resource reservation at the originating end point if there are any remaining unfulfilled preconditions.

When sending an SDP, the MGCF shall not include the "i=", "u=", "e=", "p=", "r=", and "z=" descriptors in the SDP, and it shall ignore them when received in the SDP.

When the MGCF receives an initial INVITE request, the MGCF shall:

-
check for a codec that matches the requested SDP, which may include the MIME subtype  "telephone-event" as described in RFC 2833 [23].

When the MGCF generates and sends a 183 (Session Progress) response to an initial INVITE request, the MGCF shall:

-
set SDP indicating the selected codec, which may include the MIME subtype "telephone-event" as described in RFC 2833 [23].
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