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Start of first change

4.5.2
IM CN subsystem charging identifier (ICID)

The ICID is the session level data shared among the IM CN subsystem entities including ASs in both the calling and called IM CN subsystems.

The first IM CN subsystem entity involved in a dialog (session) or standalone (non-session) method will generate the ICID and include it in the icid parameter of the P-Charging-Vector header in the SIP request. It is implementation dependent how to generate the ICID, but the ICID should not include IP address where ICID is generated for the protection of P-CSCF, etc.  from the man in the middle attacks. See 3GPP TS 32.225 [17] for requirements on the format of ICID. The P-CSCF will generate an ICID for mobile-originated calls. The I-CSCF will generate an ICID for mobile-terminated calls if there is no ICID received in the initial request (e.g. the calling party network does not behave as an IM CN subsystem). The AS will generate an ICID when acting as an originating UA. The MGCF will generate an ICID for PSTN/PLMN originated calls. Each entity that processes the SIP request will extract the ICID for possible later use in a CDR. The I-CSCF and S-CSCF are also allowed to generate a new ICID for mobile terminated calls received from another network.

There is also an ICID generated by the P-CSCF with a REGISTER request that is passed in a unique instance of P-Charging-Vector header. This ICID is valid for the duration of the registration and is associated with the signalling PDP context.

The icid parameter is included in any requests that include the P-Charging-Vector header. However, the P-Charging-Vector (and ICID) is not passed to the UE.
The ICID is also passed from the P-CSCF/PDF to the GGSN, but the ICID is not passed to the SGSN. The interface supporting this operation is outside the scope of this document.

End of first change

Start of second change

7.2A.5
P-Charging-Vector header

7.2A.5.1
Introduction

The P-Charging-Vector header is is extended to include specific charging correlation information needed for IM CN subsystem functional entities.

7. 2A.5.2
Syntax

The P-Charging-Vector header field has the syntax described in RFC 3455 [52]. Table 7.3 describes extensions required for 3GPP to that syntax. It is implementation dependent how to generate the ICID, but the ICID should not include IP address where ICID is generated for the protection of P-CSCF, etc.  from the man in the middle attacks.
Table 7.3: Syntax of extensions to P-Charging-Vector header

   access-network-charging-info = (gprs-charging-info / generic-param)

   gprs-charging-info = ggsn *(SEMI pdp-info) [SEMI extension-param]

   ggsn = "ggsn" EQUAL gen-value

   pdp-info = pdp-sig SEMI gcid SEMI auth-token *(SEMI flow-id)

   pdp-sig = "pdp-sig" EQUAL ("yes" / "no")
   gcid = "gcid" EQUAL gen-value

   auth-token = "auth-token" EQUAL gen-value

   flow-id = "flow-id" EQUAL gen-value
   extension-param = token [EQUAL (token | quoted-string)]
The access-network-charging-info parameter is an instance of generic-param from the current charge-params component of P-Charging-Vector header 

The access-network-charging-info parameter includes alternative definitions for different types access networks.

GPRS is the initially supported access network (gprs-charging-info parameter). For GPRS there are the following components to track: GGSN address (ggsn parameter) and one or more PDP contexts (pdp-info parameter). Each PDP context has an indicator if it is an IM CN subsystem signalling PDP context (pdp-sig parameter), an associated GPRS Charging Identifier (gcid parameter), a media authorization token (auth-token parameter) and one or more flow identifiers (flow-id parameter) that identify associated m-lines within the SDP from the SIP signalling. These parameters are transferred from the GGSN to the P-CSCF (PDF) over the Go interface, see 3GPP TS 29.207[12].

For a dedicated PDP context for SIP signalling, i.e. no media stream requested for a session, then there is no authorisation activity or information exchange over the Go interface. Since there are no GCID, media authorization token or flow identifiers in this case, the GCID and media authorization token are set to zero and no flow identifier parameters are constructed by the P-CSCF/PDF.

7. 2A.5.3
Operation

The operation of this header is described in subclauses 5.2, 5.3, 5.4, 5.5, 5.6, 5.7 and 5.8.
End of second change
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