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The use of values 0 or 3 leads to different behaviours in the RNC regarding the radio priority of this message and may also have impact on the dimensionning rules used for RNC.

	
	

	Summary of change:
(

	It is made mandatory to use SAPI value set to 3 in RANAP message to send MT-SMS over Iu interface.

	
	

	Consequences if 
(

not approved:
	Inconsistent behaviours of the Core Network nodes in one network in the case there are CN nodes provided by different suppliers. This also has impact on the dimensionning rules used.

	
	

	Clauses affected:
(

	2.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

**************************************** CHANGE***********************************************

2.5
GSMS entity in Iu mode

It shall be possible for a PS-attached MS of any mode of operation to send and receive short messages in Iu mode.

A description of the different mode of operation UMTS MS can be found in 23.060, and a brief overview is given below:- 

-
CS/PS mode of operation MSs may be able to send and receive short messages using either the MM sublayer or the GMM sublayer.

-
PS mode of operation MSs may be able to send and receive short messages using only GMM sublayer. 

The GSMS entity for CS/PS mode of operation MS is shown in Figure 2.3. The GSMS shall communicate with the MM entity via the GMMSMS-SAP for CS/PS mode of operation MO SMS in Iu mode, in order to ascertain which transport service to use.

The delivery path for MO SMS is selected by the MS.
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Figure 2.3/3GPP TS 24.011: GSMS entity for CS/PS mode of operation MS in Iu mode
The RRC layer shall use the 'low priority' class for MT SMS. This means the network side shall set SAPI value to 3 when transfering mobile terminating short message over the Iu interface.
*************************************END OF CHANGE*******************************************
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