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Introduction

This CR introduces the procedures at the AS for inviting another user to the conference. This can happen due to two reasons:

- conference policy (manipulated by CPCP); or

- a REFER from a user is received.

Please note that no call flow for this scenarios can be provided at the moment, as it requires that the AS originates a request with a conference URI, which is a PSI. The routing of requests that include a PSI and that originate from the AS was still under discussion in SA2 when this contribution was written.

Proposal

~~ First and only Change ~~
7.3.3.5 
Invitation of users to a conference
7.3.3.5.1
General

The conferencing AS can invite users to a conference by sending an INVITE request to the user, as described in subclause 7.3.3.5.3. 
This procedure will be triggered at the AS 
1) 
either by the conference policy for the conference hosted at the conferencing AS; or
2) 
by a REFER request received from authorized users, that request the conferencing AS to invite other users to the conferece, as described in subclause 7.3.3.5.2.

7.3.3.5.2
Request from a user to invite another user to a conference

Upon receipt of an REFER request that includes 
-
a conference URI in the request URI; and,
-
a Refer-To header including:
-
a valid SIP URI or tel URL; and,
-
the "method" parameter set to "INVITE"; 

the conferencing AS shall: 

1)
check if the conference URI is allocated. If the conference URI is not allocated, the conferencing AS shall perform the actions as described in subclause 7.3.3.4.2 for the INVITE request; and 

2)
perform the actions described in subclause 7.3.3.7. The following actions shall only be performed if the request can be authorized; 

3)
generate a final response to the REFER request in accordance with RFC 3515 [7.83]; and,

4) 
invite the user indicated in the Refer-To header by performing the procedures as described in subclause 7.3.3.5.3; and,

5) 
based on the progress of  this invitation, send NOTIFY messages in accordance with the procedures of RFC 3515 [7.83] towards the user who sent the REFER request.
7.3.3.5.3
Inviting another user to a conference by sending a INVITE request

When generating an INVITE request in order to invite a user to a specific conference, the conferencinge AS shall:


1)
set the request URI of the INVITE request to the address of the user who is invited to the conference;

2)
set the P-Asserted-Identity header of the INVITE request to the conference URI of the conference that the user shall be invited to;
3) set the Contact header of the INVITE request to the conference URI of the conference that the user shall be invited to, including the "isfocus" parameter; 
4)
request the resources required for the new user from the MRFP; and

5)
send the INVITE request towards the user who is invited to the conference.
NOTE: 
Requests are generated in accordance with 3GPP TS 24.229 [5].
Afterwards the conferencing AS shall proceed the session establishment as described in 3GPP TS 24.229 [5].

7.3.3.5.4 

Abnormal cases 

Upon receipt of a REFER request that includes in the request URI a conference URI, that is not allocated at the conferencing AS, the conferencing AS shall return a 604 (Does Not Exist Anywhere) response.
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