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Introduction

Certain terms were defined in 3GPP TS 24.229 that are reused extensively in 3GPP TR 24.841, and will therefore be reused extensively in 3GPP TS 24.141. It is proposed that these definition references should be copied across to 3GPP TR 24.841.

Proposal

It is proposed that the following material is added to subclause 3.1 (Definitions) of 24.841.

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions defined in 3GPP TS 21.905 [1] and 3GPP TS 22.141 [2] and the following apply:

Resource List Server (RLS):
a functional entity that stores grouped lists of watched presentities and enables a watcher application to subscribe to the presence of multiple presentities using a single transaction.

Presence Network Agent (PNA):
a network-located element that collects and sends network-related presence information on behalf of the presentity to a PS.

Presence Server (PS):
a network entity responsible for managing presence information on behalf of a presence entity. 

Presence User Agent (PUA):
a terminal or network located element that collects and sends user-related presence information to a PS on behalf of a principal.

Subscription authorisation policy: a policy that determines which watchers are allowed to subscribe to a presentity's presence information. The subscription authorisation policy also determines to which tuples of the presentity's presence information the watcher has access.

For the purposes of the present document, the following terms and definitions from RFC 2778 [7] apply:

Presentity

For the purposes of the present document, the following terms and definitions given in RFC 1594 [20B].

Fully-Qualified Domain Name (FQDN)

For the purposes of the present document, the following terms and definitions given in RFC 3261 [26] apply (unless otherwise specified see clause 6).

Final response

Header

Header field

Method

Request

Response

(SIP) transaction

Status-code (see RFC 3261 [26] subclause 7.2)

Tag (see RFC 3261 [26] subclause 19.3)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [2] subclause 4.1.1.1 and subclause 4a.7 apply:

Call Session Control Function (CSCF)

Home Subscriber Server (HSS)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [5] subclause 3.1 apply:

Filter criteria

Initial filter criteria

Subsequent request

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [7] subclause 4.3.3.1 and subclause 4.6 apply:

Interrogating-CSCF (I-CSCF)

Proxy-CSCF (P-CSCF)

Serving-CSCF (S-CSCF)

For the purposes of the present document, the following terms and definitions given in 3GPP TR 21.905 [1] apply:

User Equipment (UE)
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