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	Reason for change:
(

	The concept of the IMS trust domain has been recently discussed in a joint SA3-CN1 session. This CR clarifies that Release 5 is a closed network and there are no requirements on removal of the P-Asserted-Identity

	
	

	Summary of change:
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	Release 5 is a closed network. Nodes need no take an action on the removal of the P-Asserted-Identity

	
	

	Consequences if 
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not approved:
	It is not clear whether a node need to remove the P-Asserted-Identity or not. On the absence of such text, some IMS nodes may remove the P-Asserted-Identity and it might not be possible to identify the originator of a session attempt.
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4.4
Trust domain

RFC 3325 [34] provides for the existence and trust of an asserted identity within a trust domain. For the IM CN subsystem, this trust domain consists of the P-CSCF, the I-CSCF, the S-CSCF, the BGCF. the MGCF, the MRFC, and all ASs that are not provided by third-party service providers. ASs provided by third-party service providers are outside the trust domain. Except when communicating with the UE, functional entities within the trust domain can safely consider that there are no requirements to take an action on the removal of the P-Asserted-Identity header, unless otherwise explicitly stated.
For the purpose of the P-Access-Network-Info header, a trust domain also applies. This trust domain is identical to that of the P-Asserted-Identity. For the P-Access-Network-Info header, subclause 5.4 also identifies additional cases for the removal of the header.

NOTE:
In addition to the procedures specified in clause 5, procedures of RFC 3325 [34] in relation to transmission of P-Asserted-Identity headers and their contents outside the trust domain also apply.
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