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	Meeting documents by agenda item


	Cyan cells indicate an allocated but not available tdoc
	Yellow cells indicate an available but not yet treated tdoc.

	Agenda item
	Agenda item title
	Tdoc
	Title
	Source
	Spec.
	Result

	1 
	Opening

Monday 

26 Jan 2004
	
	Opening & welcome 
	
	
	

	
	
	
	
	
	
	3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.

	
	
	
	
	
	
	

	2


	Agenda & Reports

Monday 

26 Jan 2004
	
	
	
	
	

	
	2
	N1-040001
	SophiaAntipolis0401
	Chairman
	
	

	
	2
	N1-040002
	DRAFT MEETING REPORT, 3GPP TSG-CN#22
	MCC
	
	

	
	2
	N1-040003
	Draft Report for TSG SA meeting #22
	MCC
	
	

	
	
	
	
	
	
	

	3


	Input Liaison statements

Monday 

26 Jan 2004
	
	
	
	
	

	
	3
	N1-040006
	Liaison Statement reply to 3GPP SA2 on Comments on ETSI SR 002 180 V0.3.2
	OGC EMTEL
	
	Noted.

OGC EMTEL acknowledge 3GPP SA2 reply on emergency call positioning requirements:

· OGC EMTEL leave it up to ETSI TISPAN and 3GPP to discuss the architecture for emergency call positioning

· There is no European requirement for TTY emergency call device support

· The requirements for further enhancements such as priority SMS or virtually real-time MMS are being studied

· No immediate CN1 action until SA2 study is completed.

	
	3
	N1-040007
	Further questions on Service Id needs in the Access Network
	GERAN2
	
	Noted.

GERAN2 reply to SA2 on service IDs for MBMS, CC to CN1. The service ID must be as compact as possible to use AN resources efficiently, yet it must be unique within the PLMN to avoid conflicts. No precise format has been agreed yet.

	
	3
	N1-040008
	LS Reply on “Trace Management”
	CN4
	
	Noted.

CN4 answers SA5 questions on trace management and asks for availability of TS 32.422 and if CN2 would need to be involved due to tracing of CAP.

	
	3
	N1-040009
	LS on SBLP handling of Session modification without adding or removing media lines
	CN3
	
	CN1 reply is needed

Bidirectional media flow can be made unidirectional in SDP level either due to hold or permanent modification to unidirectional. CN3 see that the behaviour should be different and in case of permanent modification also PDP context should be modified.

· Should the (network initiated) PDP context modification be done if media stream becomes unidirectional?

· How would the network know the difference between hold and “permanent” modification?

· Should the media component on hold be made ‘inactive’?

· What about RFC 3264, clause 8.4, putting media stream on hold?

	
	3
	N1-040010
	LS on Special-RAND mechanism
	CN4
	
	Noted.

CN4 did not like the proposal to dig into the lower layers of MAP messaging to find out the VPLMN identity at HLR/AuC. Even though technically feasible, they would not prefer to mandate this but instead add a new parameter to SendAuthenticationInfo request message.

	
	3
	N1-040011
	Request for clarification on the scope of the Ut interface towards the OSA-SCS
	CN5
	
	CN1 reply may be needed.

LS is sent to CN and SA2. CN5 would like to know if they are expected to do any work for them at the Ut interface.

	
	3
	N1-040012
	Reply LS to 3GPP on principles for overlapping issues with OMA regarding PoC
	OMA req WG
	
	CN1 reply is needed.

Related with PoC work, OMA proposes the following:

· OMA presence and availability group (PAG) and 3GPP should work together for harmonised presence solution

· 3GPP should inform OMA on conferencing and its suitability to PoC needs

· The LS contains OMA PoC documentation for presentation at the next 3GPP meeting

· As suggested in 3GPP CN LS, CN is the contact point on IMS protocols towards IETF

OMA also acknowledges the 3GPP proposal that all 3GPP enhancements that may be needed for OMA service enablers are treated in the normal 3GPP workflow. Do the attached documents require any new 3GPP work items?

	
	3
	N1-040013
	Reply to: LS Response on a new question about RAN assumption
	RAN2
	
	Noted.

CC to CN1. RAN2 asks SA2 about MBMS SESSION START message handling. Is it meaningful to only selected RNC’s or does SGSN send it to all RNC’s across Iu?

	
	3
	N1-040014
	Response LS on “Handling of MBMS UEs in RRC-connected, PMM-IDLE state”
	RAN2
	
	Noted.

CC to CN1. RAN2 reply to SA2 LS N1-040020. They are concerned that the mechanism chosen by SA2 for SGSN to inform RNCs of the UEs that have joined MBMS service is not feasible due to required high number of UE identities that the RNC would have to store.

N1-040014 and N1-040017 are RANx replies to N1-040020 from SA2.

	
	3
	N1-040015
	Reply LS on “The requirement and feasibility of IMS watcher authentication”
	SA2
	
	Noted.

CC to CN1. SA2 leaves it up to SA3 SA2 to decide whether any additional security mechanism would be needed for IMS based watchers. The presence server must be able to authenticate non-IMS watchers but the mechanism will be up to SA3 to define.

N1-040015 and N1-040018 reply to same S3 LS.

	
	3
	N1-040016
	LS Response on new questions about RAN assumption
	RAN3
	
	Noted.

CC to CN1. RAN3 responds to SA2 on UE link, session attributes via Iu interface and duration of MBMS session.

	
	3
	N1-040017
	Answer LS on Handling of MBMS UEs in RRC-connected, PMM-IDLE state
	RAN3
	
	Noted.

RAN3 reply to RAN2, SA2 LS in N1-040020 and CN1 LS N1-031606 (R3-031500). The LS discusses the UE joining the MBMS services. There is still some open issues between RAN2, RAN3 and SA3 on the Uu and Iu interface procedures but the CN1 part is the transition of the UE from PMM-Idle to PMM-Connected. Enhanced service request procedure is still seen possible way to signal this across the radio interface.

N1-040014 and N1-040017 are RANx replies to N1-040020 from SA2.

	
	3
	N1-040018
	Reply on the requirement and feasibility of IMS watcher authentication
	SA1
	
	Noted.

SA1 does not add any service requirements to authentication of watchers.

N1-040015 and N1-040018 reply to same S3 LS.

	
	3
	N1-040019
	LS to CN4 on IETF work on RADIUS enhancements
	SA2
	
	Noted.

CC to CN1. SA2 inform CN4 that draft-adrangi-radius-extension-for-pwlan-00.txt 

has been submitted to define RADIUS extensions for WLAN.

	
	3
	N1-040020
	Response LS on “Handling of MBMS UEs in RRC-connected, PMM-IDLE state”
	SA2
	
	Noted.

CC to CN1. Questions on procedures to join MBMS session.

N1-040014 and N1-040017 are RANx replies to N1-040020 from SA2.

	
	3
	N1-040021
	LS Response on a new question about RAN assumption
	SA2
	
	Noted.

CC to CN1. SA2 comments to RAN3 on UE link, registration procedure, session attributes and duration of MBMS session.

	
	3
	N1-040022
	Further questions on Service Id needs in the Access
	SA2
	
	CN1 reply is needed. (presentation?)

TMGI for MBMS services needs to be unique within the service area, which in practice makes it globally unique. HPLMN MCC+MNC could be used to reuse the whole range in each PLMN. There is a question to CN1 on mapping of short identifiers for paging onto P-TMSI space.

	
	3
	N1-040023
	LS to CN1 on IETF work for WLAN network selection
	SA2
	
	Noted.

SA2 informs CN1 about IETF draft on EAP based network discovery and selection draft-adrangi-eap-network-discovery-and-selection-00.txt. 

	
	3
	N1-040024
	Response for Introducing the Privacy Mechanism in Stage 2
	SA2
	
	Noted.

CC to CN1. SA2 propose that SA3 should revise their 33.203 CR on privacy extension.

	
	3
	N1-040025
	Response LS on “Nature of SIP Signalling”
	SA2
	
	Noted.

CC to CN1. SA2 add their part to an old discussion on the nature of SIP signalling. They agree our position that the size of SIP messages varies a lot and can not be used to distinguish high priority messages or different traffic class messages. SA2 don’t see any other criteria than the already defined QoS.

	
	3
	N1-040026
	Reply LS on “Reply LS on Network Sharing in GERAN”
	SA2
	
	Noted.

CC to CN1. SA2 clarify the cell reselection performance requirements to GERAN. Extending the time needed for cell reselection is acceptable as long as it does not cause noticeable degradation of service to the user. After studying the matter further, it is also acceptable to require that the PLMNs sharing common access network must have indicate the same NMO.

	
	3
	N1-040027
	Reply LS to CN5 on Request for clarification on the scope of the Ut interface towards the OSA-SCS
	SA2
	
	Noted.

CC to CN1. SA2 see no requirement for OSA API to support Ut interface.

	
	3
	N1-040028
	Response to S5-034764, LS on Explicit Data Volume Reporting in RNC
	SA2
	
	Noted.

CC to CN1. SA2 is currently investigating the need for the Volume Reporting in the SGSN and the GGSN. There may be need for using the Explicit Data Volume Reporting method and SA2 is not planning to make any changes in this area to TS 23.060. This LS replies SA5 question in N1-040031.

	
	3
	N1-040029
	LS on paging coordination for MBMS and other services
	SA2
	
	CN1 action is needed.

RAN2, RAN3, GERAN2 and CN1 are requested to review and comment the attached draft CR on TS 22.146.

	
	3
	N1-040030
	Reply LS on Special-RAND mechanism
	SA3
	
	CN1 action is needed. Is there any related CR?

SA3 replies to our LS N1-031612 / S3-030668. 

· If both authentication failure and not allowed algorithm is detected then SA3 see no strong preference on which one should be detected as more major problem, even though authentication is prerequisite to ciphering.

· The indication of not allowed ciphering algorithm to the network is still open

· The intention is that when the UE is not allowed to use the keys with the commanded algorithm, then it can not send even signalling messages that would have to be sent ciphered.

· SA3 have not strong requirements on the UE behaviour after not allowed ciphering algorithm has been detected. (but they say it would be nice if the cell could be barred)

	
	3
	N1-040031
	LS on Explicit Data Volume Reporting in RNC
	SA5
	
	Noted.

CC to CN1. SA5 requests that SA2 removes data volume reporting. SA2 reply to this in N1-040028.

	
	3
	N1-040032
	LS on the harmonization of ISIM for 3GPP2
	T3
	
	CN1 reply is needed.

T3 are studying the 3GPP and 3GPP2 IMS harmonisation and ask if there is any need in 3GPP to store the P-CSCF address on ISIM.

	
	3
	N1-040033
	LS on Parameters and files for WLAN interworking
	T3
	
	CN1 reply is needed.

T3 are studying WLAN USIM requirements as ask CN1 to indicate which protocol related fields need to be added. Candidate fields:

· Permanent user identity

· Pseudonym list

· Re-authentication identity list

· Last registered WLAN based on SSID

· Preferred WLAN PLMN identities

	
	3
	N1-040102
	LS on paging coordination for MBMS and other services
	RAN2
	
	

	
	3
	N1-040103
	Reply LS on Optimisation of  Voice over IMS
	RAN2
	
	

	
	3
	N1-040104
	Reply LS on Further questions on Service Id needs in the Access
	RAN2
	
	

	
	3
	N1-040105
	LS on Revised proposal on Handling of RRC connected PMM Idle users
	RAN3
	
	

	
	3
	N1-040106
	LS on ‘RNC-based filtering and RA-based filtering options for MBMS’.
	RAN3
	
	

	
	3
	N1-040107
	Response LS on handling of PMM-IDLE mode UE in CS call
	SA2
	
	

	
	3
	N1-040108
	LS on the SIP NOTIFY message carrying the reason for deregistration
	SA2
	
	

	
	3
	N1-040109
	Reply LS on WLAN requirements
	SA2
	
	

	
	3
	N1-040110
	Reply LS on the harmonization of ISIM for 3GPP2
	SA2
	
	

	
	3
	N1-040111
	Reply to LS on Explicit Data Volume Reporting in RNC
	SA5
	
	

	
	3
	N1-040200
	LS on NAS/AS issue for Shared Network in connected mode
	RAN3
	
	

	
	3
	N1-040201
	Response LS on identified NAS/AS issue for Shared networks in connected mode
	SA2
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	4


	CN1 work plan

Thursday 

29 Jan 2004
	
	
	
	
	

	
	
	
	TSGN plenary and WG meeting dates for 2004:

	
	
	
	Date
	Meeting
	Venue
	Host

	
	
	
	26 – 29 January 2004

CN1 Rel-6 meeting

· CRs under WG control in Rel-6 area

· IMS phase 2

· Presence

· WLAN

· MBMS

· Network sharing

· Subscriber certificates

· IMS Emergency call

· LSs in Rel-6 area
	CN1 #32bis
	Sophia Antipolis, France
	ETSI

	
	
	
	16 – 20 Feb. 2004
	CN WGs 1, 2, 3 & 4
	TBD
	NA Friends of 3GPP

	
	
	
	10 - 12 Mar 2004   
	CN plenary #23
	Phoenix, USA
	NA Friends of 3GPP

	
	To be confirmed during CN1 #32bis ???
	
	29 Mar – 01 Apr 2004

· Any outstanding Rel-6 issues

· LSs in Rel-6 area

· CRs on frozen specs to be endorsed by CN1 #34
	CN1 #33bis
	TBD
	TBD

	
	
	
	10-14 May 2004
	CN WGs 1, 2, 3 & 4
	Croatia
	European Friends of 3GPP

	
	
	
	 2 - 4 Jun 2004   
	CN plenary #24
	Seoul, Korea
	TTA

	
	
	
	16 – 20 August
	CN WGs 1, 2, 3 & 4
	Sophia Antipolis, France
	ETSI

	
	
	
	8 - 10 Sep 2004   
	CN plenary #25
	US  ; US 
	

	
	
	
	11 – 15 Oct 2004


	CN WGs 1, 2, 3 & 4
	TBD, Asia
	Japanese Friends of 3GPP

	
	
	
	08 -10  Dec 2004   
	CN plenary #26
	Athens, Greece
	European Friends of 3GPP

	
	
	
	
	
	
	

	
	4
	N1-040004
	CN1 specification responsibility  list after plenary#22
	MCC
	
	

	
	4
	N1-040005
	Latest workplan for review
	MCC
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	5 
	Void


	
	
	
	
	

	
	
	
	
	
	
	

	6


	Void
	
	
	
	
	

	
	
	
	
	
	
	

	7
	Void


	
	
	
	
	

	
	
	
	
	
	
	

	8 
	Release 6 work items


	
	
	
	
	

	8.1
	Draft IMS specifications  and other documents for information

Monday 

26 Jan 2004
	
	
	
	
	Intended for refrence versions of draft TRs and TSs which are still under CN1 control

	
	8.1
	N1-040034
	Summary of current IETF documents on SIPPING
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040035
	Summary of current IETF documents on SIP
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040036
	Summary of current IETF documents on MMUSIC
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040037
	Summary of current IETF documents on SIMPLE
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040038
	Draft 3GPP TR 24.841 "Presence based on SIP; Functional models, information flows and protocol details"
	Lucent Technologies / Keith Drage
	24.841
	TR

	
	8.1
	N1-040039
	Draft 3GPP TS 24.141 "Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3"
	Lucent Technologies / Keith Drage
	24.141
	TS

	
	8.1
	N1-040040
	Presence WID open issues list
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040041
	Summary of current IETF documents on XCON
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040072
	References update
	Nokia
	24.841
	CR

	
	8.1
	N1-040073
	Roles
	Nokia
	24.841
	CR

	
	8.1
	N1-040074
	Ut interface
	Nokia
	24.841
	CR

	
	8.1
	N1-040075
	Precence information
	Nokia
	24.841
	CR

	
	8.1
	N1-040076
	Other
	Nokia
	24.841
	CR

	
	8.1
	N1-040077
	AnnexB
	Nokia
	24.841
	CR

	
	8.1
	N1-040078
	On behalf of flow
	Nokia
	24.841
	CR

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.2
	Presence

Monday 

26 Jan 2004
	
	
	
	
	

	
	8.2
	N1-040042
	CR to 24.841: Inclusion of annex A intro clauses
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040043
	CR to 24.841: Harmonisation of flow content descriptions
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040044
	CR to 24.841: Alternative option of PSI routeing
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040045
	CR to 24.841: Editorial issues
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040046
	CR to 24.841: Correction of PIDF flows
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040047
	CR to 24.841: media type for PDIF presence document
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040063
	Correction of wording in authorization procedure
	Siemens
	24.841
	

	
	8.2
	N1-040064
	Correction of layout of Security-Verify header
	Siemens
	24.841
	

	
	8.2
	N1-040065
	Editorial - Resource List vs. Presence List
	Siemens
	24.841
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3
	IMS phase 2


	
	
	
	
	This WI contains the following subtasks:

· Local services

· Group management

· Conferencing

· Messaging

· Additional SIP capabilities support

· Review of the additional SIP capabilities defined by IETF

	8.3.1
	Local services

Monday 

26 Jan 2004
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.2
	Group Management

Monday 

26 Jan 2004
	
	
	
	
	

	
	8.3.2
	N1-040098
	Text Proposal for definition of conferencing based on SIP, SDP, and other protocols (for TR 29.847)
	Samsung
	29.847
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.3
	Conferencing

Monday 

26 Jan 2004
	
	
	
	
	

	
	8.3.3
	N1-040049
	CR to 29.847: Editorial issues
	Lucent Technologies / Keith Drage
	29.847
	

	
	8.3.3
	N1-040050
	CR to 29.847: Usage and procedures for "isfocus" feature parameter
	Lucent Technologies / Keith Drage
	29.847
	

	
	8.3.3
	N1-040066
	Tidy-up of SDP usage
	Siemens
	29.847
	

	
	8.3.3
	N1-040071
	Removing another user from a conference (flow)
	Siemens AG
	29.847
	

	
	8.3.3
	N1-040099
	Text Proposal for definition of messaging service using the IP Im core network (for TS 24.247)
	Samsung
	24.247
	

	
	8.3.3
	N1-040112
	24.847: Reducing text in flows
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040115
	24.847: Replaces Header for Three-Way Sessions
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040116
	29.847: Referred-By header for Conferences
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040117
	29.847: PSI Routing Update
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040118
	29.847: Charging for Conferencing
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040119
	29.847 Flow: MRFC Referring a User to a Conference
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040124
	CR to 29.847: Alternative option of PSI routeing
	Lucent Technologies / Keith Drage
	29.847
	

	
	8.3.3
	N1-040125
	Conference service overview correction
	Siemens
	29.847
	

	
	8.3.3
	N1-040126
	Correction of annex A headlines  
	Siemens
	29.847
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.4
	Messaging

Tuesday 

27 Jan 2004
	
	
	
	
	

	
	8.3.4
	N1-040051
	UE to UE message session flow
	Lucent Technologies / Milo Orsic
	24.247
	

	
	8.3.4
	N1-040052
	Message session initiation - mobile originating case
	Lucent Technologies / Milo Orsic
	24.247
	

	
	8.3.4
	N1-040053
	Message session initiation - mobile terminating case
	Lucent Technologies / Milo Orsic
	24.247
	

	
	8.3.4
	N1-040067
	Flow for session based messaging w/o precond
	Siemens
	24.247
	

	
	8.3.4
	N1-040068
	Correction of flow for session based messaging
	Siemens
	24.247
	

	
	8.3.4
	N1-040092
	Session based Messaging current architectural status
	RIM
	
	DISC

	
	8.3.4
	N1-040093
	Message Sessions in IMS
	RIM
	24.247
	

	
	8.3.4
	N1-040121
	Definition and terminology of immediate messaging and session based messaging
	Ericsson / A Monrad
	24.247
	

	
	8.3.4
	N1-040122
	Use of MESSAGE versus MSRP
	Ericsson / A Monrad
	24.247
	

	
	8.3.4
	N1-040123
	Correction of flow A.4 in 24.247
	Ericsson / A Monrad
	24.247
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.5
	Extensions to SIP capabilities

Tuesday 

27 Jan 2004
	
	
	
	
	Adopting new SIP & SDP capabilities, such as forking

	
	8.3.5
	N1-040054
	UE requesting no-fork
	Lucent Technologies / Milo Orsic
	24.229
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.6
	Followup of IETF development of new SIP & SDP capabilities

Tuesday 

27 Jan 2004
	
	
	
	
	Alignment of 3GPP specifications with new IETF specifications

	
	8.3.6
	N1-040055
	An analysis of the requirements of the Accept-Contact header
	Lucent Technologies / Keith Drage
	
	DISC

	
	8.3.6
	N1-040056
	An analysis of the requirements of the Reject-Contact header
	Lucent Technologies / Keith Drage
	
	DISC

	
	8.3.6
	N1-040057
	An analysis of the requirements of the Request-Disposition header
	Lucent Technologies / Keith Drage
	
	DISC

	
	8.3.6
	N1-040058
	Inclusion of caller preferences into profile
	Lucent Technologies / Keith Drage
	24.229
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.4
	MBMS 

Tuesday 

27 Jan 2004
	
	
	
	
	

	
	8.4
	N1-040069
	Verification of UE Bearer Capabilities
	Siemens
	29.846
	

	
	8.4
	N1-040070
	Protocol for MBMS Session Management 
	Siemens 
	
	DISC

	
	8.4
	N1-040101
	TR 29.846: MBMS Multicast Service Deactivation Update
	Ericsson
	29.846
	

	
	8.4
	N1-040127
	MBMS messages
	Ericsson
	
	DISC

	
	
	
	
	
	
	

	
	
	
	
	
	 
	

	8.5
	WLAN

Wednesday 

28 Jan 2004
	
	
	
	
	WLAN TS 24.234 was estimated to be 50 % complete and therefore it will be sent to TSGN plenary for information.

	
	8.5
	N1-040048
	CR to 24.234: Editorial issues
	Lucent Technologies / Keith Drage
	24.234
	

	
	8.5
	N1-040059
	TS 24.234: WLAN access parameters moved from TS 24.234 to TS 23.003
	Nokia/Inma
	
	DISC

	
	8.5
	N1-040060
	WLAN access parameters moved from TS 24.234 to TS 23.003
	Nokia/Inma
	23.003
	

	
	8.5
	N1-040061
	TS 24.234: WLAN TS 24.234: Parameters
	Nokia/Inma
	
	DISC

	
	8.5
	N1-040062
	TS 24.234: I-WLAN Selection
	Nokia/Inma
	
	DISC

	
	8.5
	N1-040094
	TS 24.234: WLAN PLMN Selection
	Nokia/Inma
	
	DISC

	
	8.5
	N1-040095
	TS 24.234: Terminology update
	Nokia/Inma
	
	DISC

	
	8.5
	N1-040100
	WLAN authentication and authorization protocols
	Ericsson
	
	DISC

	
	8.5
	N1-040120
	Removal of reference to the Wx reference point
	Ericsson / A Monrad
	24.234
	

	
	
	
	
	
	
	

	 
	
	
	
	
	
	

	8.6
	Emergency Call Enhancements for IP& PS Based Calls

Wednesday 

28 Jan 2004
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.7
	Network sharing

Wednesday 

28 Jan 2004
	
	
	
	
	

	
	8.7
	N1-040096
	Proposed WID for Network Sharing stage 3
	TeliaSonera
	
	

	
	8.7
	N1-040097
	CN impacts of Network Sharing in Rel 6
	TeliaSonera
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.8
	Subscriber certificates

Wednesday 

28 Jan 2004
	
	
	
	
	

	
	8.8
	N1-040079
	24.abc skeleton
	Nokia
	24.abc
	

	
	8.8
	N1-040080
	Text to section 4.1
	Nokia
	24.abc
	

	
	8.8
	N1-040081
	Text to section 4.2
	Nokia
	24.abc
	

	
	8.8
	N1-040082
	Text to section 4.3
	Nokia
	24.abc
	

	
	8.8
	N1-040083
	Text to section 4.4
	Nokia
	24.abc
	

	
	8.8
	N1-040084
	Text to section 4.5
	Nokia
	24.abc
	

	
	8.8
	N1-040085
	Text to section 5
	Nokia
	24.abc
	

	
	8.8
	N1-040086
	XML schema
	Nokia
	24.abc
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	9
	Output Liaison Statements

Thursday 

29 Jan 2004
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	10
	Late and misplaced documents

Thursday 

29 Jan 2004

time permitting
	
	Late documents and documents which were submitted with erroneous or incomplete information 
	
	
	Priorisation within this category will be done during the meeting.

	
	8.3
	N1-040087
	CSCF status info
	Nokia
	24.229
	DISC

	
	8.3
	N1-040088
	Sending authentication challenge
	Nokia
	24.229
	

	
	8.3
	N1-040089
	Sending authentication challenge
	Nokia
	24.229
	

	
	8.3
	N1-040090
	DoS attack
	Nokia
	24.229
	

	
	8.3
	N1-040091
	Dh Interface
	Nokia
	23.218
	

	
	8.3
	N1-040113
	S-CSCF and P-CSCF Re-Selection
	Nokia / Georg
	
	DISC

	
	8.3
	N1-040114
	S-CSCF and P-CSCF Re-Selection
	Nokia / Georg
	24.229
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	A.O.B.


	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	 
	
	
	

	13
	Closing

Thursday 

29 Jan 2004

no later than 15:00
	
	Did you mark your attendance to this meeting in attendees list?
	
	
	Any meeting document which is not mentioned in this report or with no recorded decision shall be interpreted as "reserved", i.e. not defined and shall be ignored if received
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