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1 Introduction

As a result of the additions to WLAN Selection and WLAN PLMN selection procedures, new parameters have been introduced. 

This proposal includes agreements in SA1#23 in Tdocs S1-040257 and S1-040163. SA1 agreed that user and operator controlled lists are required for network selection and that related lists shall support earlier releases of UICC/SIM. ‘In response to the question asked by CN1, SA1 would like to re-iterate the need to support earlier releases of the UICC / SIM.  As such any solutions developed must support this requirement.’

2 Conclusion

It is proposed to add to TS 24.234 clause 7 the following parameters. 
/* Beginning of addition*/
7
Parameters coding
7.1
General
 
This clause specifies the parameters used for WLAN interworking. By default, unless otherwise specified for a particular procedure, the WLAN UE shall use the parameters described below as follows: if the parameter is available in the USIM, then the WLAN UE shall use it. If the parameter is not available in the USIM and it is present in the ME, then the WLAN UE shall use the parameter stored in ME.
7.2
Pseudonym
The format of the pseudonym is defined in draft-arkko-pppext-eap-aka [9] and draft-haverinen-pppext-eap-sim [10].
7.3
Forbidden PLMNs for WLAN access

The Forbidden PLMNs for WLAN access file contains a list of PLMN codes to which the WLAN UE shall not attempt to authenticate in automatic mode. It shall be possible to store at least ten entries on the list.
Editor’s Note: the format of the list is FFS.
7.4 User Controlled PLMN Selector for WLAN access
The User Controlled PLMN Selector for WLAN access file contains a list of PLMN codes preferred by the user. It shall be possible to store at least ten entries on the list.

Editor’s Note: the format of the list is FFS.
7.5 Operator Controlled PLMN Selector for WLAN access

The Operator Controlled PLMN Selector for WLAN access file contains a list of PLMN codes preferred by the operator. It shall be possible to store at least ten entries on the list.

Editor’s Note: the format of the list is FFS.
7.6 User Controlled SSID list

The User Controlled SSID list file contains a list of SSIDs related to I-WLAN preferred by the user. It shall be possible to store at least ten entries on the list.

Editor’s Note: the format of the list is FFS.
7.7 Operator Controlled SSID list
The Operator Controlled SSID list file contains a list of SSIDs related to I-WLAN preferred by the operator. It shall be possible to store at least ten entries on the list.

Editor’s Note: the format of the list is FFS.
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