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Introduction

At the CN1#32 meeting, text was added to 3GPP TR 29.847 Annex A, as a result of N1-031667 specifying the alternative option of PSI routeing. 

As also commented for Presence, the text was not placed at the correct point. This contribution corrects that error.

The reason for this positioning is that the flows themselves should not show alternative options. Any discussion of the number of flows, whether represented or not, should occur in the introductory clauses.

Some minor editorial corrections have also been made to the text, otherwise it is a straight copy from one location to the other.

Proposal

PROPOSED CHANGE

A.3
Flows demonstrating the creation of a conference

A.3.1
Introduction

Subclause A.3 covers the flows that show how a user can create conferences at a MRFC/AS.  

For the routing of the Public Service Identity (PSI) towards the MRFC/AS, there are two scenarios:

Subclause A.3.2.2 shows I-CSCF forwards directly the SUBSCRIBE request to the MRFC/AS when the MRFC/AS is located within the same network. There is another scenario where the I-CSCF forwards the SUBSCRIBE request towards the MRFC/AS, being involved with the S-CSCF located in the same network, but this scenario is not described in this document.

PROPOSED CHANGE

A.3.2.2
User in different network

Figure A.3.2.2-1 shows an user creating a conference by using a conference-factory URI. The conference is created at a MRFC/AS located in a different network than user’s S-CSCF.
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Figure A.3.2.2-1: User automatically creating a conference with a conference factory URI – user in different network

The details of the flows are as follows: 

Remainder of subclause not shown.

PROPOSED CHANGE

A.4
Flows demonstrating a user joining a conference

A.4.1
Introduction

For the routing of the Public Service Identity (PSI) towards the MRFC/AS, there are two scenarios:

Subclause A.4.2.1.1 shows I-CSCF forwards directly the SUBSCRIBE request to the MRFC/AS when the MRFC/AS is located within the same network. There is another scenario where the I-CSCF forwards the SUBSCRIBE request towards the MRFC/AS, being involved with the S-CSCF located in the same network, but this scenario is not described in this document.
PROPOSED CHANGE

A.4.2.1.1
Conference URI does not include a FQDN
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Figure A.4.2.1.1-1: User calling into a conference – user in a different network – conference URI does not include a FQDN

Figure A.4.2.1.1-1 shows an user calling into a conference by using a conference URI. The focus of that conference is at a MRFC/AS which are located in another network. The conference URI in this example does not include a FQDN in the host part.



The details of the flows are as follows: 

Remainder of subclause not shown.
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