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9.5.2
Activate PDP context accept

This message is sent by the network to the MS to acknowledge activation of a PDP context.

See table 9.5.2/3GPP TS 24.008.

Message type:
activate PDP context accept

Significance:

global

Direction:


network to MS

Table 9.5.2/3GPP TS 24.008: Activate PDP context Accept message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Activate PDP context accept message identity
	Message type

10.4
	M
	V
	1

	
	Negotiated LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	Negotiated QoS
	Quality of service

10.5.6.5
	M
	LV
	12

	
	Radio priority
	Radio priority

10.5.7.2
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

10.5.1.8
	M
	V
	1/2

	2B
	PDP address
	Packet data protocol address

10.5.6.4
	O
	TLV
	4 - 20

	27
	Protocol configuration options
	Protocol configuration options

10.5.6.3
	O
	TLV
	3 - 253

	34
	Packet Flow Identifier
	Packet Flow Identifier

10.5.6.11
	O
	TLV
	3


9.5.2.1
PDP address

If the MS did not request a static address in the corresponding ACTIVATE PDP CONTEXT REQUEST message, the network shall include the PDP address IE in this Activate PDP context Accept message.

If the MS requested a static address in the corresponding ACTIVATE PDP CONTEXT REQUEST message, the network shall not include the PDP address IE in this Activate PDP context Accept message. 

9.5.2.2
Protocol configuration options

This IE is included in the message when the network wishes to transmit protocol configuration options for the external PDN. 

9.5.2.3
Packet Flow Identifier

This IE may be included if the network wants to indicate the Packet Flow Identifier associated to the PDP context. The network should not include this IE if the MS has not indicated PFC procedure support in PFC feature mode field of MS Network Capability IE.
If MS has not indicated PFC procedure support, then it should ignore this IE, if received.
9.5.5
Activate Secondary PDP Context Accept

This message is sent by the network to the MS to acknowledge activation of an additional PDP context associated with the same PDP address and APN as an already active PDP context. See Table 9.5.5/3GPP TS 24.008.

Message type:

activate SECONDARY PDP context accept

Significance:

global

Direction:


network to MS

Table 9.5.5/3GPP TS 24.008: Activate secondary PDP context Accept message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier
	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Activate secondary PDP context accept message identity
	Message type

10.4
	M
	V
	1

	
	Negotiated LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	Negotiated QoS
	Quality of service

10.5.6.5
	M
	LV
	12

	
	Radio priority 
	Radio priority
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

10.5.1.8
	M
	V
	1/2

	34
	Packet Flow Identifier
	Packet Flow Identifier

10.5.6.11
	O
	TLV
	3


9.5.5.1
Packet Flow Identifier

This IE may be included if the network wants to indicate the Packet Flow Identifier associated to the PDP context. The network should not include this IE if the MS has not indicated PFC procedure support in PFC feature mode field of MS Network Capability IE.
If MS has not indicated PFC procedure support, then it should ignore this IE, if received.
9.5.9
Modify PDP context request (Network to MS direction)

This message is sent by the network to the MS to request modification of an active PDP context. See table 9.5.9/3GPP TS 24.008.

Message type:
modify PDP context request (NETWORK to MS Direction)
Significance:

global

Direction:


network to MS

Table 9.5.9/3GPP TS 24.008: modify PDP context request (Network to MS direction) message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier
	Transaction identifier

10.3.2
	M
	V
	½– 3/2

	
	Modify PDP context request message identity
	Message type

10.4
	M
	V
	1

	
	Radio priority
	Radio priority

10.5.7.2
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

10.5.1.8
	M
	V
	1/2

	
	Requested LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	New QoS
	Quality of service

10.5.6.5
	M
	LV
	12

	2B
	PDP address
	Packet data protocol address

10.5.6.4
	O
	TLV
	4-20

	34
	Packet Flow Identifier
	Packet Flow Identifier

10.5.6.11
	O
	TLV
	3


9.5.9.1
PDP address

If the MS requested external PDN address allocation at PDP context activation via an APN and this was confirmed by the network in the ACTIVATE PDP CONTEXT ACCEPT message, then the network shall include the PDP address IE in the MODIFY PDP CONTEXT REQUEST message once the address has been actually allocated, in order to update the PDP context in the MS.

9.5.9.2
Packet Flow Identifier

This IE may be included if the network wants to indicate the Packet Flow Identifier associated to the PDP context. The network should not include this IE if the MS has not indicated PFC procedure support in PFC feature mode field of MS Network Capability IE.
If MS has not indicated PFC procedure support, then it should ignore this IE, if received.
9.5.12
Modify PDP context accept (Network to MS direction)

This message is sent by the network to the MS to acknowledge the modification of an active PDP context. See table 9.5.12/3GPP TS 24.008.

Message type:
modify PDP context accept (NeTWORK to ms direction)
Significance:

global

Direction:


Network to MS

Table 9.5.12/3GPP TS 24.008: modify PDP context accept (NETWORK to ms direction) message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	½

	
	Transaction identifier
	Transaction identifier

10.3.2
	M
	V
	½– 3/2

	
	Modify PDP context accept message identity
	Message type

10.4
	M
	V
	1

	30
	Negotiated QoS
	Quality of service

10.5.6.5
	O
	TLV
	13

	32
	Negotiated LLC SAPI
	LLC service access point identifier 10.5.6.9
	O
	TV
	2

	8
	New radio priority
	Radio priority

10.5.7.2
	O
	TV
	1

	34
	Packet Flow Identifier
	Packet Flow Identifier

10.5.6.11
	O
	TLV
	3


9.5.12.1
Negotiated QoS

This IE is included in the message if the network assigns a new QoS.

9.5.12.2
Negotiated LLC SAPI

This IE is included in the message if the network assigns a new LLC SAPI.

9.5.12.3
New radio priority

This IE is included in the message only if the network modifies the radio priority.

9.5.12.4
Packet Flow Identifier

This IE may be included if the network wants to indicate the Packet Flow Identifier associated to the PDP context. The network should not include this IE if the MS has not indicated PFC procedure support in PFC feature mode field of MS Network Capability IE.
If MS has not indicated PFC procedure support, then it should ignore this IE, if received.
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