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A.2.1.2
Major capabilities

Table A.4: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	1
	client behaviour for registration?
	[26] subclause 10.2
	m
	c3

	2
	registrar?
	[26] subclause 10.3
	o
	c4

	2A
	initiating a session?
	[26] subclause 13
	o
	o

	3
	client behaviour for INVITE requests?
	[26] subclause 13.2
	c18
	c18

	4
	server behaviour for INVITE requests?
	[26] subclause 13.3
	c18
	c18

	5
	session release?
	[26] subclause 15.1
	c18
	c18

	6
	timestamping of requests?
	[26] subclause 8.2.6.1
	o
	o

	7
	authentication between UA and UA?
	[26] subclause 22.2
	o
	o

	8
	authentication between UA and registrar?
	[26] subclause 22.2
	o
	n/a

	8A
	authentication between UA and proxy?
	[26] 20.28, 22.3
	o
	o

	9
	server handling of merged requests due to forking?
	[26] 8.2.2.2
	m
	m

	10
	client handling of multiple responses due to forking?
	[26] 13.2.2.4
	m
	m

	11
	insertion of date in requests and responses?
	[26] subclause 20.17
	o
	o

	12
	downloading of alerting information?
	[26] subclause 20.4
	o
	o

	
	Extensions
	
	
	

	13
	the SIP INFO method?
	[25]
	o
	n/a

	14
	reliability of provisional responses in SIP?
	[27]
	c19
	c18

	15
	the REFER method?
	[36]
	o
	o

	16
	integration of resource management and SIP?
	[30]
	c19
	c18

	17
	the SIP UPDATE method?
	[29]
	c5
	c18

	19
	SIP extensions for media authorization?
	[31]
	o
	c14

	20
	SIP specific event notification?
	[28]
	o
	c13

	21
	the use of NOTIFY to establish a dialog?
	[28] 4.2
	o
	n/a

	22
	acting as the notifier of event information?
	[28]
	c2
	c15

	23
	acting as the subscriber to event information?
	[28]
	c2
	c16

	24
	session initiation protocol extension header field for registering non-adjacent contacts?
	[35]
	o
	c6

	25
	private extensions to the Session Initiation Protocol (SIP) for network asserted identity within trusted networks?
	[34]
	o
	m

	26
	a privacy mechanism for the Session Initiation Protocol (SIP)?
	[33]
	o
	m

	26A
	request of privacy by the inclusion of a Privacy header indicating any privacy option?
	[33]
	c9
	c11

	26B
	application of privacy based on the received Privacy header?
	[33]
	c9
	n/a

	26C
	passing on of the Privacy header transparently?
	[33]
	c9
	c12

	26D
	application of the privacy option "header" such that those headers which cannot be completely expunged of identifying information without the assistance of intermediaries are obscured?
	[33] 5.1
	c10
	c27

	26E
	application of the privacy option "session" such that anonymization for the session(s) initiated by this message occurs?
	[33] 5.2
	c10
	c27

	26F
	application of the privacy option "user" such that user level privacy functions are provided by the network?
	[33] 5.3
	c10
	c27

	26G
	application of the privacy option "id" such that privacy of the network asserted identity is provided by the network?
	[34] 7
	c10
	n/a

	27
	a messaging mechanism for the Session Initiation Protocol (SIP)?
	[50]
	o
	c7

	28
	session initiation protocol extension header field for service route discovery during registration?
	[38]
	o
	c17

	29
	compressing the session initiation protocol?
	[55]
	o
	c8

	30
	private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP)?
	[52]
	o
	m

	31
	the P-Associated-URI header extension?
	[52] 4.1
	c21
	c22

	32
	the P-Called-Party-ID header extension?
	[52] 4.2
	c21
	c23

	33
	the P-Visited-Network-ID header extension?
	[52] 4.3
	c21
	c24

	34
	the P-Access-Network-Info header extension?
	[52] 4.4
	c21
	c25

	35
	the P-Charging-Function-Addresses header extension?
	[52] 4.5
	c21
	c26

	36
	the P-Charging-Vector header extension?
	[52] 4.6
	c21
	c26

	37
	security mechanism agreement for the session initiation protocol?
	[48]
	o
	c20

	c2:
IF A.4/20 THEN o.1 ELSE n/a - - SIP specific event notification extension.

c3:
IF A.3/1 OR A.3/4 THEN m ELSE n/a - - UE or S-CSCF functional entity.

c4:
IF A.3/4 OR A.3/7 THEN m ELSE n/a - - S-CSCF or AS functional entity.

c5:
IF A.4/16 THEN m ELSE o - - integration of resource management and SIP extension.

c6:
IF A.3/4 OR A.3/1 THEN m ELSE n/a. - - S-CSCF or UE.

c7:
IF A.3/4 THEN m ELSE IF A.3/1 OR A.3/7B OR A.3/7D THEN o ELSE n/a - - S-CSCF or UA or AS acting as originating UA, or AS performing 3rd party call control.

c8:
IF A.3/1 THEN m ELSE n/a - - UE behaviour.

c9:
IF A.4/26 THEN o.2 ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c10:
IF A.4/26B THEN o.3 ELSE n/a - - application of privacy based on the received Privacy header.

c11:
IF A.3/1 OR A.3/6 THEN o ELSE n/a - - UE or MGCF.

c12:
IF A.3/7D THEN m ELSE n/a - - AS performing 3rd-party call control.

c13:
IF A.3/1 OR A.3/4 THEN m ELSE o - - UE behaviour or S-CSCF.

c14:
IF A.3/1 THEN m ELSE IF A.3/2 THEN o ELSE n/a – UE or P-CSCF. 

c15:
IF A.4/20 and A.3/4 THEN m ELSE o – SIP specific event notification extensions and S-CSCF.

c16:
IF A.4/20 and (A.3/1 OR A.3/2) THEN m ELSE o - - SIP specific event notification extension and UE or P-CSCF.

c17:
IF A.3/1 or A.3/4 THEN m ELSE n/a - - UE or S-CSCF.

c18:
IF A.4/2A THEN m ELSE n/a - - initiating sessions.

c19:
IF A.4/2A THEN o ELSE n/a - - initiating sessions.

c20:
IF A.3/1 THEN m ELSE n/a - - UE behaviour.

c21:
IF A.4/30 THEN o.4 ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP).

c22:
IF A.4/30 AND (A.3/1 OR A.3/4) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and S-CSCF or UA.

c23:
IF A.4/30 AND A.3/1 THEN o ELSE n/a - -  private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and UE.

c24:
IF A.4/30 AND A.3/4) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and S-CSCF.

c25:
IF A.4/30 AND (A.3/1 OR A.3/4 OR A.3/7A OR A.3/7D) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and UE, S-CSCF or AS acting as terminating UA or AS acting as third-party call controller.

c26:
IF A.4/30 AND (A.3/6 OR A.3/7A OR A.3/7B or A.3/7D) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and MGCF, AS acting as a terminating UA, or AS acting as an originating UA, or AS acting as third-party call controller.

c27:
IF A.3/7D THEN o ELSE x - - AS performing 3rd party call control.

o.1:
At least one of these capabilities is supported.

o.2: 
At least one of these capabilities is supported.

o.3: 
At least one of these capabilities is supported.

o.4:
At least one of these capabilities is supported.


A.2.2.2
Major capabilities

Table A.162: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	3
	initiate session release?
	[26] 16
	x
	c27

	4
	stateless proxy behaviour?
	[26] 16.11
	o.1
	c28

	5
	stateful proxy behaviour?
	[26] 16.2
	o.1
	c29

	6
	forking of initial requests?
	[26] 16.1
	c1
	x

	7
	support of TLS connections on the upstream side?
	[26] 16.7
	o
	n/a

	8
	support of TLS connections on the downstream side?
	[26] 16.7
	o
	n/a

	8A
	authentication between UA and proxy?
	[26] 20.28, 22.3
	o
	x

	9
	insertion of date in requests and responses?
	[26] 20.17
	o
	o

	10
	suppression or modification of alerting information data?
	[26] 20.4
	o
	o

	11
	reading the contents of the Require header before proxying the request or response? 
	[26] 20.32
	o
	o

	12
	adding or modifying the contents of the Require header before proxying the REGISTER request or response 
	[26] 20.32
	o
	m

	13
	adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER?
	[26] 20.32
	o
	o

	14
	being able to insert itself in the subsequent transactions in a dialog (record-routing)?
	[26] 16.6
	o
	c2

	15
	the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing?
	[26] 16.7
	c3
	c3

	16
	reading the contents of the Supported header before proxying the response? 
	[26] 20.37
	o
	o

	17
	reading the contents of the Unsupported header before proxying the 420 response to a REGISTER?
	[26] 20.40
	o
	m

	18
	reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER?
	[26] 20.40
	o
	o

	19
	the inclusion of the Error-Info header in 3xx - 6xx responses?
	[26] 20.18
	o
	o

	19A
	reading the contents of the Organization header before proxying the request or response?
	[26] 20.25
	o
	o

	19B
	adding or concatenating the Organization header before proxying the request or response?
	[26] 20.25
	o
	o

	19C
	reading the contents of the Call-Info header before proxying the request or response?
	[26] 20.25
	o
	o

	19D
	adding or concatenating the Call-Info header before proxying the request or response?
	[26] 20.25
	o
	o

	19E
	delete Contact headers from 3xx responses prior to relaying the response?
	[26] 20
	o
	o

	
	Extensions
	
	
	

	20
	the SIP INFO method?
	[25]
	o
	o

	21
	reliability of provisional responses in SIP?
	[27]
	o
	i

	22
	the REFER method?
	[36]
	o
	o

	23
	integration of resource management and SIP?
	[30]
	o
	i

	24
	the SIP UPDATE method?
	[29]
	c4
	i

	26
	SIP extensions for media authorization?
	[31]
	o
	c7

	27
	SIP specific event notification
	[28]
	o
	i

	28
	the use of NOTIFY to establish a dialog
	[28] 4.2
	o
	n/a

	29
	Session Initiation Protocol Extension Header Field for Registering Non-Adjacent Contacts
	[35]
	o
	c6

	30
	extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks
	[34]
	o
	m

	30A
	act as first entity within the trust domain for asserted identity
	[34]
	c5
	c8

	30B
	act as subsequent entity within trust network that can route outside the trust network
	[34]
	c5
	c9

	31
	a privacy mechanism for the Session Initiation Protocol (SIP)
	[33]
	o
	m

	31A
	request of privacy by the inclusion of a Privacy header
	[33]
	n/a
	n/a

	31B
	application of privacy based on the received Privacy header
	[33]
	c10
	c12

	31C
	passing on of the Privacy header transparently
	[33]
	c10
	c13

	31D
	application of the privacy option "header" such that those headers which cannot be completely expunged of identifying information without the assistance of intermediaries are obscured?
	[33] 5.1
	x
	x

	31E
	application of the privacy option "session" such that anonymization for the session(s) initiated by this message occurs?
	[33] 5.2
	n/a
	n/a

	31F
	application of the privacy option "user" such that user level privacy functions are provided by the network?
	[33] 5.3
	n/a
	n/a

	31G
	application of the privacy option "id" such that privacy of the network asserted identity is provided by the network?
	[34] 7
	c11
	c12

	32
	Session Initiation Protocol Extension Header Field for Service Route Discovery During Registration
	[38]
	o
	c30

	33
	a messaging mechanism for the Session Initiation Protocol (SIP)
	[50]
	o
	m

	34
	Compressing the Session Initiation Protocol
	[55]
	o
	c7

	35
	private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP)?
	[52]
	o
	m

	36
	the P-Associated-URI header extension?
	[52] 4.1
	c14
	c15

	37
	the P-Called-Party-ID header extension?
	[52] 4.2
	c14
	c16

	38
	the P-Visited-Network-ID header extension?
	[52] 4.3
	c14
	c17

	39
	reading, or deleting the P-Visited-Network-ID header before proxying the request or response?
	[52] 4.3
	c18
	n/a

	41
	the P-Access-Network-Info header extension?
	[52] 4.4
	c14
	c19

	42
	act as first entity within the trust domain for access network information?
	[52] 4.4
	c20
	c21

	43
	act as subsequent entity within trust network for access network information that can route outside the trust network?
	[52] 4.4
	c20
	c22

	44
	the P-Charging-Function-Addresses header extension?
	[52] 4.5
	c14
	m

	44A
	adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response?
	[52] 4.6
	c25
	c26

	45
	the P-Charging-Vector header extension?
	[52] 4.6
	c14
	m

	46
	adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response?
	[52] 4.6
	c23
	c24

	47
	security mechanism agreement for the session initiation protocol?
	[48]
	o
	c7

	c1:
IF A.162/5 THEN o ELSE n/a - - stateful proxy behaviour.

c2:
IF A.3/2 OR A.3/3A OR A.3/4 THEN m ELSE o - - P-CSCF, I-CSCF(THIG) or S-CSCF.

c3:
IF (A.162/7 AND NOT A.162/8) OR (NOT A.162/7 AND A.162/8) THEN m ELSE IF A.162/14 THEN o ELSE n/a - - TLS interworking with non-TLS else proxy insertion.

c4:
IF A.162/23 THEN m ELSE o - - integration of resource management and SIP.

c5:
IF A.162/30 THEN o ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c6:
IF A.3/2 OR A.3/3A THEN m ELSE n/a - - P-CSCF or I-CSCF (THIG).

c7:
IF A.3/2 THEN m ELSE n/a - - P-CSCF.

c8:
IF A.3/2 AND A.162/30 THEN m ELSE n/a - - P-CSCF and extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c9:
IF A.3/2 AND A.162/30 THEN m ELSE IF A.3/7C AND A.162/30 THEN o ELSE n/a - - S-CSCF or AS acting as proxy and extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks (NOTE).
c10:
IF A.162/31 THEN o.2 ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c11:
IF A.162/31B THEN o ELSE x - - application of privacy based on the received Privacy header.

c12:
IF A.162/31 AND A.3/4 THEN m ELSE n/a - - S-CSCF.
c13:
IF A.162/31 AND (A.3/2 OR A.3/3 OR A.3/7C) THEN m ELSE n/a - - P-CSCF OR I-CSCF OR AS acting as a SIP proxy.
c14:
IF A.162/35 THEN o.3 ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP).

c15:
IF A.162/35 AND (A.3/2 OR A.3/3) THEN m THEN o ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and P-CSCF or I-CSCF.

c16:
IF A.162/35 AND (A.3/2 OR A.3/3 OR A.3/4) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and P-CSCF or I-CSCF or S-CSCF.

c17:
IF A.162/35 AND (A.3/2 OR A.3/3) THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and P-CSCF or I-CSCF.

c18:
IF A.162/38 THEN o ELSE n/a - - the P-Visited-Network-ID header extension.

c19:
IF A.162/35 AND (A.3/2 OR A.3.3 OR A.3/4 OR A.3/7 THEN m ELSE n/a - - private header extensions to the session initiation protocol for the 3rd-Generation Partnership Project (3GPP) and P-CSCF, I-CSCF, S-CSCF, AS acting as a proxy.

c20:
IF A.162/41 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c21:
IF A.162/41 AND A.3/2 THEN m ELSE n/a - - the P-Access-Network-Info header extension and P-CSCF.

c22:
IF A.162/41 AND A.3/4 THEN m ELSE n/a - - the P-Access-Network-Info header extension and S-CSCF.

c23:
IF A.162/45 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c24:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c25:
IF A.162/44 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c26:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function Addresses header extension.

c27:
IF A.3/2 OR A.3/4 THEN m ELSE x - - P-CSCF or S-CSCF.

c28:
IF A.3/2 OR A.3/4 OR A.3/6 then m ELSE o - - P-CSCF or S-CSCF of MGCF.

c29:
IF A.3/2 OR A.3/4 OR A.3/6 then o ELSE m - - P-CSCF or S-CSCF of MGCF.

c30:
IF A.3/2 o ELSE i - - P-CSCF.

o.1:
It is mandatory to support at least one of these items.

o.2:
It is mandatory to support at least one of these items.

o.3:
It is mandatory to support at least one of these items.

	NOTE:
An AS acting as a proxy may be outside the trust domain, and therefore not able to support the capability for that reason; in this case it is perfectly reasonable for the header to be passed on transparently, as specified in the PDU parts of the profile.


A.2.2.3
PDUs

Table A.163: Supported methods

	Item
	PDU
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	ACK request
	[26] 13
	m
	m
	[26] 13
	m
	m

	2
	BYE request
	[26] 16
	m
	m
	[26] 16
	m
	m

	3
	BYE response
	[26] 16
	m
	m
	[26] 16
	m
	m

	4
	CANCEL request
	[26] 16.10
	m
	m
	[26] 16.10
	m
	m

	5
	CANCEL response
	[26] 16.10
	m
	m
	[26] 16.10
	m
	m

	8
	INVITE request
	[26] 16
	m
	m
	[26] 16
	m
	m

	9
	INVITE response
	[26] 16
	m
	m
	[26] 16
	m
	m

	9A
	MESSAGE request
	[50] 4
	c5
	c5
	[50] 7
	c5
	c5

	9B
	MESSAGE response
	[50] 4
	c5
	c5
	[50] 7
	c5
	c5

	10
	NOTIFY request
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c3
	c3

	11
	NOTIFY response
	[28] 8.1.2
	c3
	c3
	[28] 8.1.2
	c3
	c3

	12
	OPTIONS request
	[26] 16
	m
	m
	[26] 16
	m
	m

	13
	OPTIONS response
	[26] 16
	m
	m
	[26] 16
	m
	m

	14
	PRACK request
	[27] 6
	c6
	c6
	[27] 6
	c6
	c6

	15
	PRACK response
	[27] 6
	c6
	c6
	[27] 6
	c6
	c6

	16
	REFER request
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	17
	REFER response
	[36] 3
	c1
	c1
	[36] 3
	c1
	c1

	18
	REGISTER request
	[26] 16
	m
	m
	[26] 16
	m
	m

	19
	REGISTER response
	[26] 16
	m
	m
	[26] 16
	m
	m

	20
	SUBSCRIBE request
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c3
	c3

	21
	SUBSCRIBE response
	[28] 8.1.1
	c3
	c3
	[28] 8.1.1
	c3
	c3

	22
	UPDATE request
	[30] 7
	c4
	c4
	[30] 7
	c4
	c4

	23
	UPDATE response
	[30] 7
	c4
	c4
	[30] 7
	c4
	c4

	c1:
IF A.162/22 THEN m ELSE n/a - - the REFER method.

c3
IF A.162/27 THEN m ELSE n/a - - SIP specific event notification.

c4
IF A.162/24 THEN m ELSE n/a - - the SIP UPDATE method.

c5:
IF A.162/33 THEN m ELSE n/a - - the SIP MESSAGE method.

c6:
ÌF A.162/21 THEN m ELSE n/a - - reliability of provisional responses.


A.2.2.4
PDU parameters

A.2.2.4.1
Status-codes

Table A.164: Supported-status codes 

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	100 (Trying)
	[26] 21.1.1
	c1
	c1
	[26] 21.1.1
	c2
	c2

	2
	180 (Ringing)
	[26] 21.1.2
	c3
	c3
	[26] 21.1.2
	c3
	c3

	3
	181 (Call Is Being Forwarded)
	[26] 21.1.3
	c3
	c3
	[26] 21.1.3
	c3
	c3

	4
	182 (Queued)
	[26] 21.1.4
	c3
	c3
	[26] 21.1.4
	c3
	c3

	5
	183 (Session Progress)
	[26] 21.1.5
	c3
	c3
	[26] 21.1.5
	c3
	c3

	6
	200 (OK)
	[26] 21.2.1
	
	
	[26] 21.2.1
	
	

	7
	202 (Accepted)
	[28] 8.3.1
	c4
	c4
	[28] 8.3.1
	c4
	c4

	8
	300 (Multiple Choices)
	[26] 21.3.1
	
	
	[26] 21.3.1
	
	

	9
	301 (Moved Permanently)
	[26] 21.3.2
	
	
	[26] 21.3.2
	
	

	10
	302 (Moved Temporarily)
	[26] 21.3.3
	
	
	[26] 21.3.3
	
	

	11
	305 (Use Proxy)
	[26] 21.3.4
	
	
	[26] 21.3.4
	
	

	12
	380 (Alternative Service)
	[26] 21.3.5
	
	
	[26] 21.3.5
	
	

	13
	400 (Bad Request)
	[26] 21.4.1
	
	
	[26] 21.4.1
	
	

	14
	401 (Unauthorized)
	[26] 21.4.2
	
	
	[26] 21.4.2
	
	

	15
	402 (Payment Required)
	[26] 21.4.3
	
	
	[26] 21.4.3
	
	

	16
	403 (Forbidden)
	[26] 21.4.4
	
	
	[26] 21.4.4
	
	

	17
	404 (Not Found)
	[26] 21.4.5
	
	
	[26] 21.4.5
	
	

	18
	405 (Method Not Allowed)
	[26] 21.4.6
	
	
	[26] 21.4.6
	
	

	19
	406 (Not Acceptable)
	[26] 21.4.7
	
	
	[26] 21.4.7
	
	

	20
	407 (Proxy Authentication Required)
	[26] 21.4.8
	
	
	[26] 21.4.8
	
	

	21
	408 (Request Timeout)
	[26] 21.4.9
	
	
	[26] 21.4.9
	
	

	22
	410 (Gone)
	[26] 21.4.10
	
	
	[26] 21.4.10
	
	

	23
	413 (Request Entity Too Large)
	[26] 21.4.11
	
	
	[26] 21.4.11
	
	

	24
	414 (Request-URI Too Large)
	[26] 21.4.12
	
	
	[26] 21.4.12
	
	

	25
	415 (Unsupported Media Type)
	[26] 21.4.13
	
	
	[26] 21.4.13
	
	

	26
	416 (Unsupported URI Scheme)
	[26] 21.4.14
	
	
	[26] 21.4.14
	
	

	27
	420 (Bad Extension)
	[26] 21.4.15
	
	
	[26] 21.4.15
	
	

	28
	421 (Extension Required)
	[26] 21.4.16
	
	
	[26] 21.4.16
	
	

	29
	423 (Interval Too Brief)
	[26] 21.4.17
	c5
	c5
	[26] 21.4.17
	c6
	c6

	30
	480 (Temporarily not available)
	[26] 21.4.18
	
	
	[26] 21.4.18
	
	

	31
	481 (Call /Transaction Does Not Exist)
	[26] 21.4.19
	
	
	[26] 21.4.19
	
	

	32
	482 (Loop Detected)
	[26] 21.4.20
	
	
	[26] 21.4.20
	
	

	33
	483 (Too Many Hops)
	[26] 21.4.21
	
	
	[26] 21.4.21
	
	

	34
	484 (Address Incomplete)
	[26] 21.4.22
	
	
	[26] 21.4.22
	
	

	35
	485 (Ambiguous)
	[26] 21.4.23
	
	
	[26] 21.4.23
	
	

	36
	486 (Busy Here)
	[26] 21.4.24
	
	
	[26] 21.4.24
	
	

	37
	487 (Request Terminated)
	[26] 21.4.25
	
	
	[26] 21.4.25
	
	

	38
	488 (Not Acceptable Here)
	[26] 21.4.26
	
	
	[26] 21.4.26
	
	

	39
	489 (Bad Event)
	[28] 7.3.2
	c4
	c4
	[28] 7.3.2
	c4
	c4

	40
	491 (Request Pending)
	[26] 21.4.27
	
	
	[26] 21.4.27
	
	

	41
	493 (Undecipherable)
	[26] 21.4.28
	
	
	[26] 21.4.28
	
	

	41A
	494 (Security Agreement Required)
	[48] 2
	c7
	c7
	[48] 2
	n/a
	n/a

	42
	500 (Internal Server Error)
	[26] 21.5.1
	
	
	[26] 21.5.1
	
	

	43
	501 (Not Implemented)
	[26] 21.5.2
	
	
	[26] 21.5.2
	
	

	44
	502 (Bad Gateway)
	[26] 21.5.3
	
	
	[26] 21.5.3
	
	

	45
	503 (Service Unavailable)
	[26] 21.5.4
	
	
	[26] 21.5.4
	
	

	46
	504 (Server Time-out)
	[26] 21.5.5
	
	
	[26] 21.5.5
	
	

	47
	505 (Version not supported)
	[26] 21.5.6
	
	
	[26] 21.5.6
	
	

	48
	513 (Message Too Large)
	[26] 21.5.7
	
	
	[26] 21.5.7
	
	

	49
	580 (Precondition Failure)
	[30] 8
	
	
	[30] 8
	
	

	50
	600 (Busy Everywhere)
	[26] 21.6.1
	
	
	[26] 21.6.1
	
	

	51
	603 (Decline)
	[26] 21.6.2
	
	
	[26] 21.6.2
	
	

	52
	604 (Does Not Exist Anywhere)
	[26] 21.6.3
	
	
	[26] 21.6.3
	
	

	53
	606 (Not Acceptable)
	[26] 21.6.4
	
	
	[26] 21.6.4
	
	

	c1:
IF A.162/15 THEN m ELSE n/a - - stateful proxy.

c2:
IF A.162/15 THEN m ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.

c3:
IF A.163/9 THEN m ELSE n/a - - INVITE response.

c4:
IF A.162/27 THEN m ELSE n/a - - SIP specific event notification.

c5:
IF A.163/19 OR A.163/21 THEN m ELSE n/a - - REGISTER response or SUBSCRIBE response.

c6:
IF A.163/19 OR A.163/21 THEN i ELSE n/a - - REGISTER response or SUBSCRIBE response.

c7:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


A.2.2.4.2
ACK method

Prerequisite A.163/1 - - ACK request

Table A.165: Supported headers within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	7
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	8
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	13
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	14
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	15
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	16
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	17
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	17A
	Privacy
	[33] 4.2
	c6
	c6
	[33] 4.2
	c7
	c7

	18
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	19
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	20
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Editor's note: Is the following table a suitable way of showing the contents of message bodies.

Prerequisite A.163/1 - - ACK request

Table A.166: Supported message bodies within the ACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.3
BYE method

Prerequisite A.163/2 - - BYE request

Table A.167: Supported headers within the BYE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	16
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	16A
	P-Access-Network-Info
	[52] 4.4
	c13
	c13
	[52] 4.4
	c14
	c14

	16B
	P-Asserted-Identity
	[34] 9.1
	c9
	c9
	[34] 9.1
	c10
	c10

	16C
	P-Charging-Function-Addresses
	[52] 4.5
	c17
	c17
	[52] 4.5
	c18
	c18

	16D
	P-Charging-Vector
	[52] 4.6
	c15
	n/a
	[52] 4.6
	c16
	n/a

	16E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c8
	n/a

	16F
	Privacy
	[33] 4.2
	c11
	c11
	[33] 4.2
	c12
	c12

	17
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	18
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	19
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	20
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	21
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	21A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c19
	c19

	21B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c19
	c19

	22
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	23
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	24
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	25
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	26
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response. 

c7:
IF A.162/14 THEN o ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c9:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c10:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c11:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c12:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c13:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c15:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c16:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c17:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c18:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c19:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/2 - - BYE request

Table A.168: Supported message bodies within the BYE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/1 - - 100 (Trying)

Table A.169: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.


Prerequisite A.163/3 - - BYE response

Table A.170: Supported headers within the BYE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c2

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c2

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c2

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c2

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c2

	10A
	P-Access-Network-Info
	[52] 4.4
	c12
	c12
	[52] 4.4
	c13
	c13

	10B
	P-Asserted-Identity
	[34] 9.1
	c4
	c4
	[34] 9.1
	c5
	c5

	10C
	P-Charging-Function-Addresses
	[52] 4.5
	c10
	c10
	[52] 4.5
	c11
	c11

	10D
	P-Charging-Vector
	[52] 4.6
	c8
	n/a
	[52] 4.6
	c9
	n/a

	10E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c3
	n/a

	10F
	Privacy
	[33] 4.2
	c6
	c6
	[33] 4.2
	c7
	c7

	10G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c14
	c14

	10H
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c3:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c4:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c5:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c6:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c8:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c9:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c10:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c11:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c12:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c13:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/6 - - 2xx

Table A.171: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	2
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/3 - BYE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.172: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.173: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.174: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.175: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.176: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.177: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.178: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	
	
	
	
	
	
	
	

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.178A: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/3 - - BYE response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.179: Supported headers within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/3 - - BYE response

Table A.180: Supported message bodies within the BYE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.4
CANCEL method

Prerequisite A.163/4 - - CANCEL request

Table A.181: Supported headers within the CANCEL request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	8
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	9
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	10
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	13
	Privacy
	[33] 4.2
	c3
	c3
	[33] 4.2
	c4
	c4

	16
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	18
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	19
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	20
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	21
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	22
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	23
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c4:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN o ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/4 - - CANCEL request

Table A.182: Supported message bodies within the CANCEL request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/5 - - CANCEL response

Table A.183: Supported headers within the CANCEL response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	5A
	Privacy
	[33] 4.2
	c2
	c2
	[33] 4.2
	c3
	c3

	6
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	7
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7A
	User-Agent
	[26] 20.41
	o
	
	[26] 20.41
	o
	

	8
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	9
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c3:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/6 - - 200 (OK)

Table A.184: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.185: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 500, 503, 600, 603

Table A.186: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Error-Info
	[26] 2418
	m
	m
	[26] 20.18
	i
	i

	4
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/5 - - CANCEL response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.188: Supported headers within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/5 - - CANCEL response

Table A.189: Supported message bodies within the CANCEL response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.5
COMET method

Void

A.2.2.4.6
INFO method

Void

A.2.2.4.7
INVITE method

Prerequisite A.163/8 - - INVITE request

Table A.204: Supported headers within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Alert-Info
	[26] 20.4
	c2
	c2
	[26] 20.4
	c3
	c3

	5
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	6
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	8
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	9
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	10
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c12
	c12

	11
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	12
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c6

	13
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c6

	14
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c6

	15
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	16
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c6

	17
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	18
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c4
	c4

	19
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	20
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	21
	In-Reply-To
	[26] 20.21
	m
	m
	[26] 20.21
	i
	i

	22
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	23
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c6

	24
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c5
	c5

	24A
	P-Access-Network-Info
	[52] 4.4
	c28
	c28
	[52] 4.4
	c29
	c30

	24B
	P-Asserted-Identity
	[34] 9.1
	c15
	c15
	[34] 9.1
	c16
	c16

	24C
	P-Called-Party-ID
	[52] 4.2
	c19
	c19
	[52] 4.2
	c20
	c21

	24D
	P-Charging-Function-Addresses
	[52] 4.5
	c26
	c27
	[52] 4.5
	c26
	c27

	24E
	P-Charging-Vector
	[52] 4.6
	c24
	c24
	[52] 4.6
	c25
	c25

	25
	P-Media-Authorization
	[31] 6.1
	c9
	c10
	[31] 6.1
	n/a
	n/a

	25A
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c14
	c14

	25B
	P-Visited-Network-ID
	[52] 4.3
	c22
	n/a
	[52] 4.3
	c23
	n/a

	26
	Priority
	[26] 20.26
	m
	m
	[26] 20.26
	i
	i

	26A
	Privacy
	[33] 4.2
	c17
	c17
	[33] 4.2
	c18
	c18

	27
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c13
	c13

	28
	Proxy-Require
	[26] 20.29, [34] 4
	m
	m
	[26] 20.29, [34] 4
	m
	m

	29
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c11
	c11

	31
	Reply-To
	[26] 20.31
	m
	m
	[26] 20.31
	i
	i

	32
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c7
	c7

	33
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	33A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c31
	c31

	33B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c31
	c31

	34
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	35
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c8
	c8

	36
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	37
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	38
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	39
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/10 THEN n/a ELSE m - - suppression or modification of alerting information data.

c3:
IF A.162/10 THEN m ELSE i - - suppression or modification of alerting information data.

c4:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c5:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c6:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c7:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c8:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c9:
IF A.162/26 THEN m ELSE n/a - - SIP extensions for media authorization.

c10:
IF A.3/2 THEN m ELSE n/a - - P-CSCF.

c11:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c12:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c13:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c14:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c15:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c16:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c17:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c18:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c19:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c20:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c21:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND A.3/3 THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or I-CSCF.

c22:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c23:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c24:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c25:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c26:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c27:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c28:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c29:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c30:
IF A.162/43 OR (A.162/41 AND A.3/2) THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension (with or without P-CSCF).

c31:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/8 - - INVITE request

Table A.205: Supported message bodies within the INVITE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/1 - - 100 (Trying)

Table A.206: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	c2
	c2

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF (A.162/9 AND A.162/5) OR A.162/4 THEN m ELSE n/a - - stateful proxy behaviour that inserts date, or stateless proxies.

c2:
IF A.162/4 THEN i ELSE m - - Stateless proxy passes on.


Prerequisite A.163/9 - - INVITE response

Table A.207: Supported headers within the INVITE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	11A
	P-Access-Network-Info
	[52] 4.4
	c14
	c14
	[52] 4.4
	c15
	c15

	11B
	P-Asserted-Identity
	[34] 9.1
	c6
	c6
	[34] 9.1
	c7
	c7

	11C
	P-Charging-Function-Addresses
	[52] 4.5
	c12
	c12
	[52] 4.5
	c13
	c13

	11D
	P-Charging-Vector
	[52] 4.6
	c10
	c10
	[52] 4.6
	c11
	c11

	11E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c5
	n/a

	11F
	Privacy
	[33] 4.2
	c8
	c8
	[33] 4.2
	c9
	c9

	11G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c16
	c16

	11H
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c6:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c7:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c8:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c9:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c10:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c11:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c12:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c13:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c14:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c15:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c16:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/2 OR A.164/3 OR A.164/4 OR A.164/5 - - 1xx

Table A.208: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	6
	P-Media-Authorization
	[31] 6.1
	c9
	c10
	[31] 6.1
	n/a
	n/a

	9
	Rseq
	[27] 7.1
	m
	m
	[27] 7.1
	i
	i

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c9:
IF A.162/26 THEN m ELSE n/a - - SIP extensions for media authorization.

c10:
IF A.3/2 THEN m ELSE n/a - - P-CSCF.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/6 - - 2xx

Table A.209: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	1A
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1B
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	6
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	8
	P-Media-Authorization
	[31] 6.1
	c9
	c10
	[31] 6.1
	n/a
	n/a

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c9:
IF A.162/26 THEN m ELSE n/a - - SIP extensions for media authorization.

c10:
IF A.3/2 THEN m ELSE n/a - - P-CSCF.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.210: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.211: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	15
	WWW-Authenticate
	[26] 20.44
	o
	
	[26] 20.44
	o
	


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 600, 603

Table A.212: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	12
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.213: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Allow
	[26] 20.5
	m
	
	[26] 20.5
	m/o
	

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	13
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.214: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	11
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.215: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	6
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	11
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.216: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	10
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.216A: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.217: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/42 - - 500 (Server Internal Error)

Table A.217A: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9 - - INVITE response

Prerequisite: A.164/45 - - 503 (Service Unavailable)

Table A.217B: Supported headers within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9 - - INVITE response

Table A.218: Supported message bodies within the INVITE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.7A
MESSAGE method

Prerequisite A.163/9A - - MESSAGE request

Table A.218A: Supported headers within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	6
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i 
	i

	7
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i 
	i

	8
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	9
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	10
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	11
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	12
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	13
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	I
	i

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	In-Reply-To
	[26] 20.21
	m
	m
	[50] 10
	i
	i

	16
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	17
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	18
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	18A
	P-Access-Network-Info
	[52] 4.4
	c23
	c23
	[52] 4.4
	c24
	c24

	18B
	P-Asserted-Identity
	[34] 9.1
	c10
	c10
	[34] 9.1
	c11
	c11

	18C
	P-Called-Party-ID
	[52] 4.2
	c14
	c14
	[52] 4.2
	c15
	c16

	18D
	P-Charging-Function-Addresses
	[52] 4.5
	c21
	c21
	[52] 4.5
	c22
	c22

	18E
	P-Charging-Vector
	[52] 4.6
	c19
	c19
	[52] 4.6
	c20
	c20

	18F
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c9
	c9

	18G
	P-Visited-Network-ID
	[52] 4.3
	c17
	n/a
	[52] 4.3
	c18
	n/a

	19
	Priority
	[26] 20.26
	m
	m
	[26] 20.26
	i
	i

	19A
	Privacy
	[33] 4.2
	c12
	c12
	[33] 4.2
	c13
	c13

	20
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c8
	c8

	21
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	22
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	23
	Reply-To
	[26] 20.31
	m
	m
	[26] 20.31
	i
	i

	24
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	25
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	25A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c25
	c25

	25B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c25
	c25

	26
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	27
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	28
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	29
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	30
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	31
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN o ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c9:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c10:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c11:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c12:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c13:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c14:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c15:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c16:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND A.3/3 THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or I-CSCF.

c17:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c18:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c19:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c20:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c21:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c22:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c23:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c24:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c25:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/9A - - MESSAGE request

Table A.218B: Supported message bodies within the MESSAGE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/9B - - MESSAGE response

Table A.218C: Supported headers within the MESSAGE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c3
	c3

	3
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	4
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	5
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	10
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	11
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	12
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	12A
	P-Access-Network-Info
	[52] 4.4
	c13
	c13
	[52] 4.4
	c14
	c14

	12B
	P-Asserted-Identity
	[34] 9.1
	c5
	c5
	[34] 9.1
	c6
	c6

	12C
	P-Charging-Function-Addresses
	[52] 4.5
	c11
	c11
	[52] 4.5
	c12
	c12

	12D
	P-Charging-Vector
	[52] 4.6
	c9
	n/a
	[52] 4.6
	c10
	n/a

	12E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c4
	n/a

	12F
	Privacy
	[33] 4.2
	c7
	c7
	[33] 4.2
	c8
	c8

	12G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c15
	c15

	13
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	14
	Timestamp
	[26] 20.38
	i
	i
	[26] 20.38
	i
	i

	15
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	16
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	17
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	18
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c4:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c5:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c6:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c7:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c8:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c9:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c10:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c11:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c12:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c13:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c15:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/6 - - 2xx

Table A.218D: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	4
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing. 


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.218E: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.218F: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.218G: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.218H: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.218I: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.218J: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.218K: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.218L: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/9B - - MESSAGE response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.218M: Supported headers within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[50] 10
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/9B - - MESSAGE response

Table A.218N: Supported message bodies within the MESSAGE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.8
NOTIFY method

Prerequisite A.163/10 - - NOTIFY request

Table A.219: Supported headers within the NOTIFY request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	Event
	[28] 7.2.1
	m
	m
	[28] 7.2.1
	m
	m

	15
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	16
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	17
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	17A
	P-Access-Network-Info
	[52] 4.4
	c16
	c16
	[52] 4.4
	c17
	c17

	17B
	P-Asserted-Identity
	[34] 9.1
	c8
	c8
	[34] 9.1
	c9
	c9

	17C
	P-Charging-Function-Addresses
	[52] 4.5
	c14
	c14
	[52] 4.5
	c15
	c15

	17D
	P-Charging-Vector
	[52] 4.6
	c12
	n/a
	[52] 4.6
	c13
	n/a

	17E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c3
	n/a

	17F
	Privacy
	[33] 4.2
	c10
	c10
	[33] 4.2
	c11
	c11

	18
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	19
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	20
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	21
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	22A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	22B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	23
	Subscription-State
	[28] 8.2.3
	m
	m
	[28] 8.2.3
	i
	i

	24
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	25
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN (IF A.162/22 OR A.162/27 THEN m ELSE o) ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog or (the REFER method or SIP specific event notification).

c8:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c9:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c10:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c11:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c12:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c13:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c14:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c15:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c16:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c17:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c18:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/10 - - NOTIFY request

Table A.220: Supported message bodies within the NOTIFY request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	sipfrag
	[37] 2
	m
	m
	[37] 2
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Table A.221: Supported headers within the NOTIFY response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10A
	P-Access-Network-Info
	[52] 4.4
	c11
	c11
	[52] 4.4
	c12
	c12

	10B
	P-Asserted-Identity
	[34] 9.1
	c3
	c3
	[34] 9.1
	c4
	c4

	10C
	P-Charging-Function-Addresses
	[52] 4.5
	c9
	c9
	[52] 4.5
	c10
	c10

	10D
	P-Charging-Vector
	[52] 4.6
	c7
	n/a
	[52] 4.6
	c8
	n/a

	10E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c2
	n/a

	10F
	Privacy
	[33] 4.2
	c5
	c5
	[33] 4.2
	c6
	c6

	10G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c13
	c13

	10H
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c3:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c4:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c5:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c6:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c7:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c8:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c9:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c10:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c11:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c12:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c13:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/6 AND A.164/7 - - 2xx

Table A.222: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	2
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN m ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.223: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.224: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.225: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.226: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.227: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.228: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.229: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.229A: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.230: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/11 - - NOTIFY response

Prerequisite: A.164/39 - - 489 (Bad Event)

Table A.231: Supported headers within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/11 - - NOTIFY response

Table A.232: Supported message bodies within the NOTIFY response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.9
OPTIONS method

Prerequisite A.163/12 - - OPTIONS request

Table A.233: Supported headers within the OPTIONS request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	8
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	9
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	10
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	11
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	16
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	17
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	18
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	19
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	19A
	P-Access-Network-Info
	[52] 4.4
	c23
	c23
	[52] 4.4
	c24
	c24

	19B
	P-Asserted-Identity
	[34] 9.1
	c10
	c10
	[34] 9.1
	c11
	c11

	19C
	P-Called-Party-ID
	[52] 4.2
	c14
	c14
	[52] 4.2
	c15
	c16

	19D
	P-Charging-Function-Addresses
	[52] 4.5
	c21
	c21
	[52] 4.5
	c22
	c22

	19E
	P-Charging-Vector
	[52] 4.6
	c19
	c19
	[52] 4.6
	c20
	c20

	19F
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c9
	c9

	19G
	P-Visited-Network-ID
	[52] 4.3
	c17
	n/a
	[52] 4.3
	c18
	n/a

	19H
	Privacy
	[33] 4.2
	c12
	c12
	[33] 4.2
	c13
	c13

	20
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c8
	c8

	21
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	22
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	23
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	24
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	24A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c25
	c25

	24B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c25
	c25

	25
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN o ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c9:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c10:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c11:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c12:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c13:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c14:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c15:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c16:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND A.3/3 THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or I-CSCF.

c17:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c18:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c19:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c20:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c21:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c22:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c23:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c24:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c25:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/12 - - OPTIONS request

Table A.234: Supported message bodies within the OPTIONS request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/1 - - 100 (Trying)

Table A.235: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.


Prerequisite A.163/13 - - OPTIONS response

Table A.236: Supported headers within the OPTIONS response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c3
	c3

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	11A
	P-Access-Network-Info
	[52] 4.4
	c13
	c13
	[52] 4.4
	c14
	c14

	11B
	P-Asserted-Identity
	[34] 9.1
	c5
	c5
	[34] 9.1
	c6
	c6

	11C
	P-Charging-Function-Addresses
	[52] 4.5
	c11
	c11
	[52] 4.5
	c12
	c12

	11D
	P-Charging-Vector
	[52] 4.6
	c9
	c9
	[52] 4.6
	c10
	c10

	11E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c4
	n/a

	11F
	Privacy
	[33] 4.2
	c7
	c7
	[33] 4.2
	c8
	c8

	11G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c15
	c15

	11H
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c4:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c5:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c6:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c7:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c8:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c9:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c10:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c11:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c12:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c13:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c15:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/6 - - 2xx

Table A.237: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	9
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	12
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing. 


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.238: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.239: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.240: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.241: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.242: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.243: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.244: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	7
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.244A: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/13 - - OPTIONS response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.245: Supported headers within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/13 - - OPTIONS response

Table A.246: Supported message bodies within the OPTIONS response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.10
PRACK method

Prerequisite A.163/14 - - PRACK request

Table A.247: Supported headers within the PRACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	15
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	16
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	16A
	P-Access-Network-Info
	[52] 4.4
	c14
	c14
	[52] 4.4
	c15
	c15

	16B
	P-Charging-Function-Addresses
	[52] 4.5
	c12
	c12
	[52] 4.5
	c13
	c13

	16C
	P-Charging-Vector
	[52] 4.6
	c10
	n/a
	[52] 4.6
	c11
	n/a

	16D
	Privacy
	[33] 4.2
	c8
	c8
	[33] 4.2
	c9
	c9

	17
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	18
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	19
	RAck
	[27] 7.2
	m
	m
	[27] 7.2
	i
	i

	20
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	21
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	22
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	23
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	24
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	25
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	26
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	27
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN 0 ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c9:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c10:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c11:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c12:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c13:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c14:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c15:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/14 - - PRACK request

Table A.248: Supported message bodies within the PRACK request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/1 - - 100 (Trying)

Table A.249: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.


Prerequisite A.163/15 - - PRACK response

Table A.250: Supported headers within the PRACK response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c2

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c2

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c2

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c2

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c2

	10A
	P-Access-Network-Info
	[52] 4.4
	c9
	c9
	[52] 4.4
	c10
	c10

	10B
	P-Charging-Function-Addresses
	[52] 4.5
	c7
	c7
	[52] 4.5
	c8
	c8

	10C
	P-Charging-Vector
	[52] 4.6
	c5
	n/a
	[52] 4.6
	c6
	n/a

	10D
	Privacy
	[33] 4.2
	c3
	c3
	[33] 4.2
	c4
	c4

	10E
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c11
	c11

	10F
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c3:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c4:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c5:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c6:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c7:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c8:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c9:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c10:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c11:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/6 - - 2xx

Table A.251: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	0B
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	1
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.252: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.253: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.254: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.255: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.256: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.257: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.258: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.258A: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/15 - - PRACK response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.259: Supported headers within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/15 - - PRACK response

Table A.260: Supported message bodies within the PRACK response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.11
REFER method

Prerequisite A.163/16 - - REFER request

Table A.261: Supported headers within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	0B
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	1A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	4
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	5B
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	5C
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	6
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	7
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	8
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	9
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	10
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	11
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	12
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	13
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	14
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	14A
	P-Access-Network-Info
	[52] 4.4
	c22
	c22
	[52] 4.4
	c23
	c23

	14B
	P-Asserted-Identity
	[34] 9.1
	c9
	c9
	[34] 9.1
	c10
	c10

	14C
	P-Called-Party-ID
	[52] 4.2
	c13
	c13
	[52] 4.2
	c14
	c15

	14D
	P-Charging-Function-Addresses
	[52] 4.5
	c20
	c20
	[52] 4.5
	c21
	c21

	14E
	P-Charging-Vector
	[52] 4.6
	c18
	c18
	[52] 4.6
	c19
	c19

	14F
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c8
	c8

	14G
	P-Visited-Network-ID
	[52] 4.3
	c16
	n/a
	[52] 4.3
	c17
	n/a

	14H
	Privacy
	[33] 4.2
	c11
	c11
	[33] 4.2
	c12
	c12

	15
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	16
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	17
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	18
	Refer-To
	[36] 3
	c3
	c3
	[36] 3
	c4
	c4

	19
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	20
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	20A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c24
	c24

	20B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c24
	c24

	20C
	Subject
	[26] 20.36
	m
	m
	[26] 20.36
	i
	i

	21
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	22
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	23
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	24
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	25
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c9:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c10:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c11:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c12:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c13:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c14:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c15:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND A.3/3 THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or I-CSCF.

c16:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c17:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c18:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c19:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c20:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c21:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c22:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c23:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c24:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/16 - - REFER request

Table A.262: Supported message bodies within the REFER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/1 - - 100 (Trying)

Table A.263: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.


Prerequisite A.163/17 - - REFER response

Table A.264: Supported headers within the REFER response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	2
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	3
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	4
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	5
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	6
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	7
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	8
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	9
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10A
	P-Access-Network-Info
	[52] 4.4
	c12
	c12
	[52] 4.4
	c13
	c13

	10B
	P-Asserted-Identity
	[34] 9.1
	c4
	c4
	[34] 9.1
	c5
	c5

	10C
	P-Charging-Function-Addresses
	[52] 4.5
	c10
	c10
	[52] 4.5
	c11
	c11

	10D
	P-Charging-Vector
	[52] 4.6
	c8
	c8
	[52] 4.6
	c9
	c9

	10E
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c3
	n/a

	10F
	Privacy
	[33] 4.2
	c6
	c6
	[33] 4.2
	c7
	c7

	10G
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c14
	c14

	10H
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c4:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c5:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c6:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c8:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c9:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c10:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c11:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c12:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c13:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/7 - - 202 (Accepted)

Table A.265: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN m ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.266: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 401 (Unauthorized)

Table A.267: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.268: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.269: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.270: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	o
	
	[26] 20.27
	o
	

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.271: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.272: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.272A: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/17 - - REFER response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.273: Supported headers within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/17 - - REFER response

Table A.274: Supported message bodies within the REFER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.12
REGISTER method

Prerequisite A.163/18 - - REGISTER request

Table A.275: Supported headers within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7, [49]
	m
	m
	[26] 20.7, [49]
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c2
	c2

	8
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	9
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	10
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	11
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	16
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	19
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	20
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	20A
	P-Access-Network-Info
	[52] 4.4
	c16
	c16
	[52] 4.4
	c17
	c17

	20B
	P-Charging-Function-Addresses
	[52] 4.5
	c14
	c14
	[52] 4.5
	c15
	c15

	20C
	P-Charging-Vector
	[52] 4.6
	c12
	c12
	[52] 4.6
	c13
	c13

	20D
	P-Visited-Network-ID
	[52] 4.3
	c10
	c10
	[52] 4.3
	c11
	c11

	20E
	Path
	[35] 4.2
	c6
	c6
	[35] 4.2
	c6
	c6

	20F
	Privacy
	[33] 4.2
	c8
	c8
	[33] 4.2
	c9
	c9

	21
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c7
	c7

	22
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	23
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c4
	c4

	24
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	24A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	24B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	25
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c5
	c5

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/11 OR A.162/12 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c5:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c6:
IF A.162/29 THEN m ELSE n/a - - PATH header support.

c7:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c8:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c9:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c10:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c11:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c12:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c13:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c14:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c15:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c16:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c17:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c18:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/18 - - REGISTER request

Table A.276: Supported message bodies within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/1 - - 100 (Trying)

Table A.277: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	3
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	4
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	5
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	6
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	7
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m


Prerequisite A.163/19 - - REGISTER response

Table A.278: Supported headers within the REGISTER response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c2
	c2

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c1
	c1

	11A
	P-Access-Network-Info
	[52] 4.4
	c9
	c9
	[52] 4.4
	c10
	c10

	11B
	P-Charging-Function-Addresses
	[52] 4.5
	c7
	c7
	[52] 4.5
	c8
	c8

	11C
	P-Charging-Vector
	[52] 4.6
	c5
	c5
	[52] 4.6
	c6
	c6

	11D
	Privacy
	[33] 4.2
	c3
	c3
	[33] 4.2
	c4
	c4

	11E
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c11
	c11

	11F
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c2:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c3:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c4:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c5:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c6:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c7:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c8:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c9:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c10:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c11:
IF A.162/11 OR A.162/12 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/6 - - 2xx

Table A.279: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	1A
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1B
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5A
	P-Associated-URI
	[52] 4.1
	c8
	c8
	[52] 4.1
	c9
	c10

	6
	Path
	[35] 4.2
	c3
	c3
	[35] 4.2
	c4
	c4

	8
	Service-Route
	[38] 5
	c5
	c5
	[38] 5
	c6
	c7

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2: 
IF A.3/2 OR A.3/3A THEN m ELSE n/a - - P-CSCF or I-CSCF (THIG).

c3:
IF A.162/29 THEN m ELSE n/a - - Path extension support.

c4:
IF A.162/29 THEN i ELSE n/a - - Path extension support.

c5:
IF A.162/32 THEN m ELSE n/a - - Service-Route extension support. 

c6:
IF A.162/32 THEN i ELSE n/a - - Service-Route extension support. 

c7:
IF A.162/32 THEN (IF A.3/2 THEN m ELSE i) ELSE n/a - - Service-Route extension and P-CSCF.

c8:
IF A.162/36 THEN m ELSE n/a - - the P-Associated-URI extension.

c9:
IF A.162/36 THEN i ELSE n/a - - the P-Associated-URI extension.

c10:
IF A.162/36 AND A.3/2 THEN m ELSE IF A.162/36 AND A.3/3 THEN i ELSE n/a - - the P-Associated-URI extension and P-CSCF or I-CSCF.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.280: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c2
	c2

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c2:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.281: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	6
	Security-Server
	[48] 2
	x
	c1
	[48] 2
	n/a
	n/a

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.282: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.283: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	2
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.284: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	9
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.285: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.286: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/17 THEN m ELSE.i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.286A: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/29 - - 423 (Interval Too Brief)

Table A.287: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	o
	
	[26] 20.18
	o
	

	5
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	i
	i

	8
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.288: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/19 - - REGISTER response

Table A.289: Supported message bodies within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.13
SUBSCRIBE method

Prerequisite A.163/20 - - SUBSCRIBE request

Table A.290: Supported headers within the SUBSCRIBE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	6A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	7
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	8
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	9
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	10
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	11
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	12
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	13
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	14
	Event
	[28] 7.2.1
	m
	m
	[28] 7.2.1
	m
	m

	15
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	16
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	17
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	18
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	18A
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	18B
	P-Access-Network-Info
	[52] 4.4
	c22
	c22
	[52] 4.4
	c23
	c23

	18C
	P-Asserted-Identity
	[34] 9.1
	c9
	c9
	[34] 9.1
	c10
	c10

	18D
	P-Called-Party-ID
	[52] 4.2
	c13
	c13
	[52] 4.2
	c14
	c15

	18E
	P-Charging-Function-Addresses
	[52] 4.5
	c20
	c20
	[52] 4.5
	c21
	c21

	18F
	P-Charging-Vector
	[52] 4.6
	c18
	c18
	[52] 4.6
	c19
	c19

	18G
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c8
	c8

	18H
	P-Visited-Network-ID
	[52] 4.3
	c16
	n/a
	[52] 4.3
	c17
	n/a

	18I
	Privacy
	[33] 4.2
	c11
	c11
	[33] 4.2
	c12
	c12

	19
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c4
	c4

	20
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	21
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	22
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	23
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	23A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c24
	c24

	23B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c24
	c24

	24
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	25
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	26
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	27
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	28
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response. 

c7:
IF A.162/14 THEN m ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c9:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c10:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c11:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c12:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c13:
IF A.162/37 THEN m ELSE n/a - - the P-Called-Party-ID header extension.

c14:
IF A.162/37 THEN i ELSE n/a - - the P-Called-Party-ID header extension.

c15:
IF A.162/37 AND A.3/2 THEN m ELSE IF A.162/37 AND A.3/3 THEN i ELSE n/a - - the P-Called-Party-ID header extension and P-CSCF or I-CSCF.

c16:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c17:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c18:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c19:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c20:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c21:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c22:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c23:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c24:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/20 - - SUBSCRIBE request

Table A.291: Supported message bodies within the SUBSCRIBE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/21 - - SUBSCRIBE response

Table A.292: Supported headers within the SUBSCRIBE response - all status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	10A
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10B
	P-Access-Network-Info
	[52] 4.4
	c12
	c12
	[52] 4.4
	c13
	c13

	10C
	P-Asserted-Identity
	[34] 9.1
	c4
	c4
	[34] 9.1
	c5
	c5

	10D
	P-Charging-Function-Addresses
	[52] 4.5
	c10
	c10
	[52] 4.5
	c11
	c11

	10E
	P-Charging-Vector
	[52] 4.6
	c8
	c8
	[52] 4.6
	c9
	c9

	10F
	P-Preferred-Identity
	[34] 9.2
	x
	x
	[34] 9.2
	c3
	n/a

	10G
	Privacy
	[33] 4.2
	c6
	c6
	[33] 4.2
	c7
	c7

	10H
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c14
	c14

	10I
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.162/30A THEN m ELSE n/a - - act as first entity within the trust domain for asserted identity.

c4:
IF A.162/30 THEN m ELSE n/a - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks.

c5:
IF A.162/30A or A.162/30B THEN m ELSE i - - extensions to the Session Initiation Protocol (SIP) for asserted identity within trusted networks or subsequent entity within trust network that can route outside the trust network.

c6:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c7:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c8:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c9:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c10:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c11:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c12:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c13:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c14:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/6 AND A.164/7 - - 2xx

Table A.293: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	1A
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	2
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	3
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c3
	c3

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN m ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/35 - - 3xx or 485 (Ambiguous)

Table A.294: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.295: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 600, 603

Table A.296: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.297: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.298: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.299: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	5
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.300: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	5
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.300A: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/29 - - 423 (Interval Too Brief)

Table A.301: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	2
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/34 - - 484 (Address Incomplete)

Table A.302: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/39 - - 489 (Bad Event)

Table A.303: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/21 - - SUBSCRIBE response

Prerequisite: A.164/45 - - 503 (Service Unavailable)

Table A.303A: Supported headers within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/21 - - SUBSCRIBE response

Table A.304: Supported message bodies within the SUBSCRIBE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.2.2.4.14
UPDATE method

Prerequisite A.163/22 - - UPDATE request

Table A.305: Supported headers within the UPDATE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	5
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	6
	Authorization
	[26] 20.7
	m
	m
	[26] 20.7
	i
	i

	7
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	8
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c8
	c8

	9
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	10
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	c4
	c4

	11
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	c4
	c4

	12
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	c4
	c4

	13
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	14
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	c4
	c4

	15
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	16
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c2
	c2

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	19
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c4

	20
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	20A
	P-Access-Network-Info
	[52] 4.4
	c16
	c16
	[52] 4.4
	c17
	c17

	20B
	P-Charging-Function-Addresses
	[52] 4.5
	c14
	c14
	[52] 4.5
	c15
	c15

	20C
	P-Charging-Vector
	[52] 4.6
	c12
	c12
	[52] 4.6
	c13
	c13

	20D
	Privacy
	[33] 4.2
	c10
	c10
	[33] 4.2
	c11
	c11

	21
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c9
	c9

	22
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	23
	Record-Route
	[26] 20.30
	m
	m
	[26] 20.30
	c7
	c7

	24
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c5
	c5

	25A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	25B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	25
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	26
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c6
	c6

	27
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	28
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	29
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	30
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c5:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c6:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c7:
IF A.162/14 THEN o ELSE i - - the requirement to be able to insert itself in the subsequent transactions in a dialog.

c8:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c9:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c10:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c11:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c12:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c13:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c14:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c15:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c16:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c17:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c18:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/22 - - UPDATE request

Table A.306: Supported message bodies within the UPDATE request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


Prerequisite A.163/22 - - UPDATE response

Table A.307: Supported headers within the UPDATE response - all remaining status-codes

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c4
	c4

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	c3

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	c3

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	c3

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	c3

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	c1
	c1

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	c3

	10A
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c2
	c2

	10B
	P-Access-Network-Info
	[52] 4.4
	c11
	c11
	[52] 4.4
	c12
	c12

	10C
	P-Charging-Function-Addresses
	[52] 4.5
	c9
	c9
	[52] 4.5
	c10
	c10

	10D
	P-Charging-Vector
	[52] 4.6
	c7
	n/a
	[52] 4.6
	c8
	n/a

	10E
	Privacy
	[33] 4.2
	c5
	c5
	[33] 4.2
	c6
	c6

	10F
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c13
	c13

	10G
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	11
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	12
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	12A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	13
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	14
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/9 THEN m ELSE i - - insertion of date in requests and responses.

c2:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c3:
IF A.3/2 OR A.3/4 THEN m ELSE i - - P-CSCF or S-CSCF.

c4:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c5:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c6:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c7:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c8:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c9:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c10:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c11:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c12:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c13:
IF A.162/11 OR A.162/13 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/6 - - 2xx

Table A.308: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	0B
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	0C
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c3:
IF A.162/15 THEN o ELSE i - - the requirement to be able to use separate URIs in the upstream direction and downstream direction when record routeing.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 - - 3xx

Table A.309: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/14 - - 401 (Unauthorized)

Table A.309A: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	3
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	5
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	6
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - 404, 413, 480, 486, 500, 503, 600, 603

Table A.310: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	5
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/18 - - 405 (Method Not Allowed)

Table A.311: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/20 - - 407 (Proxy Authentication Required)

Table A.312: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	8
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/25 - - 415 (Unsupported Media Type)

Table A.313: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	4
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	6
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	10
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/27 - - 420 (Bad Extension)

Table A.314: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	6
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	7
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/18 THEN m ELSE i - - reading the contents of the Unsupported header before proxying the 420 response to a method other than REGISTER.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/28 OR A.164/41A - - 421 (Extension Required), 494 (Security Agreement Required)

Table A.314A: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	2
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	4
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/23 - - UPDATE response

Prerequisite: A.164/35 - - 485 (Ambiguous)

Table A.315: Supported headers within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	2
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c1
	c1

	3
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i

	7
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/23 - - UPDATE response

Table A.316: Supported message bodies within the UPDATE response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


A.3
Profile definition for the Session Description Protocol as used in the present document

A.3.1
Introduction

Void.

A.3.2
User agent role

This subclause contains the ICS proforma tables related to the user role. They need to be completed only for UA implementations.

Prerequisite: A.2/1 -- user agent role

A.3.2.1
Major capabilities

Table A.317: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	
	
	
	
	

	
	Extensions
	
	
	

	22
	Integration of resource management and SIP?
	[30]
	o
	m

	23
	Grouping of media lines
	[53]
	o
	c1

	24
	Mapping of Media Streams to Resource Reservation Flows
	[54]
	o
	c1

	25
	SDP Bandwidth Modifiers for RTCP Bandwidth
	[56]
	o
	o (NOTE 1)

	c1:
IF A.3/1 THEN m ELSE n/a - - UE role.

NOTE 1:
For "video" and "audio" media types that utilise RTP/RTCP, it shall be specified. For other media types, it may be specified.


A.3.2.2
SDP types

Table A.318: SDP types

	Item
	Type
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	Session level description

	1
	v= (protocol version)
	[39] 6
	m
	m
	[39] 6
	m
	m

	2
	o= (owner/creator and session identifier)
	[39] 6
	m
	m
	[39] 6
	m
	m

	3
	s= (session name)
	[39] 6
	m
	m
	[39] 6
	m
	m

	4
	i= (session information)
	[39] 6
	o
	
	[39] 6
	
	

	5
	u= (URI of description)
	[39] 6
	o
	n/a
	[39] 6
	
	n/a

	6
	e= (email address)
	[39] 6
	o
	n/a
	[39] 6
	
	n/a

	7
	p= (phone number)
	[39] 6
	o
	n/a
	[39] 6
	
	n/a

	8
	c= (connection information)
	[39] 6
	o
	
	[39] 6
	
	

	9
	b= (bandwidth information)
	[39] 6
	o
	o (NOTE 1)
	[39] 6
	
	

	
	Time description (one or more per description)

	10
	t= (time the session is active)
	[39] 6
	m
	m
	[39] 6
	m
	m

	11
	r= (zero or more repeat times)
	[39] 6
	o
	n/a
	[39] 6
	
	n/a

	
	Session level description (continued)

	12
	z= (time zone adjustments)
	[39] 6
	o
	n/a
	[39] 6
	
	n/a

	13
	k= (encryption key)
	[39] 6
	o
	
	[39] 6
	
	

	14
	a= (zero or more session attribute lines)
	[39] 6
	o
	
	[39] 6
	
	

	
	Media description (zero or more per description)

	15
	m= (media name and transport address)
	[39] 6
	o
	o
	[39] 6
	m
	m

	16
	i= (media title)
	[39] 6
	o
	
	[39] 6
	
	

	17
	c= (connection information)
	[39] 6
	c1
	c1
	[39] 6
	
	

	18
	b= (bandwidth information)
	[39] 6
	o
	o (NOTE 1)
	[39] 6
	
	

	19
	k= (encryption key)
	[39] 6
	o
	
	[39] 6
	
	

	20
	a= (zero or more media attribute lines)
	[39] 6
	o
	
	[39] 6
	
	

	c1:
IF A.318/15 THEN m ELSE n/a.

NOTE 1:
For "video" and "audio" media types that utilise RTP/RTCP, it shall be specified. For other media types, it may be specified.


Prerequisite A.318/14 OR A.318/20 - - a= (zero or more session/media attribute lines)

Table A.319: zero or more session / media attribute lines (a=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	category (a=cat)
	[39] 6
	
	
	[39] 6
	
	

	2
	keywords (a=keywds)
	[39] 6
	
	
	[39] 6
	
	

	3
	name and version of tool (a=tool)
	[39] 6
	
	
	[39] 6
	
	

	4
	packet time (a=ptime)
	[39] 6
	
	
	[39] 6
	
	

	5
	maximum packet time (a=maxptime)
	[39] 6
	
	
	[39] 6
	
	

	6
	receive-only mode (a=recvonly)
	[39] 6
	
	
	[39] 6
	
	

	7
	send and receive mode (a=sendrecv)
	[39] 6
	
	
	[39] 6
	
	

	8
	send-only mode (a=sendonly)
	[39] 6
	
	
	[39] 6
	
	

	9
	whiteboard orientation (a=orient)
	[39] 6
	
	
	[39] 6
	
	

	10
	conference type (a=type)
	[39] 6
	
	
	[39] 6
	
	

	11
	character set (a=charset)
	[39] 6
	
	
	[39] 6
	
	

	12
	language tag (a=sdplang)
	[39] 6
	
	
	[39] 6
	
	

	13
	language tag (a=lang)
	[39] 6
	
	
	[39] 6
	
	

	14
	frame rate (a=framerate)
	[39] 6
	
	
	[39] 6
	
	

	15
	quality (a=quality)
	[39] 6
	
	
	[39] 6
	
	

	16
	format specific parameters (a=fmtp)
	[39] 6
	
	
	[39] 6
	
	

	17
	rtpmap attribute (a=rtpmap)
	[39] 6
	
	
	[39] 6
	
	

	18
	current-status attribute (a=curr)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	19
	desired-status attribute (a=des)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	20
	confirm-status attribute (a=conf)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	21
	media stream identification attribute (a=mid)
	[53] 3
	c3
	c3
	[53] 3
	c4
	c4

	22
	group attribute (a=group)
	[53] 4
	c5
	c5
	[53] 3
	c6
	c6

	c1:
IF A.317/22 THEN o ELSE n/a.

c2:
IF A.317/22 THEN m ELSE n/a.

c3:
IF A.317/23 THEN o ELSE n/a.

c4:
IF A.317/23 THEN m ELSE n/a.

c5:
IF A.317/24 THEN o ELSE n/a.

c6:
IF A.317/24 THEN m ELSE n/a.


A.3.2.3
SDP types parameters

Prerequisite A.318/2 - - o= (owner/creator and session identifier)

Table A.320: owner/creator and session identifier type (o=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	username
	[39] 6
	m
	m
	[39] 6
	m
	n/a

	2
	session id
	[39] 6
	m
	m
	[39] 6
	m
	m

	3
	version
	[39] 6
	m
	m
	[39] 6
	m
	m

	4
	network type
	[39] 6
	m
	m
	[39] 6
	m
	n/a

	5
	address type
	[39] 6
	m
	m
	[39] 6
	m
	n/a

	6
	address
	[39] 6
	m
	m
	[39] 6
	m
	n/a


Prerequisite A.318/10 - - t= (time the session is active)

Table A.321: time the session is active type (t=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	start time
	[39] 6
	m
	m
	[39] 6
	m
	n/a

	2
	stop time
	[39] 6
	m
	m
	[39] 6
	m
	n/a


Prerequisite A.318/11 - - r= (zero or more repeat times)

Table A.322: zero or more repeat times (r=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	repeat interval
	[39] 6
	
	n/a
	[39] 6
	
	n/a

	2
	active duration
	[39] 6
	
	n/a
	[39] 6
	
	n/a

	3
	list of offsets from start-time
	[39] 6
	
	n/a
	[39] 6
	
	n/a


Prerquisite A.318/12 - - z= (time zone adjustments)

Table A.323: time zone adjustments type (z=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	adjustment time
	[39] 6
	
	n/a
	[39] 6
	
	n/a

	2
	offset
	[39] 6
	
	n/a
	[39] 6
	
	n/a

	3
	adjustment time
	[39] 6
	
	n/a
	[39] 6
	
	n/a

	4
	offset
	[39] 6
	
	n/a
	[39] 6
	
	n/a


Prerquisite A.318/13 - - k= (encryption key)

Table A.324: encryption key type (k=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	method
	[39] 6
	
	
	[39] 6
	
	

	2
	encryption key
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.318/15 - - m= (media name and transport address)

Table A.325: media name and transport address type (m=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	media

· ``audio''

· ``video'' 

· ``application''

· ``data'' 

· ``control''
	[39] 6
	
	
	[39] 6
	
	

	2
	port
	[39] 6
	
	
	[39] 6
	
	

	3
	transport
	[39] 6
	
	
	[39] 6
	
	

	4
	fmt list
	[39] 6
	
	
	[39] 6
	
	


Editor's note: It is expected that this table will be expanded, as this is the principle table that will distinguish operation of different entities within the IM CN subsystem.

Prerequisite A.318/17 - - c= (connection information)

Table A.326: connection type (c=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	network type
	[39] 6
	
	
	[39] 6
	
	

	2
	address type
	[39] 6
	
	
	[39] 6
	
	

	3
	connection address
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.318/18 - - b= (bandwidth information)

Table A.327: bandwidth information (b=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	modifier
	[39] 6, [56]
	
	o (NOTE 1)
	[39] 6, [56]
	
	

	2
	bandwidth-value
	[39] 6
	
	o (NOTE 2)
	[39] 6
	
	

	NOTE 1:
For "video" and "audio" media types that utilise RTP/RTCP, the value shall be AS, RR or RS.

NOTE 2:
For "video" and "audio" media types that utilise RTP/RTCP, it shall be specified. For other media types, it may be specified.


A.3.2.4
SDP types parameters within attribute lines

This subclause dos not intend to show an exhaustive list of all the possible attribute values

Prerequisite A.319/22 - - group attribute (a=group)

Table A.327A: group semantics (a=group)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Lip Synchronization (LS)
	[53] 4
	o
	o
	[53] 4
	m
	m

	2
	Flow Identification (FID)
	[53] 4
	o
	o
	[53] 4
	m
	m

	3
	Single Reservation Flow (SRF)
	[54] 2
	o
	m
	[54] 2
	m
	m


A.3.3
Proxy role

This subclause contains the ICS proforma tables related to the user role. They need to be completed only for proxy implementations.

Prerequisite: A.2/2 -- proxy role 

A.3.3.1
Major capabilities

Table A.328: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	
	
	
	
	

	
	Extensions
	
	
	

	1
	Integration of resource management and SIP?
	[30]
	o
	n/a

	2
	Grouping of media lines
	[53]
	o
	c1

	3
	Mapping of Media Streams to Resource Reservation Flows
	[54]
	o
	c1

	4
	SDP Bandwidth Modifiers for RTCP Bandwidth
	[56]
	o
	c1

	c1:
IF A.3/2 THEN m ELSE n/a - - P-CSCF role.


A.3.3.2
SDP types

Table A.329: SDP types

	Item
	Type
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	Session level description

	1
	v= (protocol version)
	[39] 6
	m
	m
	[39] 6
	m
	m

	2
	o= (owner/creator and session identifier).
	[39] 6
	m
	m
	[39] 6
	i
	i

	3
	s= (session name)
	[39] 6
	m
	m
	[39] 6
	i
	i

	4
	i= (session information)
	[39] 6
	m
	m
	[39] 6
	i
	i

	5
	u= (URI of description)
	[39] 6
	m
	m
	[39] 6
	i
	i

	6
	e= (email address)
	[39] 6
	m
	m
	[39] 6
	i
	i

	7
	p= (phone number)
	[39] 6
	m
	m
	[39] 6
	i
	i

	8
	c= (connection information)
	[39] 6
	m
	m
	[39] 6
	i
	i

	9
	b= (bandwidth information)
	[39] 6
	m
	m
	[39] 6
	i
	i

	
	Time description (one or more per description)

	10
	t= (time the session is active)
	[39] 6
	m
	m
	[39] 6
	i
	i

	11
	r= (zero or more repeat times)
	[39] 6
	m
	m
	[39] 6
	i
	i

	
	Session level description (continued)

	12
	z= (time zone adjustments)
	[39] 6
	m
	m
	[39] 6
	i
	i

	13
	k= (encryption key)
	[39] 6
	m
	m
	[39] 6
	i
	i

	14
	a= (zero or more session attribute lines)
	[39] 6
	m
	m
	[39] 6
	i
	i

	
	Media description (zero or more per description)

	15
	m= (media name and transport address)
	[39] 6
	m
	m
	[39] 6
	m
	m

	16
	i= (media title)
	[39] 6
	o
	
	[39] 6
	
	

	17
	c= (connection information)
	[39] 6
	o
	
	[39] 6
	
	

	18
	b= (bandwidth information)
	[39] 6
	o
	
	[39] 6
	
	

	19
	k= (encryption key)
	[39] 6
	o
	
	[39] 6
	
	

	20
	a= (zero or more media attribute lines)
	[39] 6
	o
	
	[39] 6
	
	


Prerequisite A.329/14 OR A.329/20 - - a= (zero or more session/media attribute lines)

Table A.330: zero or more session / media attribute lines (a=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	category (a=cat)
	[39] 6
	
	
	[39] 6
	
	

	2
	keywords (a=keywds)
	[39] 6
	
	
	[39] 6
	
	

	3
	name and version of tool (a=tool)
	[39] 6
	
	
	[39] 6
	
	

	4
	packet time (a=ptime)
	[39] 6
	
	
	[39] 6
	
	

	5
	maximum packet time (a=maxptime)
	[39] 6
	
	
	[39] 6
	
	

	6
	receive-only mode (a=recvonly)
	[39] 6
	
	
	[39] 6
	
	

	7
	send and receive mode (a=sendrecv)
	[39] 6
	
	
	[39] 6
	
	

	8
	send-only mode (a=sendonly)
	[39] 6
	
	
	[39] 6
	
	

	9
	whiteboard orientation (a=orient)
	[39] 6
	
	
	[39] 6
	
	

	10
	conference type (a=type)
	[39] 6
	
	
	[39] 6
	
	

	11
	character set (a=charset)
	[39] 6
	
	
	[39] 6
	
	

	12
	language tag (a=sdplang)
	[39] 6
	
	
	[39] 6
	
	

	13
	language tag (a=lang)
	[39] 6
	
	
	[39] 6
	
	

	14
	frame rate (a=framerate)
	[39] 6
	
	
	[39] 6
	
	

	15
	quality (a=quality)
	[39] 6
	
	
	[39] 6
	
	

	16
	format specific parameters (a=fmtp)
	[39] 6
	
	
	[39] 6
	
	

	17
	rtpmap attribute (a=rtpmap)
	[39] 6
	
	
	[39] 6
	
	

	18
	current-status attribute (a=curr)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	19
	desired-status attribute (a=des)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	20
	confirm-status attribute (a=conf)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	21
	media stream identification attribute (a=mid)
	[53] 3
	c3
	c3
	[53] 3
	c4
	c4

	22
	group attribute (a=group)
	[53] 4
	c5
	c6
	[53] 3
	c5
	c6

	c2:
IF A.328/1 THEN m ELSE i.

c3:
IF A.328/2 THEN o ELSE n/a.

c4:
IF A.328/2 THEN m ELSE n/a.

c5:
IF A.328/3 THEN o ELSE n/a.

c6:
IF A.328/3 THEN m ELSE n/a.


A.3.3.3
SDP types parameters

Prerequisite A.329/2 - - o= (owner/creator and session identifier)

Table A.331: owner/creator and session identifier type (o=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	username
	[39] 6
	m
	m
	[39] 6
	m
	m

	2
	session id
	[39] 6
	m
	m
	[39] 6
	m
	m

	3
	version
	[39] 6
	m
	m
	[39] 6
	m
	m

	4
	network type
	[39] 6
	m
	m
	[39] 6
	m
	m

	5
	address type
	[39] 6
	m
	m
	[39] 6
	m
	m

	6
	address
	[39] 6
	m
	m
	[39] 6
	m
	m


Prerequisite A.329/10 - - t= (time the session is active)

Table A.332: time the session is active type (b=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	start time
	[39] 6
	
	
	[39] 6
	
	

	2
	stop time
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.329/11 - - r= (zero or more repeat times)

Table A.333: zero or more repeat times (r=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	repeat interval
	[39] 6
	
	
	[39] 6
	
	

	2
	active duration
	[39] 6
	
	
	[39] 6
	
	

	3
	list of offsets from start-time
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.329/12 - - z= (time zone adjustments)

Table A.334: time zone adjustments type (z=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	adjustment time
	[39] 6
	
	
	[39] 6
	
	

	2
	offset
	[39] 6
	
	
	[39] 6
	
	

	3
	adjustment time
	[39] 6
	
	
	[39] 6
	
	

	4
	offset
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.329/13 - - k= (encryption key)

Table A.335: encryption key type (k=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	method
	[39] 6
	
	
	[39] 6
	
	

	2
	encryption key
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.329/15 - - m= (media name and transport address)

Table A.336: media name and transport address type (m=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	media

· ``audio''

· ``video'' 

· ``application''

· ``data'' 

· ``control''
	[39] 6
	
	
	[39] 6
	
	

	2
	port
	[39] 6
	
	
	[39] 6
	
	

	3
	transport
	[39] 6
	
	
	[39] 6
	
	

	4
	fmt list
	[39] 6
	
	
	[39] 6
	
	


Editor's note: It is expected that this table will be expanded, as this is the principle table that will distinguish operation of different entities within the IM CN subsystem.

Prerequisite A.329/17 - - c= (connection information)

Table A.337: connection type (c=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	network type
	[39] 6
	
	
	[39] 6
	
	

	2
	address type
	[39] 6
	
	
	[39] 6
	
	

	3
	connection address
	[39] 6
	
	
	[39] 6
	
	


Prerequisite A.329/18 - - b= (bandwidth information)

Table A.338: bandwidth information (b=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	modifier
	[39] 6, [56]
	
	
	[39] 6, [56]
	
	

	2
	bandwidth-value
	[39] 6
	
	
	[39] 6
	
	


A.3.3.4
SDP types parameters within attribute lines

The subclause does not intend to show an exhaustive list of all the possible attribute values.

Prerequisite A.330/22 -- group attribute (a=group)

Table A.339: group semantics (a=group)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Lip Synchronization (LS)
	[53] 4
	m
	m
	[53] 4
	i
	i

	2
	Flow Identification (FID)
	[53] 4
	m
	m
	[53] 4
	i
	i

	3
	Single Reservation Flow (SRF)
	[54] 2
	o
	m
	[54] 2
	m
	m


A.4
Profile definition for other message bodies as used in the present document

Void.
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	NP-17
	NP-020375
	142
	
	Public user identity to use for third party register
	5.1.0
	5.2.0
	N1-021563

	2002-09
	NP-17
	NP-020375
	143
	1
	Replace P-Original-Dialog-ID header with unique data in Route header
	5.1.0
	5.2.0
	N1-021797

	2002-09
	NP-17
	NP-020375
	145
	
	Synchronize text with latest I-D for P-headers for charging
	5.1.0
	5.2.0
	N1-021569

	2002-09
	NP-17
	NP-020488
	146
	2
	Service profiles and implicitly registered public user identities
	5.1.0
	5.2.0
	

	2002-09
	NP-17
	NP-020376
	147
	
	S-CSCF decides when to include IOI
	5.1.0
	5.2.0
	N1-021571

	2002-09
	NP-17
	NP-020376
	148
	
	Clean up XML in clause 7.6
	5.1.0
	5.2.0
	N1-021572

	2002-09
	NP-17
	NP-020376
	149
	
	Fix clause 5.2.7.4 header
	5.1.0
	5.2.0
	N1-021573

	2002-09
	NP-17
	NP-020376
	150
	
	Removal of forward reference to non P-CSCF procedures
	5.1.0
	5.2.0
	N1-021589

	2002-09
	NP-17
	NP-020376
	151
	
	Deregistration of public user identities
	5.1.0
	5.2.0
	N1-021590

	2002-09
	NP-17
	NP-020376
	152
	
	Reauthentication trigger via other means
	5.1.0
	5.2.0
	N1-021591

	2002-09
	NP-17
	NP-020487
	153
	3
	Registration with integrity protection
	5.1.0
	5.2.0
	

	2002-09
	NP-17
	NP-020485
	154
	2
	Explicit listing of need to route response messages
	5.1.0
	5.2.0
	

	2002-09
	NP-17
	NP-020377
	157
	1
	Include IP address in ICID
	5.1.0
	5.2.0
	N1-021816

	2002-09
	NP-17
	NP-020377
	158
	
	Reference updates
	5.1.0
	5.2.0
	N1-021604

	2002-09
	NP-17
	NP-020377
	159
	
	Abbreviation updates
	5.1.0
	5.2.0
	N1-021605

	2002-09
	NP-17
	NP-020377
	163
	1
	Clarifications of allocation of IP address
	5.1.0
	5.2.0
	N1-021817

	2002-09
	NP-17
	NP-020377
	171
	1
	Verifications at the P-CSCF for subsequent request
	5.1.0
	5.2.0
	N1-021802

	2002-09
	NP-17
	NP-020377
	174
	1
	Clarification of IMS signalling flag
	5.1.0
	5.2.0
	N1-021781

	2002-09
	NP-17
	NP-020377
	176
	1
	Definition of a general-purpose PDP context for IMS
	5.1.0
	5.2.0
	N1-021783

	2002-09
	NP-17
	NP-020372
	177
	2
	Request for DNS IPv6 server address
	5.1.0
	5.2.0
	N1-021833

	2002-09
	NP-17
	NP-020378
	178
	
	Error cases for PDP context modification
	5.1.0
	5.2.0
	N1-021679

	2002-09
	NP-17
	NP-020378
	183
	1
	Incorporation of draft-ietf-sip-sec-agree-04.txt
	5.1.0
	5.2.0
	N1-021791

	2002-09
	NP-17
	NP-020378
	185
	1
	User Initiated De-registration
	5.1.0
	5.2.0
	N1-021787

	2002-09
	NP-17
	NP-020378
	186
	1
	Mobile initiated de-registration
	5.1.0
	5.2.0
	N1-021788

	2002-09
	NP-17
	NP-020378
	187
	1
	CallID of REGISTER requests
	5.1.0
	5.2.0
	N1-021786

	2002-09
	NP-17
	NP-020378
	188
	1
	Correction to the I-CSCF routing procedures
	5.1.0
	5.2.0
	N1-021803

	2002-09
	NP-17
	NP-020378
	189
	1
	Registration procedures at P-CSCF
	5.1.0
	5.2.0
	N1-021793

	2002-09
	NP-17
	NP-020378
	192
	1
	Corrections related to the P-Access-Network-Info header
	5.1.0
	5.2.0
	N1-021827

	2002-09
	NP-17
	NP-020378
	194
	1
	Chapter to decribe the registration event
	5.1.0
	5.2.0
	N1-021794

	2002-09
	NP-17
	NP-020484
	196
	
	Definition of abbreviation IMS
	5.1.0
	5.2.0
	

	2002-12
	NP-18
	NP-020558
	140
	4
	Support of non-IMS forking
	5.2.0
	5.3.0
	N1-022446

	2002-12
	NP-18
	NP-020565
	144
	2
	Identification of supported IETF drafts within this release
	5.2.0
	5.3.0
	N1-022114

	2002-12
	NP-18
	NP-020558
	161
	3
	Clarifications and editorials to SIP profile
	5.2.0
	5.3.0
	N1-022412

	2002-12
	NP-18
	NP-020558
	175
	5
	Clarifications of the binding and media grouping
	5.2.0
	5.3.0
	N1-022494

	2002-12
	NP-18
	NP-020558
	179
	2
	Support of originating requests from Application Servers
	5.2.0
	5.3.0
	N1-022106

	2002-12
	NP-18
	NP-020558
	197
	
	Wrong references in 4.1
	5.2.0
	5.3.0
	N1-021902

	2002-12
	NP-18
	NP-020558
	198
	
	Alignment of the MGCF procedures to RFC 3312
	5.2.0
	5.3.0
	N1-021903

	2002-12
	NP-18
	NP-020558
	199
	1
	Service Route Header and Path Header interactions
	5.2.0
	5.3.0
	N1-022080

	2002-12
	NP-18
	NP-020558
	202
	
	Addition of clause 6 though clause 9 references to conformance clause
	5.2.0
	5.3.0
	N1-021919

	2002-12
	NP-18
	NP-020558
	203
	1
	URL and address assignments
	5.2.0
	5.3.0
	N1-022115

	2002-12
	NP-18
	NP-020559
	204
	3
	Fix gprs-charging-info definition and descriptions
	5.2.0
	5.3.0
	N1-022426

	2002-12
	NP-18
	NP-020559
	206
	
	Alignment of the SDP attributes related to QoS integration with IETF
	5.2.0
	5.3.0
	N1-021930

	2002-12
	NP-18
	NP-020559
	207
	1
	Update of the 3GPP-generated SIP P- headers document references
	5.2.0
	5.3.0
	N1-022116

	2002-12
	NP-18
	NP-020559
	208
	1
	Handling of INVITE requests that do not contain SDP
	5.2.0
	5.3.0
	N1-022098

	2002-12
	NP-18
	NP-020559
	209
	2
	UE Registration
	5.2.0
	5.3.0
	N1-022471

	2002-12
	NP-18
	NP-020559
	211
	1
	Usage of private user identity during registration
	5.2.0
	5.3.0
	N1-022083

	2002-12
	NP-18
	NP-020559
	212
	1
	P-CSCF subscription to the users registration-state event
	5.2.0
	5.3.0
	N1-022084

	2002-12
	NP-18
	NP-020559
	213
	2
	Handling of MT call by the P-CSCF
	5.2.0
	5.3.0
	N1-022154

	2002-12
	NP-18
	NP-020559
	215
	
	P-CSCF acting as a UA
	5.2.0
	5.3.0
	N1-021939

	2002-12
	NP-18
	NP-020559
	216
	1
	S-CSCF handling of protected registrations
	5.2.0
	5.3.0
	N1-022085

	2002-12
	NP-18
	NP-020560
	217
	1
	S-CSCF handling of subscription to the users registration-state event
	5.2.0
	5.3.0
	N1-022086

	2002-12
	NP-18
	NP-020560
	218
	1
	Determination of MO or MT in I-CSCF
	5.2.0
	5.3.0
	N1-022102

	2002-12
	NP-18
	NP-020560
	220
	
	Definition of the NAI and RTCP abbreviations
	5.2.0
	5.3.0
	N1-021944

	2002-12
	NP-18
	NP-020560
	222
	4
	Go related error codes in the UE
	5.2.0
	5.3.0
	N1-022495

	2002-12
	NP-18
	NP-020560
	223
	1
	Clarifications on CCF/ECF addresses
	5.2.0
	5.3.0
	N1-022120

	2002-12
	NP-18
	NP-020560
	225
	2
	Clarifications on dedicated PDP Context for IMS signaling 
	5.2.0
	5.3.0
	N1-022156

	2002-12
	NP-18
	NP-020560
	228
	3
	Clarifications on the use of charging correlation information
	5.2.0
	5.3.0
	N1-022425

	2002-12
	NP-18
	NP-020560
	232
	1
	Expires information in REGISTER response
	5.2.0
	5.3.0
	N1-022095

	2002-12
	NP-18
	NP-020560
	235
	2
	Indication of successful establishment of Dedicated Signalling PDP context to the UE
	5.2.0
	5.3.0
	N1-022129

	2002-12
	NP-18
	NP-020560
	237
	
	P-CSCF sending 100 (Trying) Response for reINVITE
	5.2.0
	5.3.0
	N1-021998

	2002-12
	NP-18
	NP-020561
	239
	1
	Correction on P-Asserted-Id, P-Preferred-Id, Remote-Party-ID
	5.2.0
	5.3.0
	N1-022100

	2002-12
	NP-18
	NP-020561
	240
	1
	Clarifications to subclause 9.2.5
	5.2.0
	5.3.0
	N1-022137

	2002-12
	NP-18
	NP-020561
	242
	
	ENUM translation
	5.2.0
	5.3.0
	N1-022020

	2002-12
	NP-18
	NP-020561
	243
	1
	AS routing
	5.2.0
	5.3.0
	N1-022107

	2002-12
	NP-18
	NP-020561
	245
	1
	Warning header
	5.2.0
	5.3.0
	N1-022108

	2002-12
	NP-18
	NP-020561
	246
	3
	S-CSCF procedure tidyup
	5.2.0
	5.3.0
	N1-022497

	2002-12
	NP-18
	NP-020561
	247
	1
	P-CSCF procedure tidyup
	5.2.0
	5.3.0
	N1-022125

	2002-12
	NP-18
	NP-020561
	248
	2
	UE procedure tidyup
	5.2.0
	5.3.0
	N1-022472

	2002-12
	NP-18
	NP-020561
	249
	3
	MESSAGE corrections part 1
	5.2.0
	5.3.0
	N1-022455

	2002-12
	NP-18
	NP-020561
	250
	2
	MESSAGE corrections part 2
	5.2.0
	5.3.0
	N1-022456

	2002-12
	NP-18
	NP-020562
	251
	2
	Security association clarifications
	5.2.0
	5.3.0
	N1-022440

	2002-12
	NP-18
	NP-020562
	252
	1
	The use of security association by the UE
	5.2.0
	5.3.0
	N1-022433

	2002-12
	NP-18
	NP-020562
	253
	1
	UE integrity protected re-registration
	5.2.0
	5.3.0
	N1-022434

	2002-12
	NP-18
	NP-020562
	255
	3
	Handling of default public user identities by the P-CSCF
	5.2.0
	5.3.0
	N1-022496

	2002-12
	NP-18
	NP-020562
	263
	
	Fixing ioi descriptions
	5.2.0
	5.3.0
	N1-022266

	2002-12
	NP-18
	NP-020562
	264
	1
	Fix descriptions for ECF/CCF addresses
	5.2.0
	5.3.0
	N1-022447

	2002-12
	NP-18
	NP-020562
	266
	2
	Alignment with draft-ietf-sipping-reg-event-00 and clarification on network initiated deregistration
	5.2.0
	5.3.0
	N1-022493

	2002-12
	NP-18
	NP-020563
	267
	1
	Correction to network initiated re-authentication procedure
	5.2.0
	5.3.0
	N1-022449

	2002-12
	NP-18
	NP-020563
	268
	1
	Registration Expires Timer Default Setting
	5.2.0
	5.3.0
	N1-022439

	2002-12
	NP-18
	NP-020563
	269
	1
	Clarification on Sh interface for charging purposes
	5.2.0
	5.3.0
	N1-022465

	2002-12
	NP-18
	NP-020563
	270
	2
	Clarifications on the scope
	5.2.0
	5.3.0
	N1-022500

	2002-12
	NP-18
	NP-020563
	273
	1
	Add charging info for SUBSCRIBE
	5.2.0
	5.3.0
	N1-022467

	2002-12
	NP-18
	NP-020563
	274
	1
	Profile revisions for RFC 3261 headers
	5.2.0
	5.3.0
	N1-022413

	2002-12
	NP-18
	NP-020563
	275
	
	Consistency changes for SDP procedures at MGCF
	5.2.0
	5.3.0
	N1-022345

	2002-12
	NP-18
	NP-020563
	276
	
	Proxy support of PRACK
	5.2.0
	5.3.0
	N1-022350

	2002-12
	NP-18
	NP-020563
	277
	
	Clarification of transparent handling of parameters in profile
	5.2.0
	5.3.0
	N1-022351

	2002-12
	NP-18
	NP-020564
	279
	1
	Meaning of refresh request
	5.2.0
	5.3.0
	N1-022444

	2002-12
	NP-18
	NP-020564
	280
	
	Removal of Caller Preferences dependency
	5.2.0
	5.3.0
	N1-022362

	2002-12
	NP-18
	NP-020564
	281
	1
	P-Access-Network-Info clarifications
	5.2.0
	5.3.0
	N1-022445

	2002-12
	NP-18
	NP-020564
	282
	
	Clarification on use of the From header by the UE
	5.2.0
	5.3.0
	N1-022370

	2002-12
	NP-18
	NP-020634
	283
	2
	Support of comp=sigcomp parameter
	5.2.0
	5.3.0
	

	2002-12
	NP-18
	NP-020668
	284
	4
	SDP media policy rejection
	5.2.0
	5.3.0
	

	2002-12
	NP-18
	NP-020567
	285
	1
	Fallback for compression failure
	5.2.0
	5.3.0
	N1-022481

	2002-12
	NP-18
	NP-020564
	287
	1
	SA related procedures
	5.2.0
	5.3.0
	N1-022459

	2002-12
	NP-18
	NP-020568
	290
	1
	Emergency Service correction
	5.2.0
	5.3.0
	N1-022461

	2002-12
	NP-18
	NP-020663
	278
	4
	P-CSCF does not strip away headers
	5.2.0
	5.3.0
	N1-022499

	2002-12
	NP-18
	NP-020557
	289
	
	PCF to PDF
	5.2.0
	5.3.0
	N1-022387

	2003-03
	NP-19
	NP-030049
	291
	
	Minor correction and consistency changes to general part of profile
	5.3.0
	5.4.0
	N1-030012

	2003-03
	NP-19
	NP-030049
	292
	
	SIP profile minor correction and consistency changes
	5.3.0
	5.4.0
	N1-030013

	2003-03
	NP-19
	NP-030049
	293
	1
	Network asserted identity procedure corrections for the UE
	5.3.0
	5.4.0
	N1-030261

	2003-03
	NP-19
	NP-030049
	294
	1
	Asserted identity inclusion in SIP profile
	5.3.0
	5.4.0
	N1-030300

	2003-03
	NP-19
	NP-030049
	296
	
	Profile references relating to registration
	5.3.0
	5.4.0
	N1-030023

	2003-03
	NP-19
	NP-030049
	297
	2
	Reference corrections
	5.3.0
	5.4.0
	N1-030301

	2003-03
	NP-19
	NP-030050
	300
	1
	488 message with a subset of allowed media parameters
	5.3.0
	5.4.0
	N1-030245

	2003-03
	NP-19
	NP-030050
	301
	1
	Handling of Emergency Numbers in P-CSCF
	5.3.0
	5.4.0
	N1-030239

	2003-03
	NP-19
	NP-030050
	302
	2
	Correction of the registration state event package
	5.3.0
	5.4.0
	N1-030268

	2003-03
	NP-19
	NP-030050
	305
	2
	User initiated de-registration at P-CSCF
	5.3.0
	5.4.0
	N1-030295

	2003-03
	NP-19
	NP-030050
	306
	2
	Network-initiated deregistration at UE, P-CSCF, and S-CSCF
	5.3.0
	5.4.0
	N1-030296

	2003-03
	NP-19
	NP-030050
	307
	2
	UE deregistration during established dialogs
	5.3.0
	5.4.0
	N1-030297

	2003-03
	NP-19
	NP-030050
	308
	2
	S-CSCF handling of deregistration during established dialogs
	5.3.0
	5.4.0
	N1-030298

	2003-03
	NP-19
	NP-030050
	309
	1
	S-CSCF handling of established dialogs upon deregistration
	5.3.0
	5.4.0
	N1-030233

	2003-03
	NP-19
	NP-030050
	310
	2
	S-CSCF handling of established dialogs upon registration-lifetime expiration
	5.3.0
	5.4.0
	N1-030299

	2003-03
	NP-19
	NP-030051
	311
	1
	P-CSCF handling of established dialogs upon registration-lifetime expiration
	5.3.0
	5.4.0
	N1-030235

	2003-03
	NP-19
	NP-030051
	312
	1
	Correction of Authentication procedure
	5.3.0
	5.4.0
	N1-030240

	2003-03
	NP-19
	NP-030051
	313
	
	Mixed Path header and Service-Route operation
	5.3.0
	5.4.0
	N1-030127

	2003-03
	NP-19
	NP-030051
	315
	2
	Clarifications on updating the authorization token
	5.3.0
	5.4.0
	N1-030255

	2003-03
	NP-19
	NP-030051
	318
	2
	Consideration of P-CSCF/PDF 
	5.3.0
	5.4.0
	N1-030307

	2003-03
	NP-19
	NP-030051
	319
	2
	Clarification on GPRS charging information
	5.3.0
	5.4.0
	N1-030308

	2003-03
	NP-19
	NP-030051
	323
	1
	P-Access-Network-Info procedure corrections for the UE
	5.3.0
	5.4.0
	N1-030250

	2003-03
	NP-19
	NP-030051
	324
	1
	P-Access-Network-Info procedure corrections for the S-CSCF
	5.3.0
	5.4.0
	N1-030251

	2003-03
	NP-19
	NP-030051
	326
	1
	Updating user agent related profile tables
	5.3.0
	5.4.0
	N1-030260

	2003-03
	NP-19
	NP-030052
	327
	2
	Cleanup and clarification to the registration and authentication procedure
	5.3.0
	5.4.0
	N1-030282

	2003-03
	NP-19
	NP-030052
	328
	1
	Corrections to the reg event package
	5.3.0
	5.4.0
	N1-030230

	2003-03
	NP-19
	NP-030052
	330
	2
	Clarifications for setting up separate PDP contexts in case of SBLP
	5.3.0
	5.4.0
	N1-030288

	2003-03
	NP-19
	NP-030052
	331
	2
	Handling of the P-Media-Autohorization header
	5.3.0
	5.4.0
	N1-030289

	2003-03
	NP-19
	NP-030052
	333
	3
	Removal of P-Asserted-Identity from clause 7 of 24.229
	5.3.0
	5.4.0
	N1-030310

	2003-03
	NP-19
	NP-030052
	334
	
	P-CSCF general procedure corrections
	5.3.0
	5.4.0
	N1-030182

	2003-03
	NP-19
	NP-030052
	335
	2
	Usage of Contact in UE's registration procedure
	5.3.0
	5.4.0
	N1-030281

	2003-03
	NP-19
	NP-030052
	337
	
	Usage of P-Asserted-Identity for responses
	5.3.0
	5.4.0
	N1-030193

	2003-03
	NP-19
	NP-030052
	339
	2
	Authorization for registration event package
	5.3.0
	5.4.0
	N1-030285

	2003-03
	NP-19
	NP-030052
	341
	1
	P-CSCF subscription to reg event
	5.3.0
	5.4.0
	N1-030284

	2003-06
	NP-20
	NP-030275
	295
	4
	Security agreement inclusion in SIP profile
	5.4.0
	5.5.0
	N1-030939

	2003-06
	NP-20
	NP-030275
	322
	5
	3GPP P-header inclusion in SIP profile
	5.4.0
	5.5.0
	N1-030938

	2003-06
	NP-20
	NP-030275
	332
	5
	Change of IP address for the UE
	5.4.0
	5.5.0
	N1-030923

	2003-06
	NP-20
	NP-030275
	342
	
	Removal of the requirement for UE re-authentication initiated by HSS
	5.4.0
	5.5.0
	N1-030349

	2003-06
	NP-20
	NP-030275
	343
	2
	UE behaviour on reception of 420 (Bad Extension) message
	5.4.0
	5.5.0
	N1-030552

	2003-06
	NP-20
	NP-030275
	347
	2
	Handling of DTMF
	5.4.0
	5.5.0
	N1-030551

	2003-06
	NP-20
	NP-030276
	348
	1
	Format of Tel URL in P-Asserted-Id
	5.4.0
	5.5.0
	N1-030510

	2003-06
	NP-20
	NP-030276
	349
	
	Delete Note on header stripping/SDP manipulation
	5.4.0
	5.5.0
	N1-030387

	2003-06
	NP-20
	NP-030276
	354
	1
	Clarifications on using DNS procedures
	5.4.0
	5.5.0
	N1-030520

	2003-06
	NP-20
	NP-030276
	356
	4
	Addition of procedures at the AS for SDP
	5.4.0
	5.5.0
	N1-030942

	2003-06
	NP-20
	NP-030276
	357
	1
	Usage of P-Associated-URI
	5.4.0
	5.5.0
	N1-030499

	2003-06
	NP-20
	NP-030276
	359
	1
	Network-initiated deregistration at UE and P-CSCF
	5.4.0
	5.5.0
	N1-030501

	2003-06
	NP-20
	NP-030276
	360
	2
	Barred identities
	5.4.0
	5.5.0
	N1-030550

	2003-06
	NP-20
	NP-030276
	365
	1
	PDP contex subject to SBLP cannot be reused by other IMS sessions
	5.4.0
	5.5.0
	N1-030513

	2003-06
	NP-20
	NP-030276
	368
	1
	User authentication failure cleanups
	5.4.0
	5.5.0
	N1-030506

	2003-06
	NP-20
	NP-030277
	369
	3
	S-CSCF behavior correction to enable call forwarding
	5.4.0
	5.5.0
	N1-030931
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