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	Agenda item
	Agenda item title
	Tdoc
	Title
	Source
	Spec.
	Result

	1 
	Opening

Tuesday 

30 Mar 2004
	
	Opening & welcome 
	
	
	

	
	
	
	
	
	
	3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of.

	
	
	
	
	
	
	

	2


	Agenda & Reports

Tuesday 

30 Mar 2004
	11
	
	
	
	

	
	2
	N1-040503
	SophiaAntipolis0403
	Chairman
	
	

	
	2
	N1-040504
	DRAFT MEETING REPORT, 3GPP TSG-CN#23
	MCC
	
	

	
	2
	N1-040505
	Draft Report for TSG SA meeting #23
	MCC
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	3


	Input Liaison statements

Tuesday 

30 Mar 2004
	
	
	
	
	

	1
	3
	N1-040366
	LS on Video call bearer capabilities
	T3
	
	CN1 action is needed. Is it OK to treat in CN1 #33bis or do we need to forward this to CN1 #34?

Forwarded to CN1 #33bis

T3 has been requested to take action to allow setting up of H.324 CS video call using SIM toolkit. They would like to hear CN1 comment on the setting up of video call as defined in attached document SCP-030096.

	2
	3
	N1-040459
	LS on multiple IMS sessions using the same PDP Context
	SA2
	
	CN1 action is needed.

Forwarded to CN1 #33bis.

In Rel-6 SA2 have decided to remove the requirement to keep the media streams of different sessions in separate PDP contexts.

Is there any CR to this meeting?

	3
	3
	N1-040514
	LS on MGCF requesting sequential forking
	CN3
	
	Noted.

CC to CN1.

Proposal that MGCF could request the SIP proxies to use sequential forking for PSTN originated calls to make the handling of early media easier.

	4
	3
	N1-040515
	LS reply to RTP / RTCP split
	CN3
	
	Noted.

CC to CN1.

CN3 answer the questions in SA2 LS S2-040442 based on the existing CN3 specifications and see no reason to make changes in CN3 due to RTP / RTCP split.

	5
	3
	N1-040516
	LS on early media and IMS/CS interworking
	CN3
	
	CN1 reply is needed.

CN3 would like to know if there is a use case for early media in IMS – CS interworking. They see the CS originated case as particularly problematic as early media (if applicable) can be received from multiple branches of a forked session establishment.

	6
	3
	N1-040517
	Reply LS on call hold requirement for CS multimedia
	CN4
	
	Noted.

CC to CN1.

CN4 sees that call hold for CS multimedia call is not trivial and rather than approving the SA1 CR proposed in N4-040044 / S1-040240 they recommend starting a new work item to specify the necessary changes in all working groups.

	7
	3
	N1-040518
	Reply LS to S3-040187(N4-040240) on use of authentication re-attempt IE
	CN4
	
	Noted.

CC to CN1.

CN4 does not see 24.008 as the right place to define the handling of ‘Re-attempt’ parameter handling in Authentication Failure Report Service. They suggest that SA3 should update 33.102.

	8
	3
	N1-040519
	Use of signaling compression in PoC
	OMA
	
	CN1 reply is needed.

3GPP is using IETF specified mechanisms for SigComp but RFC 3321 “Signaling Compression (SigComp) – Extended Operations” is excluded. 

OMA PoC group would like to know why we are not using the dynamic compression defined in RFC 3321 and if it would cause any problems if the support of RFC 3321 is recommended for PoC?

	9
	3
	N1-040520
	LS on Transcoding in PoC
	OMA
	
	CN1 reply is needed.

· Will there be fully standardized SIP mechanisms for the Mr reference point in 3GPP IMS release 6 to support Transcoding?

· Will there be fully standardized SIP mechanisms for an Application Server (such as a PoC Server) to interact with an MRFC/MRFP to insert a transcoder in the media stream, be supported in 3GPP IMS release 6?

· Will there be fully standardized SIP mechanisms for an Application Server (such as a PoC Server) to interact with an MRFC/MRFP to insert a media duplicator in the media stream, be supported in 3GPP IMS release 6?

· Can CN1 and TSG X provide OMA PoC with guidance on such mechanisms for an Application Server inserting a transcoder in the media stream so that OMA PoC WG can assess whether use of an MRFC/MRFP for transcoding is an appropriate solution for the PoC service?
Which WI?

What would CN1 need to? 

	10
	3
	N1-040521
	LS to 3GPP 3gppnetwork.org domain management
	GSMA IREG
	
	Someone should reply to this, but do we leave it for TSGN?

GSMA accepts the responsibility of domain 3gppnetwork.org management and proposes that whenever 3GPP needs new subdomains, then we should liaise to GSMA. This way GSMA can review changes and align their consistency.

	11
	3
	N1-040522
	LS to 3GPP on 2G/3G subscriber distinction and roaming restriction
	GSMA IREG
	
	Noted.

CC to CN1.

GSMA IREG comments on administrative restriction of roaming to 2G or 3G part of the network.

Is there any impact on the radio interface (G)MM reject cause values?

	12
	3
	N1-040523
	Liaison statement on CN Domain Specific Access Control
	RAN2
	
	Noted.

CC to CN1.

RAN2 asks SA2 guidance on new access control mechanism.

	13
	3
	N1-040524
	Response to LS on I-WLAN Selection
	SA2
	
	Noted.

SA2 answers to our questions in N1-040203. At least some of the answers were already covered in the previous CN1 meeting. 

Are any more CRs still needed to cover all points that SA2 are making?

	14
	3
	N1-040525
	Response to RAN3 on Handling of RRC connected PMM Idle users
	SA2
	
	Noted.

CC to CN1.

SA2 intends to update 23.246 according to RAN3 proposals that 

· the UE in PMM-IDLE mode while in RRC-connected state provides over the Uu interface a flag indicating that the user has joined at least one MBMS service and the NRI,
· the RNC can then invoke a connectionless query via Iu towards the SGSN to obtain the MBMS service list that the user has joined but only for those UEs that have set the flag without the need to bring the UE into PMM-Connected.

	15
	3
	N1-040526
	Response to RAN3 on “RNC-based filtering and RA-based filtering options for MBMS”
	SA2
	
	Noted.

CC to CN1.

SA2 acknowledge the MBMS optimisations proposed by RAN2 and RAN3 and suggests how this could be implemented at the Iu interface.

	16
	3
	N1-040527
	LS on the nature of LCS
	SA2
	
	CN1 reply is needed.

Discussion on whether LCS is a network service or supplementary service or something else. Different definitions already exist in the specs. In 24.008 CM SERVICE REQUEST can be sent to request CS service, SS, SMS or location services. New code point has been defined in CM service type for LCS.

Otherwise naming is not so critical, but these principles must be respected:

· Both 24.007 and 24.008 identify LCS as a protocol entity, not a sublayer or SS or some other protocol

· 24.007 subclause 11.2.3.2 specifies that LCS, unlike SS, keeps the old single bit send sequence numbering.

· 24.007 subclause 11.2.3.1.1 defines a protocol discriminator for location services

· 24.008 defines a CM service type for location services to be used in CM SERVICE REQUEST

	17
	3
	N1-040528
	LS on Resource reservation for session based messaging
	SA2
	
	CN1 action is needed.

SA2 is still discussing the resource reservations for session based messaging. In most cases the UE should be able to use already existing IP-CAN bearer for session based messaging and therefore it shall not require the use of preconditions in this case.

They intend to document this in their future meetings, and ask us to concentrate meanwhile on stage 3 of messaging scenarios that do not involve SBLP.

	18
	3
	N1-040529
	Response to CN1 questions on MBMS UE Bearer capabilities
	SA2
	
	CN1 action may be needed.

· The MBMS UE bearer capabilities allow the Core Network to reject a UE MBMS Activation Request if the MBMS bearer capabilities of the UE cannot allow the UE to support the service.

· SA2 are in favour of providing the UE capabilities to network in MBMS service activation even though PS attach has been discussed as an alternative option.

· It was the intention of SA2 that the UE MBMS bearer capabilities are static and based on the physical capabilities.

Is there any CR to this meeting?

	19
	3
	N1-040530
	Response to LSs S2-040511 (N1-040161), S2-040518 (R2-040329) and S2-040534 (S1-040182) on Paging Co-ordination for MBMS and Other Services
	SA2
	
	Noted.

No CN1 action.

SA2 reply to N1-040161. SA2 have decided that the UTRAN performs paging notification to indicate incoming CS service during an ongoing MBMS session, additional MBMS session during an ongoing MBMS session or Mobile Terminating PS data during an ongoing MBMS session.
The RNC should notify of MBMS session during an ongoing CS or PS domain “connection” based on the list of MBMS bearer services it receives from SGSN.

	20
	3
	N1-040531
	LS reply “LS on CS and PS CN Domains separation and Access Control in UTRAN”
	SA2
	
	Noted.

CC to CN1.

SA2 have discussed domain specific access control (DSAC), overload functions and access control. A new WID has been started to study access class barring and overload protection.

No impact on standalone GMM operations is foreseen, but combined procedures may be affected due to CS services.

	21
	3
	N1-040532
	Reply 
LS on the SIP NOTIFY message carrying the reason for deregistration
	SA2
	
	CN1 action is needed.

CN1 is requested to CN1 to map reason codes received over the Cx interface into registration event elements in SIP NOTIFY to indicate the reason for de-registration.

Is there any CR to this meeting?

	22
	3
	N1-040533
	Reply LS on Reply LS on Optimisation of Voice over IMS
	SA2
	
	Noted.

CC to CN1.

SA2 reply to RAN2 and answer some of the questions in VoIP area, but still leave many open items for RAN4 to answer.

The related SA4 LS is in N1-040538

	23
	3
	N1-040534
	Response to LS on “IMS messaging, Group management and Presence work overlap between 3GPP and OMA”
	SA2
	
	Noted.

CC to CN1.

SA2 agrees with the other groups that the currently ongoing Rel-6 work should remain in 3GPP and they also see that the IMS architecture documents 23.228 and 23.141 will remain in SA2. The overlap of SA2 and OMA is seen small.

	24
	3
	N1-040535
	LS Reply to OMA LS to 3GPP on principles for overlapping issues with OMA regarding PoC
	SA2
	
	Noted.

CC to CN1.

SA2 answers (on 3 pages!) to questions on Rel-6 schedule, reliable responses, preconditions, long lived sessions and subscriptions, optionality of SBLP, pre-established media for the bearer, the use of RTP / RTCP for floor control and no IMS support for registration to a particular service, such as PoC.

	25
	3
	N1-040536
	LS on IMS local services
	SA2
	
	CN1 action is needed.

SA2 have updated the IMS architecture in 23.228 to support PSIs. Determining a local service request at the UE is seen as one key issue. CN1 and CN4 are requested to co-operate to specify the IMS local services.

Are there any contributions to this meeting?

	26
	3
	N1-040537
	Reply LS on “LS on HTTP based services and order of procedures”
	SA4
	
	Noted.

CC to CN1.

SA4 reply to SA3 that they are not yet able to answer the SA3 questions on using HTTP authentication for MBMS.

	27
	3
	N1-040538
	Reply LS on Reply LS on Optimisation of Voice over IMS
	SA4
	
	Noted.

CC to CN1.

SA4 answer the questions that SA2 leave open in LS N1-040533.

	28
	3
	N1-040562
	LS Reply to Request for close cooperation on future NGN Standardisation
	SA
	
	Noted.

SA reply to ETSI TISPAN LS on NGN. It is proposed that 3GPP member companies should contribute on the NGN requirements to 3GPP via our normal WI process. TSG CN would like to remain the single contact point towards IETF. SA2 is tasked to set up a joint workshop meeting between ETSI TISPAN and 3GPP for presentation of NGN architecture, requirements and schedule.

	29
	3
	N1-040577
	LS on PLMN selection and background scan
	CN
	
	CN1 action is needed but we should forward this to CN1 #34.

CN replies to our LS on background scan and they confirm the working assumption that RAT is used in the background scan. CN1 is requested to draft the necessary CRs based on this for TSGN #24 in June, which is prepared to vote on alternative solutions, if no agreement can be reached before that.

	30
	3
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	4


	CN1 work plan

Friday 

2 Apr 2004
	
	
	
	
	

	
	
	
	TSGN plenary and WG meeting dates for 2004:

	
	
	
	Date
	Meeting
	Venue
	Host

	
	
	
	26 – 29 January 2004

CN1 Rel-6 meeting

· CRs under WG control in Rel-6 area

· IMS phase 2

· Presence

· WLAN

· MBMS

· Network sharing

· Subscriber certificates

· IMS Emergency call

· LSs in Rel-6 area
	CN1 #32bis
	Sophia Antipolis, France
	ETSI

	
	
	
	16 – 20 Feb. 2004
	CN WGs 1, 2, 3 & 4
	TBD
	NA Friends of 3GPP

	
	
	
	10 - 12 Mar 2004   
	CN plenary #23
	Phoenix, USA
	NA Friends of 3GPP

	
	
	
	30 Mar – 02 Apr 2004

· CRs under WG control in Rel-6 area

· LSs in Rel-6 area

· CRs in TSGN control will be postponed to CN1 #34
	CN1 #33bis
	Sophia Antipolis
	ETSI

	
	
	
	10-14 May 2004
	CN WGs 1, 2, 3 & 4
	Croatia
	European Friends of 3GPP

	
	
	
	 2 - 4 Jun 2004   
	CN plenary #24
	Seoul, Korea
	TTA

	
	Is more meeting time needed during the summer?
	
	15 – 18 Jun 2004
	CN1 #34bis
	TBD
	TBD

	
	
	
	16 – 20 August
	CN WGs 1, 2, 3 & 4
	Sophia Antipolis, France
	ETSI

	
	
	
	8 - 10 Sep 2004   
	CN plenary #25
	Palm Springs, USA
	NA Friends of 3GPP

	
	
	
	11 – 15 Oct 2004


	CN WGs 1, 2, 3 & 4
	TBD, Asia
	Japanese Friends of 3GPP

	
	
	
	08 -10  Dec 2004   
	CN plenary #26
	Athens, Greece
	European Friends of 3GPP

	
	
	
	
	
	
	

	
	4
	N1-040506
	CN1 specification responsibility  list after plenary#23
	MCC
	
	

	
	4
	N1-040507
	Latest workplan for review
	MCC
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	5 
	Joint session CN1 – SA5 SWG B

Wednesday 

31 Mar 2004 

At 17:00 
	
	· P-Charging-Function-Addresses header handling in IMS
	
	
	

	
	
	
	
	
	
	

	6


	Void
	
	
	
	
	

	
	
	
	
	
	
	

	7
	Void


	
	
	
	
	

	
	
	
	
	
	
	

	8 
	Release 6 work items


	
	
	
	
	

	8.1
	Draft IMS specifications  and other documents for information

Tuesday 

30 Mar 2004
	
	
	
	
	Intended for refrence versions of draft TRs and TSs which are still under CN1 control

	
	8.1
	N1-040511
	Abbreviations
	Lucent Technologies / Milo Orsic
	24.229
	Is this the right agenda item for this CR?

CR

	
	8.1
	N1-040591
	Common protocol for Authentication and Authorization
	Nortel
	
	INFO

	
	8.1
	N1-040609
	Summary of current IETF documents on SIPPING
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040610
	Summary of current IETF documents on SIP
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040611
	Summary of current IETF documents on MMUSIC
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040612
	Summary of current IETF documents on SIMPLE
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040613
	Summary of current IETF documents on XCON
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040614
	Summary of current IETF documents on GEOPRIV
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040615
	Draft 3GPP TS 24.141 "Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3"
	Lucent Technologies / Keith Drage
	24.141
	TS

	
	8.1
	N1-040616
	Presence WID open issues list
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040617
	IMS2 WID open issues list
	Lucent Technologies / Keith Drage
	
	INFO

	
	8.1
	N1-040647
	Draft 3GPP TR 24.841 "Presence based on SIP; Functional models, information flows and protocol details"
	Lucent Technologies / Keith Drage
	24.841
	TR

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.2
	Presence

Tuesday

30 Mar 2004
	
	
	
	
	When and how to transfer material from TR 24.841 to TS 24.141?

· Reference version for technical changes on presence in CN1 #33?

· 24.841 or 24.141?

· CRs to copy text from 24.841 to 24.141 and 24.229?

· Freezing of TR 24.841?

· After CN1 #32bis or CN1 #33?

	
	8.2
	N1-040547
	Correction of name of simple-event-filter-funct
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040548
	Cleanups for PUBLISH; refs, tables and flows
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040549
	Correction to clause 6
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040550
	Corrections and clarifications to clause 5.3.1.2
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040551
	Correction of clause A.7 - A.7.2
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040552
	Correction of clause A.7.3
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040553
	Correction of clause A.7.4
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040554
	Procedures for the DMS
	Siemens
	24.841
	

	
	8.2
	N1-040555
	Update of RLS procedure
	Siemens
	24.841
	

	
	8.2
	N1-040556
	Publication acceptance
	Siemens
	24.841
	

	
	8.2
	N1-040557
	Correction of Functional Entities for Ut
	Siemens
	24.841
	

	
	8.2
	N1-040558
	Correction of the PUA requirements
	Siemens
	24.841
	

	
	8.2
	N1-040559
	PUBLISH headers
	Siemens
	24.841
	

	
	8.2
	N1-040585
	PSI routing Flow update
	Ericsson
	24.841
	

	
	8.2
	N1-040586
	Presence List restriction
	Ericsson
	24.841
	

	
	8.2
	N1-040587
	Publish Rate limitation
	Ericsson
	
	DISC

	
	8.2
	N1-040588
	Watcher info limitation
	Ericsson
	24.841
	

	
	8.2
	N1-040589
	Use of Pres IM URI in IMS
	Ericsson
	
	DISC

	
	8.2
	N1-040594
	Separation of UE roles
	Ericsson / A Monrad
	24.841
	

	
	8.2
	N1-040601
	Procedures update
	Nokia
	24.841
	

	
	8.2
	N1-040603
	Flow update
	Nokia
	24.841
	

	
	8.2
	N1-040618
	CR to 24.841: Addition of caller preferences to PUBLISH method profile
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040620
	CR to 24.141: Incorporation of contents of 24.841
	Lucent Technologies / Keith Drage
	24.141
	CN1 #33bis needs to define the reference specifications for presence for CN1 #34!

	
	8.2
	N1-040621
	Addition of PRESNC material
	Lucent Technologies / Keith Drage
	24.229
	This CR is on 24.229 but it’s part of transfer of precence material from TR 24.841 to TS 24.141 and 24.229.

· Hold or postpone to CN1 #34?

	
	8.2
	N1-040622
	CR to 24.841: Syntactive corrections to XML
	Lucent Technologies / Keith Drage
	24.841
	

	
	8.2
	N1-040623
	Support of the Pi reference point between S-CSCF and Presence Network Agent
	Lucent Technologies / Keith Drage
	
	DISC

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3
	IMS phase 2


	
	
	
	
	This WI contains the following subtasks:

· Local services

· Group management

· Conferencing

· Messaging

· Additional SIP capabilities support

· Review of the additional SIP capabilities defined by IETF

	8.3.1
	Local services

Tuesday 

30 Mar 2004
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.2
	Group Management

Tuesday 

30 Mar 2004
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.3
	Conferencing

Wednesday

31 Mar 2004
	
	
	
	
	

	
	8.3.3
	N1-040560
	Conference Notification Service
	Siemens
	29.847
	

	
	8.3.3
	N1-040624
	CPCP: Scope changes
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040625
	CPCP: Functional Entities
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040626
	CPCP: Privileged User Procedures
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040627
	CPCP: Conference Policy Server (CPS) Procedures
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040628
	CPCP: Example Flow - Conference Creation
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040629
	CPCP: Example Flow - Adding a user to a conference
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040630
	CPCP: Example Flow - Expelling a user from a conference
	Nokia / Georg
	29.847
	

	
	8.3.3
	N1-040631
	CPCP: Example Flow - Terminating the Conference 
	Nokia / Georg
	29.847
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.4
	Messaging

Wednesday

31 Mar 2004
	
	
	
	
	

	
	8.3.4
	N1-040512
	MSRP-terminating UE hosting
	Lucent Technologies / Milo Orsic
	24.247
	

	
	8.3.4
	N1-040513
	MSRP-Session Initiation
	Lucent Technologies / Milo Orsic
	24.247
	

	
	8.3.4
	N1-040561
	MSRP in an Application Server
	Siemens
	24.247
	

	
	8.3.4
	N1-040648
	CR to 24.247: Editorial changes to Annex A
	Lucent Technologies / Keith Drage
	24.247
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.5
	Extensions to SIP capabilities

Wednesday

31 Mar 2004
	
	
	
	
	Adopting new SIP & SDP capabilities, such as forking

	
	8.3.5
	N1-040508
	Forking requests terminating at the served user
	Lucent Technologies / Milo Orsic
	24.229
	

	
	8.3.5
	N1-040509
	Interworking with non-IMS SIP clients
	Lucent Technologies / Milo Orsic
	24.229
	

	
	8.3.5
	N1-040510
	SDP procedure at the UE
	Lucent Technologies / Milo Orsic
	24.229
	

	
	8.3.5
	N1-040546
	Removal of restriction for multiple SIP sessions on a single PDP context
	Ericsson / A Monrad
	24.229
	

	
	8.3.5
	N1-040584
	The handling of Record-route in S-CSCF
	Ericsson
	24.229
	

	
	8.3.5
	N1-040595
	Correction of reception of media authorization token
	Ericsson / A Monrad
	24.229
	

	
	8.3.5
	N1-040619
	Introduction of PSI Routing to 24.229
	Lucent Technologies / Keith Drage
	24.229
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.3.6
	Followup of IETF development of new SIP & SDP capabilities

Wednesday

31 Mar 2004
	
	
	
	
	Alignment of 3GPP specifications with new IETF specifications

	
	8.3.6
	N1-040590
	Session Policy
	Ericsson
	
	

	
	8.3
	N1-040604
	IMS Capable UE Features and Capabilities
	RIM, Samsung, Motorola
	
	Moved from agenda item 8.3.

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.4
	MBMS 

Thursday 

1 Apr 2004
	
	
	
	
	

	
	8.4
	N1-040580
	Verification of UE bearer capabilities
	Siemens
	29.846
	

	
	8.4
	N1-040581
	Clarification of the service request procedure for service type 'MBMS'
	Siemens 
	29.846
	

	
	8.4
	N1-040582
	Clarification of the encoding of the TMGI
	Siemens
	29.846
	

	
	8.4
	N1-040593
	MBMS security
	Ericsson
	29.846
	

	
	8.4
	N1-040634
	General clean-up
	Ericsson
	29.846
	

	
	8.4
	N1-040635
	Update of Information storage
	Ericsson
	29.846
	

	
	8.4
	N1-040636
	Update of MBMS Service request
	Ericsson
	29.846
	

	
	8.4
	N1-040637
	Update of MBMS Data transfer
	Ericsson
	29.846
	

	
	8.4
	N1-040638
	Update of MBMS Multicast service activation
	Ericsson
	29.846
	

	
	8.4
	N1-040639
	Update of MBMS Multicast service deactivation
	Ericsson
	29.846
	

	
	
	
	
	
	
	

	
	
	
	
	
	 
	

	8.5
	WLAN

Thursday 

1 Apr 2004
	
	
	
	
	

	
	8.5
	N1-040539
	PLMN selector list handling by the UE
	Nokia / Hannu
	24.234
	

	
	8.5
	N1-040563
	Revision of WLAN Interworking - stage 3 definition of WLAN - 3GPP interworking
	Nokia/Inma
	24.234
	WID

	
	8.5
	N1-040564
	Network reselection
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040565
	Fast and Full Re-authentication
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040566
	Identity management in the UE
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040567
	Identity management in the server
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040568
	UE identities clause
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040570
	Definitions, Symbols and abbreviations
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040571
	Changes to the scope (scenario 3)
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040572
	New clause 6.2 'Tunnel management procedures'. (scenario 3)
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040573
	References update
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040574
	Parameters clause
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040575
	Authentication State information
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040576
	Network selection procedures_general
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040578
	WLAN CR to 24.234
	Nortel
	24.234
	

	
	8.5
	N1-040583
	Removal of references to the Wr and Ws reference point
	Siemens
	24.234
	

	
	8.5
	N1-040605
	Clarification of forbidden PLMN list
	RIM
	24.234
	

	
	8.5
	N1-040606
	Removal of decorated NAI from 5.2.3.1
	RIM
	24.234
	

	
	8.5
	N1-040607
	Removal of manual SSID selection
	RIM
	24.234
	

	
	8.5
	N1-040608
	Network Selection Clarification
	RIM
	24.234
	

	
	8.5
	N1-040633
	Tunnel management states
	Nokia/Inma
	24.234
	

	
	8.5
	N1-040640
	Update of references
	Ericsson
	24.234
	

	
	8.5
	N1-040641
	Update of WLAN Access authorization
	Ericsson
	24.234
	

	
	8.5
	N1-040642
	Update of User identity privacy
	Ericsson
	24.234
	

	
	8.5
	N1-040643
	Introduction of the re-authentication identity
	Ericsson
	24.234
	

	
	8.5
	N1-040644
	Selection of EAP method
	Ericsson
	24.234
	

	
	8.5
	N1-040645
	Update of Re-authentication
	Ericsson
	24.234
	

	
	8.5
	N1-040649
	Tunnel establishment procedures
	Nokia/Inma
	24.234
	

	
	
	
	
	
	
	

	 
	
	
	
	
	
	

	8.6
	Emergency Call Enhancements for IP& PS Based Calls

Thursday 

1 Apr 2004
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.7
	Network sharing

Thursday 

1 Apr 2004
	2
	
	
	
	

	
	8.7
	N1-040592
	Consideration in GWCN network sharing scenario
	TeliaSonera
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	8.8
	Subscriber certificates

Thursday 

1 Apr 2004
	8
	
	
	
	

	
	8.8
	N1-040540
	Cleanup for HTTP digest
	Ericsson / A Monrad
	24.109
	

	
	8.8
	N1-040541
	New AKA challenge used in case of user authentication fails
	Ericsson / A Monrad
	24.109
	

	
	8.8
	N1-040542
	Clarification of TID
	Ericsson / A Monrad
	24.109
	

	
	8.8
	N1-040543
	Removal of unused reference
	Ericsson / A Monrad
	24.109
	

	
	8.8
	N1-040544
	Update of scope
	Ericsson / A Monrad
	24.109
	

	
	8.8
	N1-040545
	Cleanup of clause 4.1 and 5.1
	Ericsson / A Monrad
	24.109
	

	
	8.8
	N1-040579
	CR to Subscriber Certificates TS 
	Nortel
	24.109
	

	
	8.8
	N1-040596
	Procedures update
	Nokia
	24.109
	

	
	8.8
	N1-040598
	Flow update
	Nokia
	24.109
	

	
	8.8
	N1-040599
	TID
	Nokia
	24.109
	

	
	8.8
	N1-040600
	SC enrolment
	Nokia
	24.109
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	9
	Output Liaison Statements

Friday 

2 Mar 2004
	
	
	
	
	

	
	9
	N1-040569
	Proposed LS response to SA3
	Nokia/Inma
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	10
	Late and misplaced documents

Friday  

2 Mar 2004

time permitting
	
	Late documents and documents which were submitted with erroneous or incomplete information 
	
	
	Priorisation within this category will be done during the meeting.

	
	8.2
	N1-040602
	Authentication Proxy
	Nokia
	24.841
	

	
	
	
	
	
	
	

	
	8.5
	N1-040646
	Re-authentication and user identity privacy during EAP authentication
	Ericsson
	24.234
	

	
	
	
	
	
	
	

	
	8.7
	N1-040597
	Indication of selected PLMN
	Ericsson
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	11
	A.O.B.


	
	
	
	
	

	
	11
	N1-040632
	CoD
	Nokia / Georg
	
	For information.

	
	
	
	
	
	
	

	
	
	
	 
	
	
	

	13
	Closing

Friday 

2 Apr 2004

no later than 15:30
	
	Did you mark your attendance to this meeting in attendees list?
	
	
	Any meeting document which is not mentioned in this report or with no recorded decision shall be interpreted as "reserved", i.e. not defined and shall be ignored if received
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