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Introduction

The current TS 24.234 states that, the purpose of tunnel management procedures is to establish an end-to-end tunnel between the WLAN UE and the PDG. Also the WLAN UE shall offer the possibility to the subscriber to select between direct access to external IP network from the WLAN or access through the PLMN, before initiation of tunnel establishment. As the current Tunnel management procedures are applicable only when the access through the PLMN is selected and as these procedures also cover the disconnection of established tunnel, additional details are needed in the specification.
Proposal

This proposal aims at adding the additional details to the Tunnel Management procedures clause 8, in TS 24.234.
Changes

**Modified Section 1**
8.1
General

The purpose of tunnel management procedures is to define the procedures for  establishment or disconnection of  an end-to-end tunnel between the WLAN UE and the PDG. 

8.2
Tunnel management states

Editor's note: It is FFS whether tunnel management states are needed.

8.3
Tunnel establishment procedures

8.3.1
UE procedures

8.3.1.1
General

Editor's note: it covers the protocols requirements in the WLAN UE in order to support tunnel establishment in 3GPP WLAN IW, as specified in TS 23.234, clause 7.9

After successful EAP authentication and before initiation of tunnel establishment the WLAN UE shall offer the possibility to the subscriber to select between direct access to external IP network from the WLAN or access through the PLMN. In case the user selects to access through the PLMN, the WLAN UE shall initiate the Tunnel Establishment procedure after selecting a remote tunnel endpoint using DNS procedures as mentioned in section below. Tunnel Establishment procedure is always initiated by a WLAN UE, where as Tunnel Disconnection procedure can be initiated by the WLAN UE or network.
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