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Currently the use of the Access Point Name (APN) IE is specified as being optional in the Activate MBMS Context Request and Request MBMS Context Activation messages. In our understanding the APN IE needs to be specified as mandatory in these messages.

In TS 23.246, the APN IE is specified to be included in both the Request MBMS Context Activation and the Activate MBMS Context Request messages, this without any description of conditions where the APN could be excluded. Furthermore, in TS 29.060 in the corresponding messages on the Gn interface, the MBMS Notification Response and the Create MBMS Context Request, the APN IE is specified as mandatory. 

This CR proposes to make the APN IE mandatory in the two MBMS context activation related messages shown below.

Proposal

	First proposed change


5.3.1.3.1
Activate MBMS context request

This message is sent by the MS to the network as an explicit response to a REQUEST MBMS CONTEXT ACTIVATION message.



Message type:
activate MBMS context REQUEST

Significance:
global

Direction:
network to MS

Table 5.3.1.3.1 : Activate MBMS context request message content

	IEI
	Information Element
	Type/
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator


	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier


	M
	V
	1/2– 3/2

	
	Activate MBMS context request message identity
	Message type


	M
	V
	1

	
	Requested NSAPI
	Network service access point identifier 
	M
	V
	1

	
	Requested LLC SAPI
	LLC service access point identifier 
	M
	V
	1

	
	Supported MBMS bearer capabilities
	MBMS bearer capabilities


	M
	LV
	2 – 3

	
	Requested multicast address
	Packet data protocol address


	M
	LV
	3 - 19

	28
	Access point name
	Access point name


	M
	LV
	3 - 101


	Next proposed change


5.3.1.3.4
Request MBMS context activation

This message is sent by the network to the MS to initiate activation of a MBMS context.



Message type:
request MBMS context activation

Significance:
global

Direction:
network to MS

Table 5.3.1.3.4 : request MBMS context activation message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator


	M
	V
	1/2

	
	Transaction identifier
	Transaction identifier


	M
	V
	1/2– 3/2

	
	Request MBMS context activation message identity
	Message type


	M
	V
	1

	
	Linked IGMP/MLD NSAPI
	Network service access point identifier 
	M
	V
	1

	
	Offered Multicast address
	Packet data protocol address


	M
	LV
	3 - 19

	28
	Access point name
	Access point name


	M
	LV
	3 – 101


	Last proposed change


