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APPROVAL 

Proposal

This document provides clarifications on the optional use of Decorated NAI in the first EAP-Response/Identity message. 

The usage of these two identities has been added under clause 4.2 instead of clause 5.2.3 (as presented first time in CN1#34) in order to avoid collision with current PLMN discussions in this group. The usage of the identities is independent of the mention discussion and must be clarified.

The optional use of Decorated NAI is required by SA2 in TS 23.234, sub-clause 5.3.3.4, first paragraph, and second full stop.

4.2 
WLAN UE Identities

4.2.1 
General

WLAN UEs use Network Access Identifier (NAI) as identification towards the 3GPP WLAN AAA server. The NAI is structured according to RFC 2486 [8]. 

The NAI realm shall be in the form of a domain name as specified in RFC 1035 [7], the NAI username shall comply with draft-arkko-pppext-eap-aka [9] and draft-haverinen-pppext-eap-sim [10]. 
Upon reception of the first EAP-Request/Identity message, the WLAN UE shall respond with an EAP-Response/Identity message. The identity included in this first EAP-Response/Identity message shall include an indication of the subscriber's HPLMN and may include (implementation option) an indication on a preferred VPLMN. Therefore the WLAN UE has two options on the choice of the identity to include in the first EAP-Request/Identity message:

· Root NAI. This identity may be included e.g. when the WLAN UE intends to trigger the Network Discovery procedure or when the WLAN UE is aware that the WLAN has direct connection to HPLMN.

· Decorated NAI. This identity may be included when the WLAN UE is aware that the associated SSID does not provide direct connection to HPLMN and it has information from previous authentications about the VPLMNs supported by this SSID.
4.2.2 Username

The rules for the use of NAI username in the WLAN UE and for the generation and delivery of NAI username in 3GPP AAA server are defined in clause 6.1. The format of NAI username is defined in TS 23.003 [1A].

4.2.3 
Root NAI

This is the NAI format when the WLAN UE authenticates directly to HPLMN (see draft-adrangi-eap-network-discovery-and-selection [12] and TS 23.234 [2]). Root NAI format is specified in TS 23.003 [1A].

4.2.4 
Decorated NAI

This is the NAI format when the WLAN authenticates to HPLMN via VPLMN (see draft-adrangi-eap-network-discovery-and-selection [12]). Decorated NAI format is specified in TS 23.003 [1A]. The usage of Decorated NAI is specified in clause 4.2.1.

Upon reception of network advertisement information from the WLAN, the WLAN UE identifies that WLAN PLMN selection shall be performed as specified in subclause 5.2.3.3. In this case, the WLAN UE shall decorate the NAI using the identity of the selected PLMN as specified in TS 23.003[1A].
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