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Introduction

This contribution fixes a number of mistakes to references in Section 3 (Definitions, symbols and abbreviations) of TS 24.147 v1.0.1. It also removes references to chapters in other TS's. Since a new document is being referenced, appropriate changes are made to Section 2.

Proposal

----- FIRST CHANGE: Reference Update -----
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

For the purposes of the present document, the terms and definitions defined in 3GPP TS 21.905 [1] and 3GPP TS 22.141 [18] apply.
Conferencing AS: 
an Application Server that supports functionality specific to a SIP conference focus. 
Media policy server
A media policy server is a logical function which can store and manipulate the media policy.
The following terms and definitions given in 3GPP TS 23.228 [6] apply:

Public Service Identity

Three-way session 

Interrogating-CSCF (I-CSCF)

Policy Decision Function (PDF)

Proxy-CSCF (P-CSCF)

Serving-CSCF (S-CSCF)

IP-Connectivity Access Network (IP-CAN)

The following terms and definitions given in draft-ietf-sipping-conferencing-framework [8] apply:

Conference

Conference-Aware Participant

Conference notification service

Conference Policy

Conference Policy Control Protocol

Conference Policy Server (CPS)

Conference-Unaware Participant

Conference URI

Focus

Media Policy

Membership Policy

Mixer

Participant

Tightly Coupled Conference

The following terms and definitions given in draft-ietf-sipping-cc-conferencing-01 [9] apply:

Conference Factory URI

For the purposes of the present document, the following terms and definitions given in draft-ietf-sip-callee-caps [19] apply:

Feature parameter

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [xx] apply:

Call Session Control Function (CSCF)

Home Subscriber Server (HSS)

Media Gateway Control Function (MGCF)

Multimedia Resource Function Controller (MRFC)

Multimedia Resource Function Processor (MRFP)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [3] apply:

Filter criteria

Initial filter criteria

Initial request

Subsequent request 

Public user identity









For the purposes of the present document, the following terms and definitions given in draft-koskelainen-xcon-xcap-cpcp-usage [23] apply:
Access Control List (ACL)

Dial-Out List (DL)

Privileged User

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACL
Access Control List

AMR
Adaptive Multi-Rate

AS
Application Server

CN
Core Network

CSCF
Call Session Control Function

CPCP
Conference Policy Control Protocol

CPS

Conference Policy Server

DL
Dial-out List

FQDN
Fully Qualified Domain Name

HSS
Home Subscriber Server

HTTP
HyperText Transfer Protocol

I-CSCF
Interrogating CSCF

IM
IP Multimedia

IMS
IP Multimedia CN subsystem

IP
Internet Protocol

IP-CAN
IP-Connectivity Access Network

MGCF
Media Gateway Control Function

MRFC
Multimedia Resource Function Controller

MRFP
Multimedia Resource Function Processor
SDP
Session Description Protocol

PCL
Privilege Control List

P-CSCF
Proxy CSCF

PSI
Public Service Identity

S-CSCF
Serving CSCF 

SDP
Session Description Protocol

SIP
Session Initiation Protocol

UE
User Equipment

XCAP
XML Configuration Access Protocol

XML
eXtensible Markup Language

