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Introduction

When material from 3GPP TR 29.847 was copied across to 3GPP TS 24.147, some material was duplicated rather than replaced. This CR removes that text.

Proposal

NEXT PROPOSED CHANGE

1
Scope

The present document provides the protocol details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) , the Conference Policy Control Protocol (CPCP)  and other protocols. 

Editor's note: This TS will also include information on conference floor control, which will be using different protocols than SIP and SDP (see clause 7), as e.g. described in draft-wu-sipping-floor-control-04.txt. This information might be moved either to TS 24.229 or to another 3GPP document.

Editor's note: The "other protocols" that are mentioned here need to be listed in detail, in order to replace the phrase "other protocols". This TS only covers protocols in the scope of CN1.

This document does not cover the signalling between a MRFC and a MRFP. 

Where possible the present document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP, SIP Events, SDP, CPCP and other protocols, either directly, or as modified by 3GPP TS 24.229. Where this is not possible, extensions to SIP are defined within the present document. The document has therefore been structured in order to allow both forms of specification.


The present document is applicable to Application Servers (ASs), Multimedia Resource Function Controllers (MRFCs), Media Gateway Control Functions (MGCFs) and to User Equipment (UE) providing conferencing capabilities.
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