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Introduction

In the current version of 24.234, v1.5.0, in the clause 5.2, there are several references to WLAN not being able to find a “AAA server or AAA proxy”. This is not true as WLAN should be treating all PLMN entry points as AAA servers and not as AAA proxy’s.  There are also some changes needed in the usage of Decorated NAI in 5.2.2 and some more minor corrections.
Proposal

This proposal aims at removing the AAA proxy references in this clause 5.2 whenever it refers to the context of WLAN not being able to route the EAP signalling of the user based on his realm. This proposal also aims at modifying the Decorated NAI usage part in sub clause 5.2.2 for the case of manual selection. 
Changes

**Modified Section 1**

5.2.2 
Network Selection

5.2.2.1 
General

The WLAN UE identifies itself to the WLAN by inserting its NAI in EAP-Response/Identity message. In the case when the WLAN cannot derive the 3GPP AAA Server where to route the WLAN UE's EAP authentication signaling to, it is said that the WLAN has no direct roaming relationship with the user's home network.

The WLAN uses realm part of NAI to route EAP authentication signaling to the Home 3GPP AAA server of the subscriber with whom the WLAN UE performs authentication. This procedure is out of the scope of this specification.

Upon reception of the first EAP-Request/Identity message, the WLAN UE shall respond with an EAP-Response/Identity message. The identity included in this first EAP-Response/Identity message shall include an indication of the subscriber's HPLMN and may include (implementation option) an indication on a preferred VPLMN. Therefore the WLAN UE has two options on the choice of the identity to include in the first EAP-Response/Identity message:

· Root NAI. This identity may be included e.g. when the WLAN UE intends to trigger the Network Discovery procedure or when the WLAN UE is aware that the WLAN has direct connection to HPLMN.

· Decorated NAI. This identity may be included either when the WLAN UE is aware that the associated WSID does not provide direct connection to HPLMN and it has information from previous authentications about the VPLMNs supported by this WSID or when a user during the manual selection procedure selects a different PLMN other than HPLMN.
**Modified Section 2**

5.2.2.2 
Network Advertisement

5.2.2.2.1
General

If the WLAN is unable to route the WLAN UE’s EAP authentication signaling to the 3GPP AAA Server based on the NAI sent in the initial EAP-Response/Identity message and if it supports Network Discovery procedure as described in draft-adrangi-eap-network-discovery-and-selection [12], then the WLAN sends a subsequent EAP-Request/Identity message to the WLAN UE including the Supported PLMNs list for WLAN access.

If the WLAN is unable to route the WLAN UE’s EAP authentication signaling to the 3GPP AAA Server based on the NAI sent in the initial EAP-Response/Identity message and if it does not support Network Discovery procedure as described in draft-eap-network-discovery-and-selection [12], then the WLAN sends an EAP-Failure message to the WLAN UE.

