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6.2.1
User Equipment (UE)

For the purpose of session-based messaging, the UE shall implement the role of a Participant as described in subclause 6.3.1. 

6.2.1.1
Session initiation - mobile originating case
When the UE wishes to engage an endpoint  in a message session, it will send an initial INVITE request to the endpoint. The UE may select to initiate a message session either 

a)
without requiring or indicating support for the precondition and reliable provisional responses extensions, or 

b)
requiring the precondition and reliable provisional responses extensions.

The procedures are specified in 3GPP TS 24.229 [5].
Editors note:
Case b) needs alignment with the work progressed in IETF on the draft-camarillo-mmusic-connection-precon-00.txt

In case a) ]. If opening a TCP connection, the terminating UE shall either establish new IP-CAN bearer that will be used for media or use an already established IP-CAN bearer.
6.2.1.2
Session initiation - mobile terminating case
When the terminating UE receives an initial INVITE request from the originating endpoint proposing a message session, the initial INVITE request may indicate that

a)
the precondition and reliable provisional responses extensions are neither required nor supported; or

b)
the precondition and reliable provisional responses extensions are required; or

c) the precondition and reliable provisional responses extensions are supported but not required.
If the precondition and reliable provisional responses extensions are neither required nor supported the UE shall use the procedure as specified in sublause of 3GPP TS 24.229 [5].

If the precondition and reliable provisional responses extensions are required the UE shall use the procedure as specified in sublause of 3GPP TS 24.229 [5].
Editors note:
This case needs alignment with the work progressed in IETF on the draft-camarillo-mmusic-connection-precon-00.txt

If the precondition and reliable provisional responses extensions are supported but not required.the UE shall use the procedure as specified in sublause of 3GPP TS 24.229 [5].
6.2.1.3 Session release - mobile originating case 

If the UE decides to terminate the session the UE shall release the session in accordance with RFC 3261[7].

If no other session are used for the connection the UE should release the connection. 
6.2.1.4 Session release - mobile terminating case 

If the UE decides to terminate the session the UE shall release the session in accordance with RFC 3261[7].
9.2.1
User Equipment (UE)

 9.2.1.1
General

The UE shall: 

-
implement the role of an MSRP host as described in draft-ietf-simple-message-sessions [9]; 

- 
implement the role of an MSRP visitor as described in draft-ietf-simple-message-sessions [9];

-
implement the role of an MSRP sender as described in draft-ietf-simple-message-sessions [9]; and

-
implement the role of an MSRP receiver as described in draft-ietf-simple-message-sessions [9].
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