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5.1.2A.1
Mobile-originating case

The procedures of this subclause are general to all requests and responses, except those for the REGISTER method.

When the UE sends any request, the UE shall:

-
include the protected server port in the Via header entry relating to the UE; and

-
include the protected server port in any Contact header that is otherwise included.

The UE shall discard any SIP response that is not integrity protected and is received from the P-CSCF outside of the registration and authentication procedures. The requirements on the UE within the registration and authentication procedures are defined in subclause 5.1.1.

In accordance with RFC 3325 [34] the UE may insert a P-Preferred-Identity header in any initial request for a dialog or request for a standalone transaction as a hint for creation of an asserted identity within the IM CN subsystem. The UE may include any of the following in the P-Preferred-Identity header:

-
a public user identity which has been registered by the user;

-
a public user identity returned in a registration-state event package of a NOTIFY request as a result of an implict registration that was not subsequently deregistered or has expired; or

-
any other public user identity which the user has assumed by mechanisms outside the scope of this specification to have a current registration.

NOTE 1:
The temporary public user identity specified in subclause 5.1.1.1 is not a public user identity suitable for use in the P-Preferred-Identity header.

NOTE 2:
Procedures in the network require international public telecommunication numbers when telephone numbers are used in P-Preferred-Identity header.

NOTE 3:
A number of headers can reveal information about the identity of the user. Where privacy is required, implementers should also give consideration to other headers that can reveal identity information. RFC 3323 [33] subclause 4.1 gives considerations relating to a number of headers.

Where privacy is required, in any initial request for a dialog or request for a standalone transaction, the UE shall set the From header to "Anonymous".

NOTE 4:

The contents of the From header should not be relied upon to be modified by the network based on any privacy specified by the user either within the UE indication of privacy or by network subscription or network policy. Therefore the user should include the value "Anonymous" whenever privacy is explicitly required. As the user may well have privacy requirements, terminal manufacturers should not automatically derive and include values in this header from the public user identity or other values stored in or derived from the UICC. Where the user has not expressed a preference in the configuration of the terminal implementation, the implementation should assume that privacy is required. Users that require to identify themselves, and are making calls to SIP destinations beyond the IM CN subsystem, where the destination does not implement RFC 3325 [34], will need to include a value in the From header other than Anonymous.
The UE can indicate privacy of the P-Asserted-Identity that will be generated by the P-CSCF in accordance with RFC 3323 [33], and the additional requirements contained within RFC 3325 [34].

The UE shall insert a P-Access-Network-Info header into any request for a dialog, any subsequent request (except ACK requests and CANCEL requests) or response (except CANCEL responses) within a dialog or any request for a standalone method. The UE shall populate the P-Access-Network-Info header with the current point of attachment to the IP-CAN as specified for the access network technology (for GPRS see subclause B.3).
NOTE 5:
During the duration of the dialog, the points of attachment to the IP-CAN of the UE may change (e.g. UE connects to different cells). The UE shall always populate the P-Access-Network-Info header in any request or response within a dialog with the current point of attachment to the IP-CAN (e.g. the current cell information).
The UE shall build a proper preloaded Route header value for all new dialogs and standalone transactions. The UE shall build a list of Route header values made out of, in this order, the P-CSCF URI (containing the IP address or the FQDN learnt through the P-CSCF discovery procedures, and the protected server port learnt during the registration procedure), and the values received in the Service-Route header saved from the 200 (OK) response to the last registration or re-registration. 

When a SIP transaction times out, i.e. timer B, timer F or timer H expires at the UE, the UE may behave as if timer F expired, as described in subclause 5.1.1.4.

NOTE 6:
It is an implementation option whether these actions are also triggered by other means.

5.1.2A.2

Mobile-terminating case

The procedures of this subclause are general to all requests and responses, except those for the REGISTER method.

When the UE sends any response, the UE shall:

-
include the protected server port in any Contact header that is otherwise included.

The UE shall discard any SIP request that is not integrity protected and is received from the P-CSCF outside of the registration and authentication procedures. The requirements on the UE within the registration and authentication procedures are defined in subclause 5.1.1.

The UE can indicate privacy of the P-Asserted-Identity that will be generated by the P-CSCF in accordance with RFC 3323 [33], and the additional requirements contained within RFC 3325 [34].

NOTE 1:
In the mobile-terminating case, this version of the document makes no provision for the UE to provide an P-Preferred-Identity in the form of a hint.

NOTE 2:
A number of headers can reveal information about the identity of the user. Where, privacy is required, implementers should also give consideration to other headers that can reveal identity information. RFC 3323 [33] subclause 4.1 gives considerations relating to a number of headers.

The UE shall insert a P-Access-Network-Info header into any response to a request for a dialog, any subsequent request (except CANCEL requests) or response (except CANCEL responses) within a dialog or any response to a standalone method. The UE shall populate the P-Access-Network-Info header with its current point of attachment to the IP-CAN as specified for the access network technology (for GPRS see subclause B.3).

5.4.3.2
Requests initiated by the served user

When the S-CSCF receives from the served user or from a PSI an initial request for a dialog or a request for a standalone transaction, prior to forwarding the request, the S-CSCF shall:

Editor's Note:
It needs to be stated, that the S-CSCF will only perform the following steps if the request was received from a trusted entity, e.g. an entity within the trust domain.

1)
determine whether the request contains a barred public user identity in the P-Asserted-Identity header field of the request or not. In case the said header field contains a barred public user identity for the user, then the S-CSCF shall reject the request by generating a 403 (Forbidden) response. The response may include a Warning header containing the warn-code 399. Otherwise, continue with the rest of the steps;

NOTE 1:
If the P-Asserted-Identity header field contains a barred public user identity, then the message has been received, either directly or indirectly, from a non-compliant entity which should have had generated the content with a non-barred public user identity.

2)
remove its own SIP URI from the topmost Route header;

3)
check if an original dialog identifier that the S-CSCF previously placed in a Route header is present in the topmost Route header of the incoming request. If present, it indicates an association with an existing dialog, the request has been sent from an AS in response to a previously sent request;

4)
check whether the initial request matches the initial filter criteria based on a public user identity in the P-Asserted-Identity header, and if it does, forward this request to that AS, then check for matching of the next following filter criteria of lower priority, and apply the filter criteria on the SIP method received from the previously contacted AS as described in 3GPP TS 23.218 [5] subclause 6.4. Depending on the result of the previous process, the S-CSCF may contact one or more AS(s) before processing the outgoing Request-URI. In case of contacting one or more AS(s) the S-CSCF shall:

a)
insert the AS URI to be contacted into the Route header as the topmost entry followed by its own URI populated as specified in the subclause 5.4.3.4; and

b)
if the AS is located outside the trust domain then the S-CSCF shall remove the P-Access-Network-Info header field and its values in the request; if the AS is located within the trust domain, then the S-CSCF shall retain the P-Access-Network-Info header field and its values in the request that is forwarded to the AS;

5)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header. Optionally, the S-CSCF may generate a new, globally unique icid and insert the new value in the icid parameter of the P-Charging-Vector header when forwarding the message. If the S-CSCF creates a new icid, then it is responsible for maintaining the two icid values in the subsequent messaging;

6)
insert an orig-ioi parameter into the P-Charging-Vector header. The S-CSCF shall set the orig-ioi parameter to a value that identifies the sending network. The S-CSCF shall not include the term-ioi parameter;

7)
insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS;

8)
in the case where the S-CSCF has knowledge of an associated tel-URI for a SIP URI contained in the received P-Asserted-Identity header, add a second P-Asserted-Identity header containing this tel-URI;

9)
if the outgoing Request-URI is a TEL URL, the S-CSCF shall translate the E.164 address (see RFC 2806 [22]) to a globally routeable SIP URI using an ENUM/DNS translation mechanism with the format specified in RFC 2916 [24]. Databases aspects of ENUM are outside the scope of the present document. If this translation fails, the request may be forwarded to a BGCF or any other appropriate entity (e.g a MRFC to play an announcement) in the originator's home network or the S-CSCF may send an appropriate SIP response to the originator;

10)
determine the destination address (e.g. DNS access) using the URI placed in the topmost Route header if present, otherwise based on the Request-URI. If the destination address is of an IP address type other than the IP address type used in the IM CN subsystem , then the S-CSCF shall forward the request to the IMS-ALG if the IM CN subsytem supports interworking to networks with different IP address type;

11)
if network hiding is needed due to local policy, put the address of the I-CSCF(THIG) to the topmost route header;

12)
in case of an initial request for a dialog originated from a served user, either: 

-
if the request is routed to an AS which is part of the trust domain, the S-CSCF can decide whether to record-route or not. The decision is configured in the S-CSCF using any information in the received request that may otherwise be used for the initial filter criteria. If the request is record-routed the S-CSCF shall create a Record-Route header containing its own SIP URI; or

-
if the request is routed elsewhere, create a Record-Route header containing its own SIP URI;

NOTE 2:
For requests originated from a PSI the S-CSCF can decide whether to record-route or not.

Editor's Note:
It needs to be clarified how the S-CSCF decides whether to put its address into the Record-Route header in the case of handling a request that originates from a PSI. It might be part of the operators policy.

13)
based on local policy rules and the destination user (Request-URI), remove the P-Access-Network-Info header prior to forwarding the message;
14)
route the request based on SIP routeing procedures; and

15)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request such that the S-CSCF is able to release the session if needed.

When the S-CSCF receives any response to the above request, the S-CSCF may:

1)
apply any privacy required by RFC 3325 [34] to the P-Asserted-Identity header; and

2)
apply the same privacy mechanism to the P-Access-Network-Info header, if present.

NOTE 3:
The P-Asserted-Identity header would normally only be expected in 1xx or 2xx responses.

NOTE 4:
The optional procedures above are in addition to any procedure for the application of privacy at the edge of the trust domain specified by RFC 3323 [33].

When the S-CSCF receives a 1xx or 2xx response to the initial request for a dialog, if the response corresponds to an INVITE request, the S-CSCF shall save the Contact and Record-Route header field values in the response in order to be able to release the session if needed.

When the S-CSCF receives from the served user a target refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

1)
remove its own URI from the topmost Route header;

2)
create a Record-Route header containing its own SIP URI;

3)
if the request is an INVITE request, save the Contact, Cseq and Record-Route header field values received in the request such that the S-CSCF is able to release the session if needed;

4)
in case the request is routed to an AS located outside the trust domain, remove the P-Access-Network-Info header;

5)
in case the request is routed towards the destination user (Request-URI) based on local policy rules and the destination user (Request-URI), remove the P-Access-Network-Info header; and

6)
route the request based on the topmost Route header.

When the S-CSCF receives a 1xx or 2xx response to the target refresh request for a dialog, if the response corresponds to an INVITE request, the S-CSCF shall save the Contact and Record-Route header field values in the response such that the S-CSCF is able to release the session if needed.

When the S-CSCF receives from the served user a subsequent request other than a target refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

1)
remove its own URI from the topmost Route header; 

2)
in case the request is routed to an AS located outside the trust domain, remove the P-Access-Network-Info header; and

3)
in case the request is routed towards the destination user (Request-URI) based on local policy rules and the destination user (Request-URI), remove the P-Access-Network-Info header; and

5.3.2.1
Normal procedures

The I-CSCF may behave as a stateful proxy for initial requests.

The I-CSCF shall verify for all requests whether they arrived from a trusted domain or not. If the request arrived from a non trusted domain, then the I-CSCF shall:

1)
respond with 403 (Forbidden) response if the request is a REGISTER request;

2)
remove all P-Asserted-Identity headers, all P-Access-Network-Info headers, all P-Charging-Vector headers and all P-Charging-Function-Addresses headers the request may contain, if the request is other than REGISTER request; and

3)
continue with the procedures below.

If the request arrived from a trusted domain, the I-CSCF shall perform the procedures below.

NOTE 1:
The I-CSCF may find out whether the request arrived from a trusted domain or not, from the procedures described in 3GPP TS 33.210 [19A].

When the I-CSCF receives an initial request for a dialog or standalone transaction, that does not contain a Route header, the I-CSCF shall start the user location query procedure to the HSS as specified in 3GPP TS 29.228 [14] for the called user, indicated in the Request-URI. Prior to performing the user location query procedure to the HSS, the I-CSCF decides which HSS to query, possibly as a result of a query to the Subscription Locator Functional (SLF) entity as specified in 3GPP TS 29.228 [14].

When the I-CSCF receives an INVITE request, the I-CSCF may require the periodic refreshment of the session to avoid hung states in the I-CSCF. If the I-CSCF requires the session to be refreshed, it shall apply the procedures described in draft-ietf-sip-session-timer-12 [58] clause 8. 

NOTE 2:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it.

Upon successful user location query, when the response contains the URI of the assigned S-CSCF, the I-CSCF shall:

1)
insert the URI received from the HSS as the topmost Route header;

2)
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header. If no icid parameter was found, then create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header;

3)
apply the procedures as described in subclause 5.3.3 if topology hiding is required; and

4)
forward the request based on the topmost Route header.

Upon successful user location query, when the response contains information about the required S-CSCF capabilities, the I-CSCF shall:

1)
select a S-CSCF according to the method described in 3GPP TS 29.228 [14];

2)
insert the URI of the selected S-CSCF as the topmost Route header field value;

3)
execute the procedure described in step 2 and 3 in the above paragraph (upon successful user location query, when the response contains the URI of the assigned S-CSCF); and

4)
forward the request to the selected S-CSCF.

Upon an unsuccessful user location query when the response from the HSS indicates that the user does not exist, the I-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 404 (Not found) or 604 (Does not exist anywhere) in the case the user is not a user of the home network. 

Upon an unsuccessful user location query when the response from the HSS indicates that the user is not registered and no services are provided for such a user, the I-CSCF shall return an appropriate unsuccessful SIP response. This response may be a 480 (Temporarily unavailable) if the user is recognized as a valid user, but is not registered at the moment and it does not have services for unregistered users.
When the I-CSCF receives an initial request for a dialog or standalone transaction, that contains a single Route header pointing to itself, the I-CSCF shall determine from the entry in the Route header whether it needs to do HSS query or hiding. In case HSS query is needed, then the I-CSCF shall perform the procedures described for the case when there is no Route header present. If the I-CSCF determines that hiding must be performed, then the THIG functionality in I-CSCF received an outgoing initial request for which topology hiding has to be applied, and the I-CSCF shall:

1)
remove its own SIP URI from the topmost Route header;

2)
perform the procedures described in subclause 5.3.3; and

3)
route the request based on the Request-URI header field.

When the I-CSCF receives an initial request for a dialog or standalone transaction containing more than one Route header, the I-CSCF shall:

1)
remove its own SIP URI from the topmost Route header;

2)
apply the procedures as described in subclause 5.3.3; and

3)
forward the request based on the topmost Route header.

NOTE 3:
In accordance with SIP the I-CSCF can add its own routeable SIP URI to the top of the Record-Route header to any request, independently of whether it is an initial request, or whether topology hiding is performed. The P-CSCF will ignore any Record-Route header that is not in the initial request of a dialog.

When the I-CSCF receives a response to an initial request (e.g. 183 or 2xx), the I-CSCF shall store the values from the P-Charging-Function-Addresses header, if present. If the next hop is outside of the current network, then the I-CSCF shall remove the P-Charging-Function-Addresses header prior to forwarding the message.
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