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	IMS session-based messaging does not require enhanced QoS for the media stream in a separate PDP context. The use of an existing non-realtime PDP context would conflict with SBLP. Hence it is beneficial to allow the activation of such a PDP Context in case when QoS authorization does not bring any benefit, without an Authorization Token. This allows optimal resource utilization, optimal and simpler session set-up, as there is no separate PDP Context required for IMS media.

SA2 have already agreed the corresponding CRs 23.228 CR 445r1 and 23.207 CR 084r1 and they liaised to CN1 in S2-042948, “Reply LS on 
IP-CAN transport for additional IMS capabilities”, requesting that CN1 makes the corresponding changes to our specifications.
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	Clauses affected:
(

	B.2.2.5.1A

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

B.2.2.5.1A
Activation or modification of PDP contexts for media

If the UE receives indication within the SDP according to RFC 3524 [54] that media stream(s) belong to group(s), the media stream(s) shall be set up on separate PDP contexts according to the indication of grouping. The UE may freely group media streams to PDP context(s) in case no indication of grouping is received from the P-CSCF.

The UE can receive a media authorization token in the P-Media-Authorization header from the P-CSCF according to RFC 3313 [31]. If a media authorization token is received in the P-Media-Authorization header when a SIP session is initiated, the UE shall:

-
either use existing PDP context(s) where another media authorization token is already in use and no indication of media grouping is required; or

-
establish separate PDP context(s) for the media; or

-
use an existing PDP context where media authorization token is not in use and no indication of media grouping is required.
When a UE modifies a PDP context to indicate new media authorization token:

-
either as a result of establishment of an additional SIP session; or

-
modification of media streams for an ongoing SIP session;

the UE shall include all media authorization tokens and all flow identifiers for all ongoing SIP sessions that use this particular PDP context. 

If a media authorization token is received in subsequent messages for the same SIP session, the UE shall:

-
use the existing PDP context(s) for media;

-
modify the existing PDP context(s) for media; or 

-
establish additional PDP context(s) for media.

If either background or interactive QoS class is needed for the media, then the UE does not need to use the authorization token even if it receives one. In this case the UE may reuse an existing PDP context and it does not need to request PDP context modification unless it needs to modify the QoS.

If existing PDP context(s) where another media authorization token is already in use is re-used for the media, or separate PDP context(s) is established for the media, the UE shall proceed as follows:

-
When a SIP session is terminated, the media authorization token is no longer valid and the UE shall not include it in future GPRS session management messages. The UE shall send a MODIFY PDP CONTEXT REQUEST message updating the binding information by deleting the media authorization token and the corresponding flow identifiers that are no longer valid. If a SIP session is terminated and no other SIP sessions are using the PDP context, the UE shall either update the binding information as described above or deactivate the PDP context.

-
The UE shall transparently pass the media authorization token received from the P-CSCF in a response to an INVITE request at originating setup or in the INVITE request at terminating setup to the GGSN. The UE shall signal it by inserting it within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message.

-
To identify to the GGSN which flow(s) (identified by m-lines within the SDP) that are transferred within a particular PDP context, the UE shall set the flow identifier(s) within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message. Detailed description of how the flow identifiers are constructed is provided in 3GPP TS 29.207 [12].

-
If the UE receives several media authorization tokens from the P-CSCF within the same SIP request or response, the first instance of the media authorization token shall be sent to the GGSN, and subsequent instances are discarded by the UE.

-
The UE shall not include the IM CN Subsystem Signalling Flag when a PDP context for media is established or modified.

The encoding of the media authorization token and the flow identifiers within the Traffic Flow Template IE is described in 3GPP TS 24.008 [8].
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