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	In TS 24.229, 

section 5.2.7.2 Mobile-originating case, it is stated that:
"The P-CSCF shall also include the access-network-charging-info parameter in the P-Charging-Vector header in the first request originated by the UE that traverses the P-CSCF, as soon as the charging information is available in the P-CSCF, e.g., after the local resource reservation is complete. Typically, this first request is an UPDATE request if the remote UA supports the "integration of resource management in SIP" extension or a re-INVITE request if the remote UA does not support the "integration of resource management in SIP" extension."

Section 5.2.7.3 Mobile-terminating case, it is stated that:
"The P-CSCF shall also include the access-network-charging-info parameter in the P-Charging-Vector header in the first request or response originated by the UE that traverses the P-CSCF, as soon as the charging information is available in the P-CSCF e.g., after the local resource reservation is complete. Typically, this first response is a 180 (Ringing) or 200 (OK) response if the remote UA supports the "integration of resource management in SIP" extension, or a re-INVITE request if the remote UA does not support the "integration of resource management in SIP" extension."

The messages at the P-CSCF where the access-network-charging-info is included are described depending on the support by the remote UE of the integration of resource management in SIP or not (i.e. the support of preconditions or not).

However, at the S-CSCF the messages where the access-network-charging-info is received when the remote UE does not support the integration of resource management in SIP (i.e. the preconditions are not supported) are missing.
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*** FIRST MODIFICATION ***

5.4.4
Call initiation

5.4.4.1
Initial INVITE

When the S-CSCF receives an INVITE request, either from the served user or destined to the served user, the S-CSCF may require the periodic refreshment of the session to avoid hung states in the S-CSCF. If the S-CSCF requires the session to be refreshed, it shall apply the procedures described in draft-ietf-sip-session-timer-12 [58] clause 8. 

NOTE:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it.

5.4.4.2
Subsequent requests

5.4.4.2.1
Mobile-originating case

When the S-CSCF receives any 1xx response, the S-CSCF shall store the value of the received term-ioi parameter received in the P-Charging-Vector header, if present. The term-ioi parameter identifies the sending network of the response message. The term-ioi parameter shall only be retained in the P-Charging-Vector header if the next hop is to an AS.

When the S-CSCF receives any 1xx or 2xx response, the S-CSCF shall insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS.

When the S-CSCF receives the UPDATE request containing the access-network-charging-info parameter in the P-Charging-Vector if the remote UA supports the "integration of resource management in SIP" (i.e. preconditions are supported) or the re-INVITE request  containing the access-network-charging-info parameter in the P-Charging-Vector if the remote UA does not support the "integration of resource management in SIP" (i.e. preconditions are not supported), the S-CSCF shall store the access-network-charging-info parameter from the P-Charging-Vector header. The S-CSCF shall retain access-network-charging-info parameter in the P-Charging-Vector header when the request is forwarded to an AS. However, the S-CSCF shall not include the access-network-charging-info parameter in the P-Charging-Vector header when the UPDATE request or the re-INVITE request is forwarded outside the home network of the S-CSCF.

When the S-CSCF receives any request or response (excluding ACK requests and CANCEL requests and responses) related to a mobile-originated dialog or standalone transaction, the S-CSCF may insert previously saved values into P-Charging-Vector and P-Charging-Function-Addresses headers before forwarding the message within the S-CSCF home network, including towards AS.
5.4.4.2.2
Mobile-terminating case

When the S-CSCF sends any 1xx response, the S-CSCF shall insert an term-ioi parameter in the P-Charging-Vector header of the outgoing response. The S-CSCF shall set the term-ioi parameter to a value that identifies the sending network of the response and the orig-ioi parameter is set to the previously received value of orig-ioi.

When the S-CSCF receives the any 1xx or 2xx response, the S-CSCF shall insert a P-Charging-Function-Addresses header populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS.

When the S-CSCF receives 180 (Ringing) or 200 (OK) (to INVITE) responses containing the access-network-charging-info parameter in the P-Charging-Vector if the remote UA supports the "integration of resource management in SIP" (i.e. the preconditions are supported) or the re-INVITE request  containing the access-network-charging-info parameter in the P-Charging-Vector if the remote UA does not support the "integration of resource management in SIP" (i.e. the preconditions are not supported), the S-CSCF shall store the access-network-charging-info parameter from the P-Charging-Vector header. The S-CSCF shall retain the access-network-charging-info parameter in the P-Charging-Vector header when the response is forwarded to an AS. However, the S-CSCF shall not include the access-network-charging-info parameter in the P-Charging-Vector header when the 180 (Ringing) or 200 (OK) (to INVITE) response or the re-INVITE request is forwarded outside the home network of the S-CSCF.

When the S-CSCF receives any request or response (excluding ACK requests and CANCEL requests and responses) related to a mobile-originated dialog or standalone transaction, the S-CSCF may insert previously saved values into P-Charging-Vector and P-Charging-Function-Addresses headers before forwarding the message within the S-CSCF home network, including towards AS.
*** END OF MODIFICATION ***
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