Page 1



3GPP TSG-CN1 Meeting #37
Tdoc N1-050215
Sydney, Australia, 14-18 February 2004
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	43.068
	CR
	36
	(

rev
	-
	(

Current version:
	6.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	EPRT Inter-PLMN Group Call notification for dispatchers

	
	

	Source:
(

	Nortel, Siemens

	
	

	Work item code:
(

	ASCI
	
	Date: (

	04/02/2005

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)



	
	

	Reason for change:
(

	During group call establishment where a dispatcher is receiving the call, it is necessary for that dispatcher to be able to distinguish between a VGCS call and a VBS call with the same Group Call Reference.

	
	

	Summary of change:
(

	Align group call identifiers used in notifications to dispatchers with those used between MSCs to initiate the call.

	
	

	Consequences if 
(

not approved:
	Dispatchers will not be able to adequately identify incoming VGCS calls or distinguish those calls from similar VBS calls. In certain application areas (e.g. railway use) this might give rise to a hazardous situation.

	
	

	Clauses affected:
(

	9.2, 11.3.1.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

9.2
Use of identities in the network

For each voice group call the identifications as defined in the following shall be used within the network for the related purpose mentioned.

For voice group call services which are to operate in more than one PLMN, group identities have to be co-ordinated between the network operators involved.
a)
Identities used for GCR requests for service subscriber originated voice group calls

In case of a service subscriber originated call, the identity of the call used by the MSC in which the call is originated to interrogate the GCR shall consist of the originating serving cell identity as defined in 3GPP TS 48.008 and the group ID as defined in subclause 9.1.

	Originating cell ID
	Group ID


A service subscriber initiating a voice group call has to call the wanted group ID. The MSC in which the call is originated shall accumulate from the BSS the called group ID and the originating cell ID.

If the group call area exceeds one MSC area, the identity used to interrogate the GCR by an MSC in which the call was not originated shall consist of the group call reference as defined in subclause 9.1.

If the group call area exceeds one MSC area and the call was originated in a relay MSC, this relay MSC will perform a second GCR interrogation when the anchor MSC sets up the link to the relay MSC (see subclause 11.5). The relay MSC shall use the group call reference as defined in subclause 9.1 as the identity for the second GCR interrogation.

b)
Identities used for GCR requests for dispatcher originated voice group calls

In case of dispatcher originated call the identity used by the MSC to interrogate the GCR shall consist of the group call reference as defined in subclause 9.1.

c)
Identities used for notifications to service subscribers
Identities used for notification messages shall consist of the group call reference as defined in subclause 9.1.

d)
Identities used by dispatchers for voice group call establishment

For dispatcher originated calls an MSISDN is dialled. The Country Code (CC) and National Destination Code (NDC) are used as normal for routing purposes. The CC and NDC may be omitted for internal calls. The numbering scheme is based on ITU‑T Recommendation E.164. The Subscriber Number (SN) is used to indicate:

-
the request of a group call by use of a prefix. The length of the prefix shall be 1 to 2 digits;

-
the wanted group call reference as defined in subclause 9.1.

	CC
	NDC
	Prefix
	Group call reference


e)
Identities used for VLR requests for service subscriber originated group calls

The group ID shall be used on the B-Interface for VLR requests.

f)
Anchor MSC address for routing of service subscriber originated calls from Relay MSC to anchor MSC

For service subscriber located in Relay MSCs originated calls an anchor MSC address is used as called party address to route the call to the anchor MSC. The anchor MSC address structure is the same as for dispatcher originated calls (see subclause d)) The Country Code (CC) and National Destination Code (NDC) are used as normal for routing purposes. The numbering scheme is based on ITU‑T Recommendation E.164. The Subscriber Number (SN) is used to indicate:

-
the request of a group call by use of a prefix. The length of the prefix shall be 1 to 2 digits; the actual value of the prefix may be different than the one dialled by dispatchers.

-
the wanted group call reference as defined in subclause 9.1.

	CC
	NDC
	Prefix
	Group call reference


g)
Identities used for notifications to dispatchers

Identities used for notification messages to dispatchers shall be identical to those used by dispatchers to initiate calls as described in subclause d). 

A notification identity is presented to a dispatcher terminal by making use of CLIP. Between the anchor MSC and MSC to which the dispatcher is attached, the information may be carried using the Calling Party Number parameter or Generic Number Parameter as agreed between the network operators. The Country Code (CC) and National Destination Code (NDC) are used as normal for routing purposes. The numbering scheme is based on ITU‑T Recommendation E.164. The Subscriber Number (SN) is used to indicate:

-
the indication of a group call by use of a prefix. The length of the prefix shall be 1 to 2 digits; the actual value of the prefix shall be the same as the one dialled by dispatchers

-
the group call reference as defined in subclause 9.1.

	CC
	NDC
	Prefix
	Group call reference


The Screening Indicator shall be set to “Network Provided”

The Type of Number shall be set to “International”

11.3.1.5
Called dispatchers

Dispatchers are connected into the voice group call as a standard point-to-point call.  The notification of the identity of the received group call shall be supplied in the Calling Line Identity, formatted according to sub-clause 9.2.
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