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5.2.8.1
P-CSCF-initiated call release

5.2.8.1.1
Cancellation of a session currently being established

Upon receipt of an indication that radio coverage is no longer available for a served user, for whom one ore more ongoing multimedia session are currently being established, the P-CSCF shall cancel the related dialogs by sending out a CANCEL request according to the procedures described in RFC 3261 [26].

NOTE:
P-CSCF will initiate call release only if all the resources associated with the session are lost. When the SDP of the session indicates further resources the session is not cancelled.
5.2.8.1.2
Release of an existing session

Upon receipt of an indication that the radio interface resources are no longer available for a served user, for whom one or more ongoing session exists, the P-CSCF shall release each of the related dialogs by applying the following steps:

NOTE:
P-CSCF will initiate call release only if all the resources associated with the session are lost. When the SDP of the session indicates further resources the session is not cancelled.
1)
if the P-CSCF serves the calling user of a session it shall generate a BYE request based on the information saved for the related dialog, including:

-
a Request-URI, set to the stored Contact header provided by the called user;

-
a To header, set to the To header value as received in the 200 (OK) response for the initial INVITE request;

-
a From header, set to the From header value as received in the initial INVITE request;

-
a Call-ID header, set to the Call-Id header value as received in the initial INVITE request;

-
a CSeq header, set to the CSeq value that was stored for the direction from the calling to the called user, incremented by one;

-
a Route header, set to the routeing information towards the called user as stored for the dialog;

-
further headers, based on local policy or the requested session release reason.

2)
If the P-CSCF serves the called user of a session it shall generate a BYE request based on the information saved for the related dialog, including:

-
a Request-URI, set to the stored Contact header provided by the calling user;

-
a To header, set to the From header value as received in the initial INVITE request;

-
a From header, set to the To header value as received in the 200 (OK) response for the initial INVITE request;

-
a Call-ID header, set to the Call-Id header value as received in the initial INVITE request;

-
a CSeq header, set to the CSeq value that was stored for the direction from the called to the calling user, incremented by one – if no CSeq value was stored for that session it shall generate and apply a random number within the valid range for CSeqs;

-
a Route header, set to the routeing information towards the calling user as stored for the dialog;

-
further headers, based on local policy or the requested session release reason.

3)
send the so generated BYE request towards the indicated user.

4)
upon receipt of the 2xx responses for the BYE request, shall delete all information related to the dialog and the related multimedia session.

5.2.8.1.3
Abnormal cases

Upon receipt of a request on a dialog for which the P-CSCF initiated session release, the P-CSCF shall terminate this received request and answer it with a 481 (Call/Transaction Does Not Exist) response.

5.2.8.1.4
Release of the existing dialogs due to registration expiration and deletion of the security association

If there are still active dialogs associated with the user after the security associations were deleted, the P-CSCF shall discard all information pertaining to these dialogs without performing any further SIP transactions with the peer entities of the P-CSCF.

NOTE:
At the same time, the P-CSCF will also indicate via the Gq interface that the session has terminated.
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