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	As stated in section 4.5.4 about Inter operator identifier, 
The MGCF takes responsibility for populating the orig-ioi parameter when a call/session is originated from the PSTN/PLMN. The MGCF takes responsibility for populating the term-ioi parameter when a call/session is terminated at the PSTN/PLMN.

As mentioned in TS 32.225 section 5.2.3 about CDR content, CDR generated by the MGCF can conditionally contain IOI identities (marked as "Co"), i.e. IOI identities should be present at the MGCF.

Co
This is a field that, if provisioned by the operator to be present, shall be included in the CDRs when the required conditions are met. In other words, a Co parameter that is configured to be present is a conditional parameter.
In order to avoid to send ioi parameters in many requests and responses, it is proposed to store it when received the first time:

For calls originated from the circuit-switched networks, the MGCF shall store the term-IOI when receiving a 1xx or 2xx response to an initial request for a dialog. 

For calls terminated in circuit-switched networks, the MGCF shall store the orig-IOI when receiving an initial request for a dialog.
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	In section 5.5.1, the terms "standalone transaction" are removed.

In section 5.5.3.1.1, the MGCF shall store the term-IOI when receiving a 1xx or 2xx response to an initial request for a dialog. 

In section 5.5.3.1.2, the MGCF shall store the orig-IOI when receiving an initial request for a dialog.
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*** FIRST MODIFICATION ***

5.5
Procedures at the MGCF

5.5.1
General

The MGCF, although acting as a UA, does not initiate any registration of its associated addresses. These are assumed to be known by peer-to-peer arrangements within the IM CN subsystem. Therefore table A.4/1 and dependencies on that major capability shall not apply.

The use of the Path and Service-Route headers shall not be supported by the MGCF.

When the MGCF sends any request or response related to a dialog, the MGCF may insert previously saved values into P-Charging-Vector and P-Charging-Function-Addresses headers before sending the message.
*** NEXT MODIFICATION ***

5.5.3.1.1
Calls originated from circuit-switched networks

When the MGCF receives an indication of an incoming call from a circuit-switched network, the MGCF shall:

-
generate and send an INVITE request to I-CSCF:

-
set the Request-URI to the "tel" format using an E.164 address;

-
set the Supported header to "100rel" (see RFC 3312 [30]);

-
include an P-Asserted-Identity header;

-
create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header; and

-
insert an orig-ioi parameter into the P-Charging-Vector header. The orig-ioi parameter shall be set to a value that identifies the sending network in which the MGCF resides and the term-ioi parameter shall not be included.
When the MGCF receives a 1xx or 2xx response to an initial request for a dialog, the MGCF shall store the value of the received term-ioi parameter received in the P-Charging-Vector header, if present. The term-ioi parameter identifies the sending network of the response message. 

*** NEXT MODIFICATION ***

5.5.3.1.2
Calls terminating in circuit-switched networks

When the MGCF receives an initial INVITE request with Supported header indicating "100rel", the MGCF shall:

-
store the value of the orig-ioi parameter received in the P-Charging-Vector header, if present. The orig-ioi parameter identifies the sending network of the request message. 

-
send 100 (Trying) response;

-
after a matching codec is found at the MGW, send 183 "Session Progress" response:

-
set the Require header to the value of "100rel";

-
store the values received in the P-Charging-Function-Addresses header;

-
store the value of the icid parameter received in the P-Charging-Vector header; and
-
insert a term-ioi parameter into the P-Charging-Vector header. The term-ioi parameter shall be set to a value that identifies the network in which the MGCF resides.

When the MGCF does not find an available matching codec at the MGW for the received initial INVITE request, the MGCF shall:

-
send 503 (Service Unavailable) response if the type of codec was acceptable but none were available; or

-
send 488 (Not Acceptable Here) response if the type of codec was not supported, and may include SDP in the message body to indicate the codecs supported by the MGCF/MGW.

*** END OF MODIFICATION ***
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