Page 1



3GPP TSG-CN1 Meeting #37
Tdoc N1-050343
Sydney, Australia, 14-18 February 2005
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	24.229
	CR
	834
	(

rev
	1
	(

Current version:
	6.5.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Corrections to the tables for ‘REGISTER’

	
	

	Source:
(

	Ericsson, Lucent

	
	

	Work item code:
(

	IMS2
	
	Date: (

	02/16/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)



	
	

	Reason for change:
(

	The tables for REGISTER are incorrect.



	
	

	Summary of change:
(

	The tables are corrected.

	
	

	Consequences if 
(

not approved:
	Incorrect interpretation of the tables may lead to misunderstandings and incorrect implementations.



	
	

	Clauses affected:
(

	A.2.1.4.12 and A.2.2.4.12

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

A.2.1.4.12
REGISTER method

Prerequisite A.5/18 - - REGISTER request

Table A.119: Supported headers within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 7.2.2
	c27
	c27
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7, [49]
	c2
	o
	[26] 20.7, [49]
	m
	c22

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	8
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	9
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	10
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	11
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	c3
	c3
	[26] 20.17
	m
	m

	16
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	m
	m

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	n/a
	n/a

	19
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	20
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	20A
	P-Access-Network-Info
	[52] 4.4
	c12
	c13
	[52] 4.4
	c12
	c14

	20B
	P-Charging-Function-Addresses
	[52] 4.5
	c17
	c18
	[52] 4.5
	c17
	c18

	20C
	P-Charging-Vector
	[52] 4.6
	c15
	c16
	[52] 4.6
	c15
	c16

	20D
	P-Visited-Network-ID
	[52] 4.3
	x (note 2)
	x
	[52] 4.3
	c10
	c11

	20E
	Path
	[35] 4
	c4
	c5
	[35] 4
	m
	c6

	20F
	Privacy
	[33] 4.2
	c9
	n/a
	[33] 4.2
	c9
	n/a

	21
	Proxy-Authorization
	[26] 20.28
	c8
	c8
	[26] 20.28
	n/a
	n/a

	22
	Proxy-Require
	[26] 20.29
	o
	o (note 1)
	[26] 20.29
	n/a
	n/a

	22A
	Reason
	[34A] 2
	c23
	c23
	[34A] 2
	c23
	c23

	22B
	Referred-By
	[59] 3
	c25
	c25
	[59] 3
	c26
	c26

	22C
	Request-Disposition
	[56B] 9.1
	c24
	c24
	[56B] 9.1
	n/a
	n/a

	23
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	24
	Route
	[26] 20.34
	o
	n/a
	[26] 20.34
	n/a
	n/a

	24A
	Security-Client
	[48] 2.3.1
	c19
	c20
	[48] 2.3.1
	n/a
	n/a

	24B
	Security-Verify
	[48] 2.3.1
	c20
	c20
	[48] 2.3.1
	c21
	n/a

	25
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c7
	c7

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c2:
IF A.4/8 THEN m ELSE n/a - - authentication between UA and registrar.

c3:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c4:
IF A.4/24 THEN o ELSE n/a - - session initiation protocol extension header field for registering non-adjacent contacts.

c5:
IF A.4/24 THEN x ELSE n/a - - session initiation protocol extension header field for registering non-adjacent contacts.

c6:
IF A.3/4 THEN m ELSE n/a. - - S-CSCF.

c7:
IF A.4/6 THEN m ELSE n/a - - timestamping of requests.

c8:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c9:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c10:
IF A.4/33 THEN o ELSE n/a - - the P-Visited-Network-ID extension.

c11:
IF A.4/33 THEN m ELSE n/a - - the P-Visited-Network-ID extension.

c12:
IF A.4/34 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c13:
IF A.4/34 AND (A.3/1 OR A.3/4) THEN o ELSE n/a - - the P-Access-Network-Info header extension and UE or S-CSCF.

c14:
IF A.4/34 AND (A.3/4 OR A.3/7A) THEN m ELSE n/a - - the P-Access-Network-Info header extension and S-CSCF or AS acting as terminating UA.

c15:
IF A.4/36 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c16:
IF A.4/36 OR A.3/4 THEN m ELSE n/a - - the P-Charging-Vector header extension (including S-CSCF as registrar).

c17:
IF A.4/35 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c18:
IF A.4/35 OR A.3/4 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension (including S-CSCF as registrar).

c19:
IF A.4/37 THEN o ELSE n/a - - security mechanism agreement for the session initiation protocol (note 3).

c20: 
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c21: 
IF A.4/37 AND A.4/2 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol and registrar.

c22:
IF A.3/4 THEN m ELSE n/a - - S-CSCF.

c23:
IF A.4/38 THEN o ELSE n/a - - the Reason header field for the session initiation protocol.

c24:
IF A.4/40 THEN o ELSE n/a - - caller preferences for the session initiation protocol.

c25:
IF A.4/43 THEN m ELSE n/a - - the SIP Referred-By mechanism.

c26:
IF A.4/43 THEN o ELSE n/a - - the SIP Referred-By mechanism.
c27:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

	NOTE 1:
No distinction has been made in these tables between first use of a request on a From/To/Call-ID combination, and the usage in a subsequent one. Therefore the use of "o" etc. above has been included from a viewpoint of first usage.

NOTE 2:
The strength of this requirement in RFC 3455 [52] is SHOULD NOT, rather than MUST NOT.

NOTE 3:
Support of this header in this method is dependent on the security mechanism and the security architecture which is implemented.



Prerequisite A.5/18 - - REGISTER request

Table A.120: Supported message bodies within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	




Table A.121: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response for all status-codes
Table A.122: Supported headers within the REGISTER response
	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	c8
	c8
	[26] 20.5
	m
	m

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	2
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	3
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	4
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	c1
	c1
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	11
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	11A
	P-Access-Network-Info
	[52] 4.4
	c3
	n/a
	[52] 4.4
	c3
	n/a

	11B
	P-Charging-Function-Addresses
	[52] 4.5
	c6
	c7
	[52] 4.5
	c6
	c7

	11C
	P-Charging-Vector
	[52] 4.6
	c4
	c5
	[52] 4.6
	c4
	c5

	11D
	Privacy
	[33] 4.2
	c2
	n/a
	[33] 4.2
	c2
	n/a

	11E
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	m
	m

	11F
	Server
	[26] 20.35
	o
	o
	[26] 20.35
	o
	o

	12
	Timestamp
	[26] 20.38
	c2
	c2
	[26] 20.38
	m
	m

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	o (note)
	o
	[26] 20.43
	o
	o

	c1:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c2:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c3:
IF A.4/34 THEN o ELSE n/a - - the P-Access-Network-Info header extension.

c4:
IF A.4/36 THEN o ELSE n/a - - the P-Charging-Vector header extension.

c5:
IF A.4/36 OR A.3/4 THEN m ELSE n/a - - the P-Charging-Vector header extension (including S-CSCF as registrar).

c6:
IF A.4/35 THEN o ELSE n/a - - the P-Charging-Function-Addresses header extension.

c7:
IF A.4/35 OR A.3/4 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension (including S-CSCF as registrar).
c8:
IF A.6/18 THEN m ELSE o - - 405 (Method Not Allowed)

	NOTE:
For a 488 (Not Acceptable Here) response, RFC 3261 [26] gives the status of this header as SHOULD  rather than OPTIONAL.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/102 - - Additional for 2xx response
Table A.123: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	
	[26] 20.1
	o
	

	1A
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	1B
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	
	
	
	
	
	
	
	

	2A
	Allow-Events
	[28] 7.2.2
	c12
	c12
	[28] 7.2.2
	c13
	c13

	3
	Authentication-Info
	[26] 20.6
	c6
	c6
	[26] 20.6
	c7
	c7

	5
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	5A
	P-Associated-URI
	[52] 4.1
	c8
	c9
	[52] 4.1
	c10
	c11

	6
	Path
	[35] 4
	c3
	c3
	[35] 4
	c4
	c4

	8
	Service-Route
	[38] 5
	c5
	c5
	[38] 5
	c5
	c5

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	m
	m

	c1:
IF (A.3/4 AND A.4/2) THEN m ELSE n/a. - - S-CSCF acting as registrar.

c2:
IF A.3/4 OR A.3/1THEN m ELSE n/a. - - S-CSCF or UE.

c3:
IF A.4/24 THEN m ELSE n/a - - session initiation protocol extension header field for registering non-adjacent contacts.

c4:
IF A.4/24 THEN o ELSE n/a - - session initiation protocol extension header field for registering non-adjacent contacts.

c5:
IF A.4/28 THEN m ELSE n/a - - session initiation protocol extension header field for service route discovery during registration.

c6:
IF A.4/8 THEN o ELSE n/a - - authentication between UA and registrar.

c7:
IF A.4/8 THEN m ELSE n/a - - authentication between UA and registrar.

c8:
IF A.4/2 AND A.4/31 THEN m ELSE n/a - - P-Assocated-URI header extension and registrar.

c9:
IF A.3/1 AND A.4/31 THEN m ELSE n/a - - P-Assocated-URI header extension and S-CSCF.

c10:
IF A.4/31 THEN o ELSE n/a - - P-Assocated-URI header extension.

c11:
IF A.4/31 AND A.3/1 THEN m ELSE n/a - - P-Assocated-URI header extension and UE. 

c12:
IF A.4/20 THEN o ELSE n/a - - SIP specific event notification extension.

c13:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/103 OR A.6/104 OR A.6/105 OR A.6/106 - - Additional for 3xx – 6xx response
Table A.123A: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Error-Info
	[26] 20.18
	o
	o
	[26] 20.18
	o
	o


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/103 OR A.6/35 - - Additional for 3xx or 485 (Ambiguous) response
Table A.124: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/14 - - Additional for 401 (Unauthorized) response
Table A.125: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	c1
	x
	[26] 20.27
	c1
	x

	6
	Security-Server
	[48] 2
	x
	x
	[48] 2
	n/a
	c2

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	m
	m

	c1:
IF A.5/8 THEN m ELSE n/a - - support of authentication between UA and UA.

c2:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/17 OR A.6/23 OR A.6/30 OR A.6/36 OR A.6/42 OR A.6/45 OR A.6/50 OR A.6/51 - - Additional for 404 (Not Found), 413 (Request Entity Too Large), 480(Temporarily not available), 486 (Busy Here), 500 (Internal Server Error), 503 (Service Unavailable), 600 (Busy Everywhere), 603 (Decline) response
Table A.126: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	Retry-After
	[26] 20.33
	o
	o
	[26] 20.33
	o
	o

	
	
	
	
	
	
	
	




Table A.127: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/20 - - Additional for 407 (Proxy Authentication Required) response
Table A.128: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	5
	Proxy-Authenticate
	[26] 20.27
	c1
	x
	[26] 20.27
	c1
	x

	
	
	
	
	
	
	
	

	9
	WWW-Authenticate
	[26] 20.44
	o
	o
	[26] 20.44
	o
	o

	c1:
IF A.5/8 THEN m ELSE n/a - - support of authentication between UA and UA.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/25 - - Additional for 415 (Unsupported Media Type) response
Table A.129: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o.1
	o.1
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o.1
	o.1
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o.1
	o.1
	[26] 20.3
	m
	m

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	o.1
At least one of these capabilities is supported.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/27 - - Additional for 420 (Bad Extension) response
Table A.130: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	m
	m


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/28 OR A.6/41A - - Additional for 421 (Extension Required), 494 (Security Agreement Required) response
Table A.130A: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	3
	Security-Server
	[48] 2
	c2
	c2
	[48] 2
	c1
	c1

	
	
	
	
	
	
	
	

	c1:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c2:

IF A.4/37 AND A.4/2 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol and registrar.


Prerequisite A.5/19 - - REGISTER response

Prerequisite: A.6/29 - - Additional for 423 (Interval Too Brief) response
Table A.131: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	5
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	m
	m

	
	
	
	
	
	
	
	




Table A.132: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.5/19 - - REGISTER response

Table A.133: Supported message bodies within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	


***   2nd change   ***

A.2.2.4.12
REGISTER method

Prerequisite A.163/18 - - REGISTER request

Table A.275: Supported headers within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	3A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	4
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7, [49]
	m
	m
	[26] 20.7, [49]
	i
	i

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c2
	c2

	8
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	9
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	10
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	11
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	16
	Expires
	[26] 20.19
	m
	m
	[26] 20.19
	i
	i

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	m
	m
	[26] 20.22
	m
	m

	19
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	20
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c3
	c3

	20A
	P-Access-Network-Info
	[52] 4.4
	c16
	c16
	[52] 4.4
	c17
	c17

	20B
	P-Charging-Function-Addresses
	[52] 4.5
	c14
	c14
	[52] 4.5
	c15
	c15

	20C
	P-Charging-Vector
	[52] 4.6
	c12
	c12
	[52] 4.6
	c13
	c13

	20D
	P-Visited-Network-ID
	[52] 4.3
	c10
	c10
	[52] 4.3
	c11
	c11

	20E
	Path
	[35] 4.2
	c6
	c6
	[35] 4.2
	c6
	c6

	20F
	Privacy
	[33] 4.2
	c8
	c8
	[33] 4.2
	c9
	c9

	21
	Proxy-Authorization
	[26] 20.28
	m
	m
	[26] 20.28
	c7
	c7

	22
	Proxy-Require
	[26] 20.29
	m
	m
	[26] 20.29
	m
	m

	22A
	Reason
	[34A] 2
	c19
	c19
	[34A] 2
	c20
	c20

	22B
	Referred-By
	[59] 3
	c22
	c22
	[59] 3
	c23
	c23

	22C
	Request-Disposition
	[56B] 9.1
	c21
	c21
	[56B] 9.1
	c21
	c21

	23
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c4
	c4

	24
	Route
	[26] 20.34
	m
	m
	[26] 20.34
	m
	m

	24A
	Security-Client
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	24B
	Security-Verify
	[48] 2.3.1
	x
	x
	[48] 2.3.1
	c18
	c18

	25
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	c5
	c5

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c3:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c4:
IF A.162/11 OR A.162/12 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.

c5:
IF A.162/16 THEN m ELSE i - - reading the contents of the Supported header before proxying the response.

c6:
IF A.162/29 THEN m ELSE n/a - - PATH header support.

c7:
IF A.162/8A THEN m ELSE i - - authentication between UA and proxy.

c8:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c9:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c10:
IF A.162/38 THEN m ELSE n/a - - the P-Visited-Network-ID header extension.

c11:
IF A.162/39 THEN m ELSE i - - reading, or deleting the P-Visited-Network-ID header before proxying the request or response.

c12:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c13:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c14:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c15:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c16:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c17:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c18:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c19:
IF A.162/48 THEN m ELSE n/a - - the Reason header field for the session initiation protocol.

c20:
IF A.162/48 THEN i ELSE n/a - - the Reason header field for the session initiation protocol.

c21:
IF A.162/50 THEN m ELSE n/a - - caller preferences for the session initiation protocol.

c22:
IF A.162/53 THEN i ELSE n/a - - the SIP Referred-By mechanism.

c23:
IF A.162/53 THEN m ELSE n/a - - the SIP Referred-By mechanism.

	NOTE:
c1 refers to the UA role major capability as this is the case of a proxy that also acts as a UA specifically for SUBSCRIBE and NOTIFY.


Prerequisite A.163/18 - - REGISTER request

Table A.276: Supported message bodies within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	




Table A.277: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/19 - - REGISTER response for all status-codes
Table A.278: Supported headers within the REGISTER response
	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	0A
	Allow
	[26] 20.5
	m
	m
	[26] 20.5
	i
	i

	1
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	1A
	Call-Info
	[26] 20.9
	m
	m
	[26] 20.9
	c2
	c2

	2
	Content-Disposition
	[26] 20.11
	m
	m
	[26] 20.11
	i
	i

	3
	Content-Encoding
	[26] 20.12
	m
	m
	[26] 20.12
	i
	i

	4
	Content-Language
	[26] 20.13
	m
	m
	[26] 20.13
	i
	i

	5
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	6
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	i
	i

	7
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	8
	Date
	[26] 20.17
	m
	m
	[26] 20.17
	m
	m

	9
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	10
	MIME-Version
	[26] 20.24
	m
	m
	[26] 20.24
	i
	i

	11
	Organization
	[26] 20.25
	m
	m
	[26] 20.25
	c1
	c1

	11A
	P-Access-Network-Info
	[52] 4.4
	c9
	c9
	[52] 4.4
	c10
	c10

	11B
	P-Charging-Function-Addresses
	[52] 4.5
	c7
	c7
	[52] 4.5
	c8
	c8

	11C
	P-Charging-Vector
	[52] 4.6
	c5
	c5
	[52] 4.6
	c6
	c6

	11D
	Privacy
	[33] 4.2
	c3
	c3
	[33] 4.2
	c4
	c4

	11E
	Require
	[26] 20.32
	m
	m
	[26] 20.32
	c11
	c11

	11F
	Server
	[26] 20.35
	m
	m
	[26] 20.35
	i
	i

	12
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	i
	i

	13
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	13A
	User-Agent
	[26] 20.41
	m
	m
	[26] 20.41
	i
	i

	14
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	15
	Warning
	[26] 20.43
	m
	m
	[26] 20.43
	i
	i

	c1:
IF A.162/19A OR A.162/19B THEN m ELSE i - - reading, adding or concatenating the Organization header.

c2:
IF A.162/19C OR A.162/19D THEN m ELSE i - - reading, adding or concatenating the Call-Info header.

c3:
IF A.162/31 THEN m ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).

c4:
IF A.162/31D OR A.162/31G THEN m ELSE IF A.162/31C THEN i ELSE n/a - - application of the privacy option "header" or application of the privacy option "id" or passing on of the Privacy header transparently.

c5:
IF A.162/45 THEN m ELSE n/a - - the P-Charging-Vector header extension.

c6:
IF A.162/46 THEN m ELSE IF A.162/45 THEN i ELSE n/a - - adding, deleting, reading or modifying the P-Charging-Vector header before proxying the request or response or the P-Charging-Vector header extension.

c7:
IF A.162/44 THEN m ELSE n/a - - the P-Charging-Function-Addresses header extension.

c8:
IF A.162/44A THEN m ELSE IF A.162/44 THEN i ELSE n/a - - adding, deleting or  reading the P-Charging-Function-Addresses header before proxying the request or response, or the P-Charging-Function-Addresses header extension.

c9:
IF A.162/43 THEN x ELSE IF A.162/41 THEN m ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c10:
IF A.162/43 THEN m ELSE IF A.162/41 THEN i ELSE n/a - - act as subsequent entity within trust network for access network information that can route outside the trust network, the P-Access-Network-Info header extension.

c11:
IF A.162/11 OR A.162/12 THEN m ELSE i - - reading the contents of the Require header before proxying the request or response or adding or modifying the contents of the Require header before proxying the request or response for methods other than REGISTER.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/102 - - Additional for 2xx response
Table A.279: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	1A
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	1B
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	
	
	
	
	
	
	
	

	2A
	Allow-Events
	[28] 7.2.2
	m
	m
	[28] 7.2.2
	c1
	c1

	3
	Authentication-Info
	[26] 20.6
	m
	m
	[26] 20.6
	i
	i

	5
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	i
	i

	5A
	P-Associated-URI
	[52] 4.1
	c8
	c8
	[52] 4.1
	c9
	c10

	6
	Path
	[35] 4.2
	c3
	c3
	[35] 4.2
	c4
	c4

	8
	Service-Route
	[38] 5
	c5
	c5
	[38] 5
	c6
	c7

	9
	Supported
	[26] 20.37
	m
	m
	[26] 20.37
	i
	i

	c1:
IF A.4/20 THEN m ELSE i - - SIP specific event notification extension.

c2: 
IF A.3/2 OR A.3/3A THEN m ELSE n/a - - P-CSCF or I-CSCF (THIG).

c3:
IF A.162/29 THEN m ELSE n/a - - Path extension support.

c4:
IF A.162/29 THEN i ELSE n/a - - Path extension support.

c5:
IF A.162/32 THEN m ELSE n/a - - Service-Route extension support. 

c6:
IF A.162/32 THEN i ELSE n/a - - Service-Route extension support. 

c7:
IF A.162/32 THEN (IF A.3/2 THEN m ELSE i) ELSE n/a - - Service-Route extension and P-CSCF.

c8:
IF A.162/36 THEN m ELSE n/a - - the P-Associated-URI extension.

c9:
IF A.162/36 THEN i ELSE n/a - - the P-Associated-URI extension.

c10:
IF A.162/36 AND A.3/2 THEN m ELSE IF A.162/36 AND A.3/3 THEN i ELSE n/a - - the P-Associated-URI extension and P-CSCF or I-CSCF.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/103 OR A.164/104 OR A.164/105 OR A.164/106 - - Additional for 3xx – 6xx response
Table A.171A: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Error-Info
	[26] 20.18
	m
	m
	[26] 20.18
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/103 OR A.164/35 - - Additional for 3xx or 485 (Ambiguous) response
Table A.280: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	3
	Contact
	[26] 20.10
	m
	m
	[26] 20.10
	c2
	c2

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	c2:
IF A.162/19E THEN m ELSE i - - deleting Contact headers.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/14 - - Additional for 401 (Unauthorized) response
Table A.281: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	4
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	6
	Security-Server
	[48] 2
	x
	c1
	[48] 2
	n/a
	n/a

	
	
	
	
	
	
	
	

	10
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/17 OR A.164/23 OR A.164/30 OR A.164/36 OR A.164/42 OR A.164/45 OR A.164/50 OR A.164/51 - - Additional for 404 (Not Found), 413 (Request Entity Too Large), 480(Temporarily not available), 486 (Busy Here), 500 (Internal Server Error), 503 (Service Unavailable), 600 (Busy Everywhere), 603 (Decline) response
Table A.282: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	6
	Retry-After
	[26] 20.33
	m
	m
	[26] 20.33
	i
	i

	
	
	
	
	
	
	
	




Table A.283: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/20 - - Additional for 407 (Proxy Authentication Required) response
Table A.284: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	5
	Proxy-Authenticate
	[26] 20.27
	m
	m
	[26] 20.27
	m
	m

	
	
	
	
	
	
	
	

	9
	WWW-Authenticate
	[26] 20.44
	m
	m
	[26] 20.44
	i
	i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/25 - - Additional for 415 (Unsupported Media Type) response
Table A.285: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	m
	m
	[26] 20.1
	i
	i

	2
	Accept-Encoding
	[26] 20.2
	m
	m
	[26] 20.2
	i
	i

	3
	Accept-Language
	[26] 20.3
	m
	m
	[26] 20.3
	i
	i

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/27 - - Additional for 420 (Bad Extension) response
Table A.286: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	8
	Unsupported
	[26] 20.40
	m
	m
	[26] 20.40
	c3
	c3

	c3:
IF A.162/17 THEN m ELSE.i


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/28 OR A.164/41A - - Additional for 421 (Extension Required), 494 (Security Agreement Required) response
Table A.286A: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	3
	Security-Server
	[48] 2
	c1
	c1
	[48] 2
	n/a
	n/a

	
	
	
	
	
	
	
	

	c1:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.


Prerequisite A.163/19 - - REGISTER response

Prerequisite: A.164/29 - - Additional for 423 (Interval Too Brief) response
Table A.287: Supported headers within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	5
	Min-Expires
	[26] 20.23
	m
	m
	[26] 20.23
	i
	i

	
	
	
	
	
	
	
	




Table A.288: Void
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


Prerequisite A.163/19 - - REGISTER response

Table A.289: Supported message bodies within the REGISTER response

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	
	
	
	
	
	
	





�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

