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*** First Modification ***

11.1.1
Functional Entities used for CAMEL

This subclause describes procedures for the retrieval of subscriber location and subscriber state information. Location Services is only supported in CAMEL Phase 3 and higher.
1)
The gsmSCF may request location information of a mobile station from the GMLC via Location Services. The operation of Location Services is described in 23.271[30]. Figure 11.1a indicates the functional entities involved in the procedures for the retrieval of location information via location services.

2)
The gsmSCF may request location information and/or subscriber state information of a mobile station from the HLR. Location information and/or subscriber state information may be requested either from the circuit switched or the packet switched domain.

… unchanged

*** Next Modification ***

11.3.3.1.2
Information Elements

The following information elements are required:

	Information element name
	Status
	Description

	GsmSCF Address
	M
	This IE indicates the address of the interrogating gsmSCF.

	Requested Info
	M
	This IE indicates the type of subscriber information being requested:

-
Location Information
-
Subscriber State

-
Current Location 
Current Location shall not be present if Location Information is not present in Requested Info.

	Subscriber Identity
	M
	This IE identifies the subscriber for which the information is requested. The identity shall be either:

-
IMSI, or

-
MSISDN.

	Requested Domain
	M
	This IE indicates for which domain the subscriber info is requested:

-
circuit switched domain

-
packet switched domain


*** Next Modification ***

11.3.4.1.2
Information Elements

The following information elements are required:
	Information element name
	Status
	Description

	Location Information
	C, E1
	This IE indicates the location of the served subscriber in the MSC/VLR. It shall be present only if requested by the gsmSCF.

	Location Information for GPRS
	C, E1
	This IE indicates the location of the served subscriber in the SGSN. The content is defined in the subclause 11.3.5.1. It shall be present only if requested by the gsmSCF.

	Subscriber State
	S, E2 
	This IE indicates the state of the MS in the CS domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
CAMELBusy: The VLR has indicated that the MS is engaged in a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The VLR has indicated that the state of the MS is neither “CAMELBusy” nor “NetworkDeterminedNotReachable”.

-
NotProvidedFromVLR: The VLR did not provide any information on subscriber state even though it was requested. 

	PS Domain Subscriber State
	S, E2
	This IE indicates the state of the MS in the PS Domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
Detached (see subclause 11.3.5.1).

-
CAMEL attached, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL attached, MS may be reachable for paging (see subclause 11.3.5.1).

-
CAMEL connected, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL connected, MS may be reachable for paging (see subclause 11.3.5.1).

-
Not provided from SGSN: The SGSN did not provide any information on subscriber state even though it was requested.

	CR editors note: The name of this IE is missing.
	C
	This IE indicates the PDP context information (see the table in subclause 11.3.5.1) for each PDP context which is active for the MS. It shall be present if the PS domain Subscriber State has the value "CAMEL connected"; otherwise it shall be absent.


Location Information is defined in 3GPP TS 23.018 [13]. The following differences apply:

	Information element name
	Status
	Description

	Service area ID
	C,E
	See 3GPP TS 23.018 [13].

	Cell ID
	C,E
	See 3GPP TS 23.018 [13].

	Location area ID
	C,E
	See 3GPP TS 23.003 [8].

	Selected LSA Identity
	C
	This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA Id with the highest priority it shall be present. See 3GPP TS 23.073 [19].

	Routeing area ID
	C
	See 3GPP TS 23.003 [8].

	SGSN number
	C
	See 3GPP TS 23.060 [16].


*** End of Document ***
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