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Reason for change:

The gsmSCF should indicate in the SRI for ICA whether it supports Long Forwarded-to Numbers. This allows the HLR to re-use existing functionality when dealing with SRI for ICA.




Summary of change:

Addition of Long FtN Supported parameter in SRI for ICA




Consequences if 

not approved:
The HLR will not know whether to send a normal FtN or a Long FtN.
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4.6.14.1.2
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Other comments:



**** First Modified Section ****
4.6.14.1
Send Routeing Info for ICA

4.6.14.1.1
Description

This IF is used to request information from the HLR to route a gsmSCF initiated call.

4.6.14.1.2
Information Elements

Send Routeing Info for ICA contains the following IEs:

Information element name
Required
Description

MSISDN
M
MSISDN of the called subscriber.

CUG interlock
O
For the definition of this IE, see 3GPP TS 23.085 [9].

CUG outgoing access
O
For the definition of this IE, see 3GPP TS 23.085 [9].

Alerting Pattern
O
This IE indicates the kind of Alerting Pattern to be applied.

Suppress CSI
O
This IE indicates that CSIs shall be suppressed.

Call Reference Number
M
This IE carries the Call Reference Number allocated for the call by the gsmSCF.

gsmSCF Address
M
This IE is the E.164 address of the gsmSCF.

Call Diversion Treatment Indicator
O
This IE indicates whether or not the call can be forwarded using the Call Forwarding Supplementary Service.

Suppress Incoming Call Barring
O
This IE indicates that Incoming Call Barrings shall be suppressed.

Basic Service Code
M
This IE indicates the basic service (i.e. bearer service or teleservice) required for the call.

Additional Signal Info
O
This IE carries the CLI information for the call.

Long FtN Supported
O
This IE indicates that the gsmSCF supports Long Forwarded to Numbers.

**** End of Document ****



CR page 1

