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**** First Modified Section ****
4.6.5.2
Cancel

4.6.5.2.1
Description

This IF is used by the gsmSCF to request the gsmSRF to cancel a correlated previous operation.

4.6.3.2.2
Information Elements

The following information elements are used:

	Information element name
	Required
	Description

	Invoke ID
	M
	This IE specifies the operation to be cancelled.



**** Next Modified Section ****
4.6.5.3
Connect To Resource

4.6.5.3.1
Description

This IF is used to connect a call from the gsmSSF to a gsmSRF.

4.6.5.3.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	Service Interaction Indicators Two
	O
	This IE indicates whether or not a bothway through connection is required between the call segment and the gsmSRF. The handling when this IE is not present is defined in ETSI EN 301 070-1 ([Error! Reference source not found.]).

	IP Routeing address
	O
	This IE indicates the routeing address to set up a connection towards the gsmSRF. If this IE is not present the call segment is connected to a predefined gsmSRF.



**** Next Modified Section ****
4.6.5.4
Play Announcement

4.6.5.4.1
Description

This IF is used for inband interaction. 

4.6.5.4.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	Information To Send
	M
	This IE indicates an announcement or a tone to be sent to the end user by the gsmSRF. This IE is described in subclause 4.6.3.3.

	Disconnect From IP Forbidden
	M
	This IE indicates whether or not the gsmSRF may be disconnected from the user when all information has been sent.

	Request Announcement Complete Notification
	M
	This IE indicates whether or not a Specialized Resource Report shall be sent to the gsmSCF when all information has been sent.

	Request Announcement Started Notification
	M
	This IE indicates whether or not a Specialized Resource Report shall be sent to the gsmSCF when the first announcement or tone starts.



**** Next Modified Section ****
4.6.5.5
Prompt And Collect User Information

4.6.5.5.1
Description

This IF is used to interact with a call party in order to collect information.

4.6.5.5.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	Collected Info
	M
	This IE is described in the next table. This IE is described in subclause 4.6.3.4.

	Information To Send
	O
	This IE indicates an announcement or a tone to be sent to the end user by the gsmSRF. This IE is described in subclause 4.6.3.3.

	Disconnect From IP Forbidden
	M
	This IE indicates whether the gsmSRF shall be disconnected from the user when all information has been sent.

	Request Announcement Started Notification
	M
	This IE indicates whether or not a Specialized Resource Report shall be sent to the gsmSCF when the first announcement or tone starts.



**** Next Modified Section ****
4.6.5.6
Reset Timer

4.6.5.6.1
Description

This IF is used to refresh a timer. 

4.6.5.6.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	Timer Value
	M
	This IE specifies the value to which the indicated timer shall be set.

	Timer ID
	O
	This IE indicates which timer shall be reset. It shall be set to ‘Tssf’.



**** Next Modified Section ****
4.6.6.4
Specialized Resource Report

4.6.6.4.1
Description

This IF is used in response to a PlayAnnouncement IF when the Request Announcement Complete Notification information element is set to TRUE in the requesting IF.
This IF is used in response to a Prompt and Collect User Information IF when the Request Announcement Started Notification information element is set to TRUE in the requesting IF.
4.6.6.4.2
Information Elements

The following information elements are required:

	Information element name
	Required
	Description

	All Announcements Complete
	E
	This IE indicates that all the announcements and tones are complete.

	First Announcement Started
	E
	This IE indicates that the first announcement or tone has started.
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