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x		Addition of Analyzed_Info DP

Analized_Info DP in O_BSCM should be added.

 Complete O-BCSM model is described below:



�EMBED Unknown���



CAMEL Detection Point:�DP Type�Description�Benchmark Services (Features) to require this DP��DP3 Analyzed_Info�TDP-R

�indication that the routing address and the nature of address is available�Credit card calling 

Freephone��Figure 1:  Originating Basic Call State Model for CAMEL









�x.1		TSG Project



�Terminal ���Radio��X� Core Network���System��



x.2		Linked Work Items

Work item of  "VHE (evolution points for CAMEL)" is linked with this work item.





x.3		Justification



Only "Collected_Info DP" is used for analyzing nembers in CAMEL. However "Analyzed_Info DP" is used for this purpose in ITU-T IN CS2.In order to align with ITU-T IN CS2, "Analyzed_Info DP" should be used.

It makes a number analysis with Analyzed_Info DP possible and it aligns ITU-T IN CS2.

The service to analyze specific number. For example, it is Freephone, specific number strings, and so on.



For second trigerring in N-CSI (e.g. Credit card calling as O-CSI and Freephone as N-CSI) or routing number trigerring (CF and Freephone number as FTN), Analyzed info DP is necessary.



x.4		Service Aspects

The example of the service, which uses Analyzed_Info DP, is shown.

For example, the number, which was changed in Collected_Info DP when servicing an Abbreviated Dialling sometimes, is the number of Freephone service.







x.5		MMI Aspects

For some WIs , this is relevant





x.6		Charging Aspects

Not relevant





x.7		Security Aspects

Not relevant





x.8		Impacts



Affects:�Terminal�Radio�CN�Others��Yes���x���No�x�x��x��Don't know������

 

x.9		Expected Output and Time scales 



Approval of WI:			CN TSG      (March 99)



Start of Report			CN TSG      (March 99)



Scope and first draft		CN TSG      (March 99)



Approval of deliverable by TSG	CN TSG      (May 99)





x.10		 Work Item rapporteurs

NEC Corporation



x.11		Supporting Companies



FUJITSU LIMITED

NIPPON TELECOMMUNICATIONS CONSULTING CO., LTD.

NIPPON TELEGRAPH AND TELEPHONE CORPORATION

NTT COMMUNICATION WARE CORPORATION

NTT Mobile Communications Network Inc

NTT Software Corporation

NEC Corporation



x.12		Responsible STC(s)



Primary Responsibility	CN TSG



Secondary Responsibility 	SA TSG





x.13		Others



None

� APPENDIX: The source in the following table is ITU-T IN CS2 COM 11-R 43.

It doesn't propose DP Criteria in the table to CAMEL by this WI. It attaches as the reference information to argue.

Table 4-6/Q.1224 � Originating DP Criteria���Originating DP��DP Criteria�OA�OAA�CI�AI�RSF�OCPB�ONA�OAns�OMC�OS�ORA�OD�OAb��Trigger Assigned�X�X�X�X�X�X�X�X�X�X�X�X�X��Class of Service�X�O�O�O�O�O�O�O�O�O�O�O�O��Specific Calling Party Number (NOTE 4)�X�O�O�O�O�O�O�O�O�O�O�O�O��Bearer Capability (NOTE 5)�X�O�O�O�O�O�O�O�O�O�O�O�O��Specific B-channel Identifier�O�O�O�O�O�O�O�O�O�O�O�O�O��Specific Digit String (Note 1)�-�-�X�X�O�O�O�O�O�O�O�O�O��Feature Code (Note 1)�-�-�X�X�O�O�O�O�O�O�O�O�O��Prefixes (Note 1)�-�-�X�X�O�O�O�O�O�O�O�O�O��Access Codes (Note 1)�-�-�X�X�O�O�O�O�O�O�O�O�O��Called Party Number (Note 1)�-�-�X�X�O�O�O�O�O�O�O�O�O��Specific abbreviated dialling string (Note 1)�-�-�-�X�O�O�O�O�O�O�O�O�O��Nature of Address�-�-�-�X�O�O�O�O�O�O�O�O�O��Feature Activation (Note 3)�-�-�-�X�X�X�X�X�X�X�X�X�X��Facility Information (Note 2)�-�-�-�X�-�-�-�X�X�-�-�-�-��Cause�-�-�-�-�X�X�-�-�-�-�-�X�X��X: Applicable�-: Not Applicable�O: Optional��

NOTE 1�� Same type of trigger requiring analysis of a specific number of received digits. The analysis can be based on the complete number of received digits or can be based on a predefined number of digits starting from the most significant digit of the received information.

NOTE 2�� A match on the Facility Information Element contained in a signalling message as defined in DSS�1 and ISUP.

NOTE 3�� In a local exchange only. The BCSM has to analyse (if facility is allowed, stored as Class of Service attribute) the received information and has to initiate an IN trigger if required. A feature activation/indication can be available at all DPs in the originating BCSM for a party served by an ISDN interface and can be available at the O_Mid_Call DP in the originating BCSM for a party served by a non-ISDN line. A feature activation/indication can be available at the T_No_Answer, T_Answer, T_Mid_Call, T_Suspended, T_Re_Answer, T_Disconnect and T_Abandon DPs in the �terminating BCSM for a party served by an ISDN interface and can be available at the T_Mid_Call DP in the terminating BCSM for a party served by a non-ISDN line.

NOTE 4�� The analysis should not be based on the complete calling party number, it shall be based on a predefined number of digits, starting from the most significant digit of the calling party number.

NOTE 5�� Interpretation of Bearer Capability as optional for all DPs other than Origination_Attempt needs further clarification (e.g. Origination_Attempt DP mandatory means Termination_Attempt DP mandatory). Further, B-channel selection does not appear as a DP-criteria in the table because specific selection of B-channel by the user id for further study: the network can override user selection of B-channel to be used.��
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