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Foreword








SMG#28 has approved the GSM 03.66 V2.0.0 under the reserve of prescribing certain modifications to be made in order to comply with the existing E.T.S.I GSM standards. This document contains the necessary changes to fulfil these requirements.





Annex A contains a proposal for a new structure of GSM 03.66 V2.0.0 (under the reference GSM 03.66 V7.0.0) which intends to provide for a unified approach for describing the “Technical Realization of Support of Mobile Number Portability”.





Annex B contains a proposal to make the necessary modifications in references, to harmonize the terms to be used in GSM 03.66 V7.0.0 and to carry out some minor changes to the text for the sake of clarity and better understanding. None of these changes should affect the text semantically.
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Reference to�03.66 V7.0.0�
Original text�
Proposed modification�
�
p8�
“interrogating network entity: the entity that submits a non-circuit related signalling message…”�
“interrogating network entity: the entity that submits a non-call related signalling message…”�
�
p9�
“SOR”�
OR should be defined here instead�
�
p10�
4.1 Overview�
The order of references should be changed to “Recipient network”, “Number range owner network”, “Donor network” and “Other networks in the portability cluster”.�
�
p10�
4.1 “c, if the number range owner network is different form the donor network�
“c, if the number range owner network is different form both the recipient and the donor network:”�
�
p11�
4.2 2nd sub-clause “interrogating network”�
The term “interrogating network” was previously used in the context of non-call related signalling messages, so here it should be replaced by “number range owner network”�
�
p11�
4.3 ITU-T 1996 SCCP recommendations�
Should be listed among normative references�
�
p13�
Figure 2 “see part 4” and “see part 3”�
Should be replaced by “see Normative Annex C and Normative Annex B”�
�
p36�
“as mentioned in section B.1.1”�
Should be erased�
�
p37-p42�
“3rd network”�
Should be replaced by “foreign network”�
�
p52�
C.1 1st line “regular SRI message”�
Should be replaced by “MAP SRI without OR parameter set”�
�
p54�
Figure C.2.1.1�
Should be moved before C.2.2 �
�
p54�
Figure C.2.1.1 “set:terminare”�
Should be replaced by “set:terminate”�
�



