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Reason for �change:��
Misalignment between 03.78 and 02.78 regarding dialled number string format.


GSM TS 02.78 in section 5.1 states:’ -	a list of up to 10 dialled number strings may be defined in the criteria. Each dialled number string may be in "unknown" or "international" format.’


However, 03.78 in section 5.1.2.2 states: ’ -	Destination number triggering criterion: The HLR may store a list of up to 10 destination numbers and/or up to 3 number lengths. There is no restriction on the nature of address or the numbering plan indicator.’
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�
5.1.2	Criteria


Criteria are the conditions that must be met in order for the gsmSSF to request instructions from the gsmSCF. 


5.1.2.1	Criteria for a terminating call


The criteria for a terminating call are checked in the HLR. The HLR may store a list of up to 5 basic service codes, each of which may represent an individual basic service or a basic service group. This list is a triggering list. The basic service criterion is met if the basic service for the call matches a stored individual basic service code or is a member of the group defined by a stored basic service group code. For the purpose of this paragraph a general bearer service is a member of the corresponding bearer  service group.


The HLR shall include the CAMEL subscription information in the subscriber data sent to the GMSC only if the triggering criteria are met.


5.1.2.2	Criteria for an originating call or a forwarded call


The criteria for an originating or forwarded call are checked in the originating or forwarding MSC.


NOTE:	In the case of a forwarded call, the HLR may decide not to include the CAMEL subscription information in the subscriber data sent to the GMSC if the triggering criteria are not met.


The following criteria are applicable for DP2 :


-	Destination number triggering criterion: The HLR may store a list of up to 10 destination numbers and/or up to 3 number lengths. The nature of address shall be one of the following:


unknown, or


international.�


	There is no restriction on the nature of address or the numbering plan indicator. This criterion may be defined to be either "enabling" or "inhibiting".


-	Basic service triggering criterion: The HLR may store a list of up to 5 basic service codes, each of which may represent an individual basic service or a basic service group. This list is a triggering list. 


-	Forwarding triggering criterion: The HLR may store an indicator that triggering shall occur only for a call which has been subject to GSM or CAMEL call forwarding. This criterion may be defined to be either "enabling" or "inhibiting".


One or more DP criteria may be applicable. All applicable triggering criteria must be satisfied before the dialogue is established with the gsmSCF.


If the destination number triggering criterion is enabling, then the gsmSSF may establish a dialogue with the gsmSCF if:


-	the destination number matches one of the destination number strings defined in the list, or


-	the length of the destination number matches one of  the destination number lengths defined in the list.


In this test the destination number matches one of the destination number strings in the list if:


-	the nature of address of destination number is the same as the nature of address of the destination number string


-	the destination number is at least as long as the destination number string in the list, and


-	all the digits in the destination number string in the list match the leading digits of the destination number.


If the destination number triggering criterion is inhibiting, then the gsmSSF may establish a dialogue with the gsmSCF if:

















