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Work item:�CAMEL ph2��

Source:�Siemens�Date: �22 December 98��

Subject:�Follow On Call��
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Reason for �change:��Currently using the same Called Party Number for following connection is prohibited. This is too restrictive and prohibits deployment of hunting services where the new call to the same number leads to connection to a different destination.

It is proposed to allow use of the same Called Party Number as network option.
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�GSM 03.78 version 6.2.0 Release 1997	38	TS 101 441 V6.2.0 (1998-11)

The ‘Destination number modified?’ diamond in the leftmost branch in the middle shall be preceded by triangle ‘Same number allowed?’ with ‘No’ exit to the ‘Destination number modified?’ diamond and ‘Yes’ exit to join the yes exit of ‘Destination number modified?’. 

�

Figure 12a: Procedure CAMEL_OCH_MSC1 (sheet 1)
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The ‘Destination number modified?’ diamond in the leftmost branch in the middle shall be preceded by triangle ‘Same number allowed?’ with ‘No’ exit to the ‘Destination number modified?’ diamond and ‘Yes’ exit to join the yes exit of ‘Destination number modified?’. 

�

Figure 13a: Procedure CAMEL_OCH_MSC2 (sheet 1)
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The ‘Destination number modified?’ diamond in the rightmost branch in the middle shall be preceded by triangle ‘Same number allowed?’ with ‘No’ exit to the ‘Destination number modified?’ diamond and ‘Yes’ exit to join the yes exit of ‘Destination number modified?’.

�

Figure 15a: Procedure CAMEL_OCH_MSC_DISC2 (sheet 1)
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The ‘Destination number modified?’ diamond in the leftmost branch in the middle shall be preceded by triangle ‘Same number allowed?’ with ‘No’ exit to the ‘Destination number modified?’ diamond and ‘Yes’ exit to join the yes exit of ‘Destination number modified?’.

�

Figure  28a: Procedure CAMEL_MT_GMSC_DISC4 (sheet  1)


















