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change:

 1.) When DP Busy, DP No Answer or DP Route Select Failure is encountered the call, for which Call Period, Tariff Switch time, and, potentially, e-values were sent to gsmSSF was not completed. Therefore all these values shall be discarded and ACR with call time = 0 shall be reported to gsmSCF.

For any Follow-On call, Connection to Ressource or Temporary Connection new parameters must be determined by gsmSCF and sent to gsmSSF, if required.

2.) According to stage 1 e-values shall be discarded and Tsw stopped at the end of every call period. However, procedure Handle_ACR does not discard the e-values.

3.) In states Monitoring, Waiting_for_end_Of_Temporary_Connection and Waiting_For_End_Of_User_Interaction at Tcp expiry, which marks the end of call period, the e-values shall be discarded and Tsw stopped. However, instead of calling the procedure Handle_ACR to do this, ACR is sent out, AC_pending set and delta measurement started. Therefore, these actions shall be replaced by call to procedure Handle_ACR.
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------------------------------------- ORIGINAL SDL --------------------------------------
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Process gsmSSF 18(23)
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Figure 43r: Process gsmSSF (sheet18)
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Procedure Handle_ACR 1(1)
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------------------------------------ ORIGINAL SDL ------------------------------------------
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Process gsmSSF 19(24)

Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF. 

Stop Delta

Handle_ACR

Stop Delta

Handle_ACR

Stop Delta

Handle_ACR

Monitoring

Int_DP_O_No_Answer,

Int_DP_T_No_Answer,

Int_DP_O_Busy,

Int_DP_T_Busy,

Int_DP_Route_Select_Failure

DP armed?

Handle_CIR

Perform implicit

disarming of DPs

Any remaining armed

EDPs or

outstanding report?

Terminate

Relationship

Control or

Monitor

Relationship

Int_Continue

Idle

Int_Continue

Monitoring

DP armed

as EDP-R?

CAP_Event_

_Report_BCSM

(Notify & Continue)

Handle_CIR

Perform implicit

disarming of DPs

For DP O/T Disconnect the DP

is only disarmed for the leg

for which the event was

received.

Handle_CIR

CAP_Event_

_Report_BCSM

(Interrupted)

Perform implicit

disarming of DPs

For DP O/T Disconnect the DP

is only disarmed for the leg

for which the event was

received.

Set Outstanding_

_Requests = 1

Set Tssf to default

non user interaction

Tssf timer value and

restart Tssf 

Waiting_For_

_Instructions

Yes

No

Yes

Yes

No

No


------------------------------------ MODIFIED SDL ------------------------------------------
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Procedure Handle_ACR 1(1)

AC pending=

true?

Stop Tcp

Tsw running?

Stop Tsw

Stop Tw If running

Start Delta

CAP_

Apply_Charging_

Report

AC pending:=

false

ACR sent:=

true

ACR sent:=

false

Yes

Yes

No

No
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[image: image5.emf]Invocation of gsmSSF in MO,
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Process gsmSSF 13(25)

Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF. 
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------------------------------------ MODIFIED SDL ------------------------------------------

[image: image6.emf]Invocation of gsmSSF in MO,
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Process gsmSSF 14(25)
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signals to/from the right are
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[image: image7.emf]Invocation of gsmSSF in MO,
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Process gsmSSF 13new(26)
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------------------------------------ MODIFIED SDL ------------------------------------------

[image: image8.emf]Invocation of gsmSSF in MO,
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Process gsmSSF 14new(26)
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