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2	Normative references


References may be made to:


a)	specific versions of publications (identified by date of publication, edition number, version number, etc.), in which case, subsequent revisions to the referenced document do not apply; or


b)	all versions up to and including the identified version (identified by "up to and including" before the version identity); or


c)	all versions subsequent to and including the identified version (identified by "onwards" following the version identity); or


d)	publications without mention of a specific version, in which case the latest version applies.


A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.


[1]	GSM 02.93 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Completion of Calls to Busy Subscriber (CCBS); Service description, Stage 1".


[2]	GSM 02.79 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Support of Optimal Routeing (SOR); Service definition (Stage 1)".


[3]	GSM 02.30 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Man-machine Interface (MMI) of the Mobile Station (MS) (Stage 1)".


[4]	GSM 02.90 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Stage 1 Decision of Unstructured Supplementary Service Data (USSD)".


[5]	GSM 02.97 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Multiple Subscriber Profile (MSP); Service definition (Stage 1)".


[6]	GSM 02.60 Release 1999: "Digital cellular telecommunication system (Phase 2+); "General Packed Radio Service (GPRS); Service definition (Stage 1)".


[7]	GSM 02.57 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Mobile Station Execution Environment (MExE); Service definition (Stage 1)".


 [8]	GSM 02.72 Release 1999: "Digital cellular telecommunication system (Phase 2+); "Call Deflection Service description (Stage1) "





12	Interactions with supplementary services


12.1	General


This subclause defines the interaction between GSM supplementary services and the CAMEL feature. However, it should be noted that the most effective way to control those service interactions is through managing the provisioning of services. Where possible, subscribers provisioned with services using the CAMEL feature shall not be provisioned with GSM services having an adverse interaction with the CAMEL based services. GSM supplementary services shall not have any knowledge of CAMEL based services.


In general, call independent supplementary service operations (registration, erasure, activation, deactivation and interrogation) are not modified by CAMEL. The exceptions to this for CAMEL phase 2 are the call forwarding services, described in subclause 12.3.1.

















12.10	Completion of Call to Busy Subscriber (CCBS)


See GSM 02.93 [1].


12.11	Multiple Subscriber Profile (MSP)


See GSM 02.97 [5].


12.12	Call Deflection


See GSM 02.72 [8].
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