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3
Categories and framework of supplementary services

3.1
Framework for the description of supplementary services

GSM 02.01 describes the principles of the Telecommunication services provided in a GSM PLMN. It also defines the concepts of Telecommunication services and describes their characterization by appropriate attributes. Bearer services and Teleservices, which are offered by a GSM PLMN in connection with other networks, are respectively defined in GSM 02.02 and 02.03. Besides these basic Telecommunication services, their enhancement or modification by supplementary services need also to be offered.

A supplementary service modifies or enhances a basic Telecommunication service and, hence, cannot be offered to a subscriber on a stand alone basis. It must be offered together with or in association with a basic Telecommunication service. The same supplementary service may be offered with a number of different Telecommunication services. For applicability of a Supplementary Service to a Telecommunication service refer to annex A.

Table 3.1/GSM 02.04 (identical to table 1/GSM 02.01 and to table 1 of CCITT Recommendation I.210) illustrates the description of Telecommunication services.

Table 3.1/GSM 02.04: Categorisation of Telecommunication services

TELECOMMUNICATION SERVICE

BEARER SERVICE
TELESERVICE

Basic Bearer
Service

Basic Bearer service + supplementary services
Basic Teleservice
Basic Teleservice + supplementary service

Provision and withdrawal of a supplementary service, with the exception of Closed User Group, shall apply to all basic services the subscriber subscribes to.

Registration, erasure, activation and deactivation of a supplementary service shall apply to one or more group of basic services. The groups of basic services are defined to avoid handling of many basic service codes.

An operation is effective on the basic services, within the basic service group, which have been provisioned and for which the supplementary service is applicable. The fact that a basic service is provisioned but is not supplied by the network shall not lead to reject the request. The request shall be accepted since there is one basic service within the group(s) which is provisioned and for which the supplementary service is applicable. For applicability of a Supplementary Service to a basic service or service group refer to annex A.



The basic service groups are define in table 3.2/GSM 02.04.

Table 3.2/GSM 02.04: List of basic service groups

Basic service group
Basic service (1) (2)

Number
name
number (2)
name

1
Speech
TS 11
Telephony



TS 12
Emergency call

2
Short message service
TS 21
Short message MT/PP



TS 22

TS 23
Short message MO/PP

Short message CB

3 ‑ 5
Not allocated



6
Facsimile services
TS 61
Alternate speech and facsimile group 3



TS 62
Automatic facsimile group 3

7
All Data circuit asynchronous
BS 20

General asynchronous bearer service



























8
All Data circuit synchronous
BS 30

General synchronous bearer service 


































































12
Voice group services
TS 91
Voice Group Call Service



TS 92
Voice Broadcast Service

13
All GPRS access
BS 70
GPRS bearer service

NOTE 1:
Basic services are defined in GSM 02.02 and 02.03.


NOTE 2:
TS: Teleservice
BS: Bearer service.

Annex A (normative):
Applicability of Supplementary Services to Telecommunication Services

Table A.1 gives the applicability of GSM Supplementary Services to telecommunication services.

Table A.1/GSM 02.04: Applicability of SSs to telecommunication services

SS
Telephony
Emergency Call
SMS 

PTP


SMS‑CB
Fax
cct Data
GPRS


Voice Group Services




TS11
TS12
TS21
TS22
TS 23
TS 6x
BS2x, BS3x
BS 70


TS 91
TS 92

eMLPP
Yes
Yes9



Yes
Yes



Yes
Yes

CD
Yes




Yes
Yes



Yes6
Yes6

CLIP
Yes




Yes
Yes



Yes
Yes

CLIR
Yes




Yes
Yes



Yes
Yes

COLP
Yes




Yes
Yes



Yes
Yes

COLR
Yes




Yes
Yes



Yes
Yes

CFU
Yes




Yes
Yes



Yes6
Yes6

CFB
Yes




Yes
Yes



Yes6
Yes6

CFNRy
Yes




Yes
Yes



Yes6
Yes6

CFNRc
Yes




Yes
Yes



Yes6
Yes6

CW1
Yes




Yes
Yes



Yes6
Yes6

HOLD2
Yes









Yes6
Yes6

MPTY
Yes









Yes6
Yes6

CUG
Yes




Yes
Yes



Yes6
Yes6

AoCI
Yes




Yes
Yes




Yes

AoCC
Yes




Yes
Yes




Yes

UUS
Yes




Yes
Yes



7
7

BAOC
Yes

Yes3
Yes

Yes
Yes



Yes6
Yes6

BOIC
Yes

Yes3
Yes

Yes
Yes



Yes6
Yes6

BOIC‑exHC
Yes

Yes3
Yes

Yes
Yes



Yes6
Yes6

BIC
Yes

Yes
Yes3

Yes
Yes



Yes6
Yes6

BIC‑Roam
Yes

Yes
Yes3

Yes
Yes



Yes6
Yes6

ECT
Yes









Yes6
Yes6

$CCBS$):
CCBS

Yes





Yes

Yes




Yes6

Yes6

$(SPNP)
SPNP

Yes


Yes5

Yes5


Yes

Yes






$(CNAP$)
CNAP

Yes


8

8







Yes3

Yes3

$(MSP$)
MSP

Yes


Yes

Yes


Yes

Yes




Yes

Yes















NOTE 1:
The applicability of Call Waiting refers to the telecommunication service of the active call and not of the waiting call. The incoming, waiting, call may be of any kind.

NOTE 2:
If the served mobile subscriber has a call on hold, she may set up another call using the same or a different telecommunication service.

NOTE 3:
The SS is applicable, but generally will not be invoked.

NOTE 4:
For the purposes of applicability of supplementary services, the Alternate speech/unrestricted data (BS61) and speech followed by data (BS81) belong to the BS‑group of the equivalent data service.

NOTE 5:
Both the SMS service centre and the mobile destination can be reached by PNP numbers.

NOTE 6:
The SS is only applicable for dispatchers. For service subscribers the service is not applicable. More detailed description see GSM 02.68 and GSM 02.69.

NOTE 7:
The interaction of VBS and VGCS with UUS is not defined yet in the protocol (GSM 04.68 and GSM 04.69).

NOTE 8:
Applicability of SMS PTP to CNAP is for further study. - $(CNAP)$

NOTE 9:
The network shall apply a specific or the default priority level to emergency calls. There is no possibility to change this priority by the subscriber.

Pre-emption of an on-going emergency call is not possible.






_986117667.doc
How to create a CR
Michael Sanders, PT SMG, (last updated 29/08/98)

1)
Open the CR cover sheet with MS word.


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. Ensure that you are using the latest version of the specification to make the change. The directory:



http://docbox.etsi.org/tech-org/smg/document/smg/specs/


contains the latest available versions of all releases of all GSM and UMTS specifications. Do a "save as" with a file name related to the tdoc number. If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct style sheet in your MS word style directory. For "new style" deliverables, the style sheet is ETSIW_70.dot and for old style deliverables, it is ETSIW_60.dot or ETSIW_61.dot. These can be download from the ETSI server at:



http://www.etsi.org/edithelp/newtempl.htm   and      http://www.etsi.org/edithelp/oldtempl.htm


4)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


5)
Switch to the window in MS word that contains you CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window and paste it in.


6)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


7)
When all the changes have been made (using the revision marking feature of MS Word), the headers and page number should be corrected. Do this by changing to page layout mode (view / page layout) to see the headers. If the pages of the CR show a normal specification header, go to step 8. If the headers contain text like "Error, no text of specified style in document" or "error, reference not found" you have a new style spec and so should correct the header. Go to the menu item "view / header and footer", select the frame that contains the error message and delete it. Do this for both error messages. Do not delete the page number. On the left side, write the text for example "GSM 11.11 version 7.0.0 1998-07". Go back to normal view.


8) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is a guide to the reader only and so they can be +/- 1 page number. Insert the page number using the following method. Go to the line following the first section break in you CR. choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


9)
When you have finished making all changes, turn off "Mark Revisions" otherwise the page numbers in the headers will be difficult to read.


Examples of expressions of prevision in ETSI specifications
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SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"
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