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1. Introduction

With the introduction of CPH in CAMEL Phase 3, it is essential to support the MidCall DP in the T-BCSM during T-Active. It is also proposed to remove the numbering of the DPs and instead use only the names, since several enumerations of DPs exist (i.e. Circuit Switched Calls,. SMS, GPRS).

3. Proposal

The following changes to draft 03.78 are proposed:

4.4.3.1
Description of T-BCSM

…
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Figure 5: T-BCSM in the GMSC / VMSC

In the following table the different DPs (in the T-BCSM) are described.

Table 2: Description of T-BCSM DPs in the GMSC / VMSC

CAMEL Detection Point:
DP Type
Description:


DP Terminating_Attempt_

_Authorised 
TDP-R

Indication that the T-CSI is analysed.


DP T_Busy
TDP-R, EDP-N, EDP-R
Indication that:

- a busy indication is received from the destination exchange,

- Busy event is determined in the visited MSC,

- Not reachable or call establishment failure event is determined from the HLR response or upon a cause IE in the ISUP release message.


DP T_No_Answer
TDP-R, EDP-N, EDP-R
Indication that an application timer associated with the T_No_Answer DP expires


DP T_Answer
EDP-N, EDP-R
Call is accepted and answered by terminating party


DP T_Mid_Call
EDP-N, EDP-R
A service / service feature request is received from the called party (DTMF).


DP T_Disconnect
EDP-N, EDP-R
A disconnect indication is received from the terminating party or from the originating party.


DP T_Abandon
EDP-N, EDP-R
A disconnect indication is received from the originating party during the call establishment procedure


NOTE:
The DPs are defined in ITU-T Q.1224 ([6]).

*** Next modified section ***

4.4.3.1.1.3
T_Active

Entry events:

-
Indication that the call is accepted and answered by the terminating party. (DP15 - T_Answer)

Functions:

-
Connection established between originating party and terminating party. Call supervision is being provided.

-
Call release is awaited.

Exit events:

-
A disconnection indication is received from the terminating party, or received from the originating party via the originating half BCSM. (DP17 - T_Disconnect)

· An exception condition is encountered. In addition to specific examples listed above, exception events include any type of failure that means that the normal exit events for a PIC can not be met.
-
A service / service feature request is received from the called party (DTMF). (DP T_Mid_Call).
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