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Reason for 
change:

Refer to 03.78 V6.3.0, Process gsmSSF, fig. 14 (23).

When Tcp expires, the gsmSSF may allow the call to proceed and only report ACR to the gsmSCF. The action to be taken by the gsmSSF (release the call or allow the call to proceed) is indicated in the previous AC operation from gsmSCF.

After the gsmSSF has sent ACR to the gsmSCF, the gsmSSF should check if the relationship with gsmSCF should be retained:

· If there is any outstanding report or armed EDP, then the relationship with gsmSCF shall be retained. The gsmSSF shall go to state MONITORING.

· If there are no outstanding reports nor armed EDPs, then the relationship with gsmSCF shall be terminated. The gsmSSF shall go to state IDLE.

At present, figure 14 of Process gsmSSF is at fault.
If after sending ACR to gsmSCF there are no outstanding reports nor armed EDPs, then the gsmSSF remains in state MONITORING. This should be state IDLE.


A check has been introduced in the SDL to rectify this error.

Clauses affected:
Sect 8, Process gsmSSF, fig 14 (23)
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Other 
comments:
Refer also to sect. 5.2 of 03.78 for DP Processing Rules.

*** First modified section ***
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Figure 43n: Process gsmSSF (sheet 14)
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Figure 43n: Process gsmSSF (sheet 24)
