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6.3
Data types

CAP-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) gsm-Network(1) modules(3)cap-datatypes(52) version2(1)}

--  This module contains the type definitions for the CAP v.2 data types.
DEFINITIONS IMPLICIT TAGS ::=

BEGIN


IMPORTS

--  CAP Classes

EXTENSION,


SupportedExtensions

FROM CAP-Classes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) gsm-Network(1) modules(3) cap‑classes(54) version2(1)}

--  This module contains the class definitions for CAP v.2.

-- CS1 Parameters



CallingPartysCategory,


HighLayerCompatibility,


Integer4,


InvokeID,


LegID,


MiscCallInfo,


MonitorMode,


RedirectionInformation,


ServiceKey

FROM CS1-DataTypes { ccitt(0) identified-organization(4) etsi(0) inDomain(1)

in-network(1) modules(0) cs1-datatypes(2) version1(0)}


BothwayThroughConnectionInd

FROM CS2-datatypes { ccitt(0) identified-organization(4) etsi(0) inDomain(1) 

in-network(1) CS2(20) modules(0) in-cs2-datatypes (0) version1(0)}


IMSI,


ISDN-AddressString,


Ext-BasicServiceCode,


NAEA-CIC

FROM MAP-CommonDataTypes { ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version4(4)}


LocationInformation,


SubscriberState

FROM MAP-MS-DataTypes { ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version4(4)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes { ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CH-DataTypes(13) version4(4)}

;

