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*** First modified section ***

9.1.5
Initial DP

9.1.5.1
Description

This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the gsmSCF.

9.1.5.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
Description

Additional Calling Party Number
-
C
C
The calling party number provided by the access signalling system of the calling user.

Bearer Capability
M
C
C
This IE indicates the type of the bearer capability connection to the user.

Called Party Number
-
M
M
This IE contains the number used to identify the called party in the forward direction.

Called Party BCD Number
M
-
-
This IE contains the number used to identify the called party in the forward direction.

Calling Party Number
M
C
C
This IE carries the calling party number to identify the calling party or the origin of the call.

Calling Partys Category
M
C
C
Indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Call Reference Number
M
M
M
This IE may be used by the gsmSCF for inclusion in a network optional gsmSCF call record.

For MO calls, the call reference number is set by the serving VMSC and included in the MO call record.

For MT calls, the call reference number is set by the GMSC and included on the RCF call record in the GMSC and on the MT call record in the terminating MSC.

For CF calls, the call reference number is set by the GMSC and included on the CF record in the forwarding MSC.

Event Type BCSM
M
M
M
This IE indicates the armed BCSM DP event (i.e., Collected_Info and Terminating_Attempt_Authorised), resulting in the Initial DP IF.

Ext-Basic Service Code
C
C
C
This IE indicates the type of basic service i.e., teleservice or bearer service.

High Layer Compatibility
C
C
C
This IE indicates the type of the high layer compatibility, which will be used to determine the ISDN-teleservice of a connected ISDN terminal.

IMSI
M
M
M
This IE identifies the mobile subscriber.

IP SSP Capabilities
C
C
C
This IE indicates which SRF resources are supported within the gsmSSF and are available. If this IE is absent, this indicates that no gsmSRF is attached and available.

Location Information
M
-
C
This IE is described in the next table.

Location Number
M
C
C
For mobile originated calls this IE represents the location of the calling party. For all other call scenarios this IE contains the location number received in incoming ISUP signalling.
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Information element name
MO
MF
MT
Description

MSC Address
M
M
M

This IE may be used together with the Call Reference Number by the gsmSCF for inclusion in a network optional gsmSCF call record.

For MO calls, the MSC Address carries the international E.164 address of the serving VMSC; it is included in the MO call record.

For MT calls, the MSC Address carries the international E.164 address of the interrogating GMSC; it is included in the RCF call record in the GMSC and in the MT call record in the terminating MSC.

For CF calls, the MSC Address carries the international E.164 address of the interrogating GMSC; it is  included on the CF record in the forwarding MSC.

FMSC Address
-
M
-
For call forwarded in the visited MSC, the "FMSC Address" is the E.164 address of the VMSC in the international format.
For call forwarded in the GMSC, the "FMSC Address" is the E.164 address of the GMSC in the international format.

NA Carrier Information
C
C
C
The content of this IE is described in the next table.

The IE may normally be sent when the VPLMN and the HPLMN of the subscriber are both North American.

For MO calls, this IE shall contain any carrier that was dialed by the calling subscriber. If no carrier was dialed, the IE shall contain the calling subscriber’s subscribed carrier.

For MT calls, the IE shall contain the carrier subscribed to by the called subscriber.For MF calls, the IE shall contain the carrier subscribed to by the forwarding subscriber.

Original Called Party ID
-
C
C
This IE carries the dialled digits if the call has met call forwarding on the route to the gsmSSF.

Redirecting Party ID
-
M
C
This IE indicates the directory number the call was redirected from.

Redirection Information
-
M
C
It contains forwarding related information, such as redirection counter.

Service Key
M
M
M
This IE identifies for the gsmSCF the requested set of one or more CAMEL services. It is used to address the correct application/SLP within the gsmSCF.

Subscriber State
-
-
C
This IE indicates the status of the MS. The states are:

-
CAMELBusy: The MS is engaged on a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-   Not provided from VLR.

Time And Timezone
M
M
M
This IE contains the time that the gsmSSF was triggered, and the time zone the gsmSSF resides in.

GSM Forwarding Pending
-
-
C
This parameter indicates that a forwarded-to-number was received and the call will be forwarded due to GSM supplementary service call forwarding in the GMSC.

M
Mandatory (The IE shall always be sent) 

C
Conditional (The IE shall be sent, if available)

-
Not applicable

Location Information contains the following information:

Information element name
MO
MF
MT
Description

Location Number
-
-
C
See GSM 03.18 [3].

CellIdOrLAI
M
-
C
See GSM 03.18 [3].

Geographical Information
C
-
C
See GSM 03.18 [3].

Age Of Location Information
M
-
C
See GSM 03.18 [3].

VLR number
M
-
C
See GSM 03.18 [3].

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if available)

-
Not applicable

NA Carrier Information contains the following information:

Information element name
MO
MF
MT
Description

NA Carrier Identification Code
M
M
M
This IE uniquely identifies a North American long distance carrier.

NA Carrier Selection Information
M
M
M
This IE indicates the way the carrier was selected e.g.:
– dialled
– subscribed

M
Mandatory (The IE shall always be sent)

