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17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version4 (4)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


-- handover types


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

O-BcsmCamelTDPCriteriaList,

SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


maxNumOfCamelTDPData,


CUG-Index,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,


-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


SubscriberState,


-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes

;

VlrCamelSubscriptionInfo ::= SEQUENCE {


o-CSI

[0] O-CSI
OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


...,


ss-CSI

[2]
SS-CSI
OPTIONAL,

o-BcsmCamelTDP-CriteriaList
[4] O-BcsmCamelTDPCriteriaList
OPTIONAL

}

SS-CSI ::= SEQUENCE {


ss-CamelData
SS-CamelData,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SS-CamelData  ::= SEQUENCE {


ss-EventList
SS-EventList,


gsmSCF-Address
ISDN-AddressString,


extensionContainer
[0] ExtensionContainer
OPTIONAL, 


...


}

SS-EventList  ::= SEQUENCE SIZE (1..maxNumOfCamelSSEvents) OF SS-Code


-- Actions for the following SS-Code values are defined in CAMEL Phase 2:


-- ect

SS-Code ::= '00110001'B


-- multiPTY
SS-Code ::= '01010001'B


-- cd

SS-Code ::= '00100100'B


-- all other SS codes shall be ignored

maxNumOfCamelSSEvents INTEGER ::= 10

O-CSI ::= SEQUENCE {


o-BcsmCamelTDPDataList
O-BcsmCamelTDPDataList,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


camelCapabilityHandling
[0] CamelCapabilityHandling
OPTIONAL


}

O-BcsmCamelTDPDataList ::= SEQUENCE SIZE (1..maxNumOfCamelTDPData) OF


O-BcsmCamelTDPData

maxNumOfCamelTDPData  INTEGER ::= 10

O-BcsmCamelTDPData ::= SEQUENCE {


o-BcsmTriggerDetectionPoint
O-BcsmTriggerDetectionPoint,


serviceKey
ServiceKey,


gsmSCF-Address
[0] ISDN-AddressString,


defaultCallHandling
[1] DefaultCallHandling,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...


}

ServiceKey ::= INTEGER (0..2147483647)

O-BcsmTriggerDetectionPoint ::= ENUMERATED {


collectedInfo (2),


... }

-- exception handling:

-- For O-BcsmCamelTDPData sequences containing this parameter with any

-- other value than the ones listed the receiver shall ignore the whole 

-- O-BcsmCamelTDPDatasequence.

O-BcsmCamelTDPCriteriaList ::= SEQUENCE SIZE (1..maxNumOfCamelTDPData) OF


O-BcsmCamelTDP-Criteria 
O-BcsmCamelTDP-Criteria ::= SEQUENCE {


o-BcsmTriggerDetectionPoint
O-BcsmTriggerDetectionPoint,


destinationNumberCriteria 
[0] DestinationNumberCriteria
OPTIONAL,

basicServiceCriteria
[1] BasicServiceCriteria
OPTIONAL,

callTypeCriteria
[2] CallTypeCriteria
OPTIONAL,


... }

DestinationNumberCriteria  ::= SEQUENCE {


matchType
[0] MatchType,


destinationNumberList 
[1] DestinationNumberList
OPTIONAL,

destinationNumberLengthList
[2] DestinationNumberLengthList
OPTIONAL,

... }

DestinationNumberList  ::= SEQUENCE SIZE
(1..maxNumOfCamelDestinationNumbers) OF ISDN-AddressString

-- The receiving entity shall not check the format of a number in

-- the dialled number list

DestinationNumberLengthList  ::= SEQUENCE SIZE (1..maxNumOfCamelDestinationNumberLengths) OF INTEGER(1..maxISDN-AddressLength)

BasicServiceCriteria   ::= SEQUENCE SIZE(1..maxNumOfCamelBasicServiceCriteria) OF


Ext-BasicServiceCode

maxNumOfCamelDestinationNumbers  INTEGER ::= 10

maxNumOfCamelDestinationNumberLengths  INTEGER ::= 3

maxNumOfCamelBasicServiceCriteria  INTEGER ::= 5

CallTypeCriteria       ::= ENUMERATED {


forwarded 
(0),

notForwarded
(1)}

MatchType       ::= ENUMERATED {


inhibiting 
(0),

enabling

(1)}

DefaultCallHandling ::= ENUMERATED {


continueCall (0) ,


releaseCall (1) ,


...}

-- exception handling:

-- reception of values in range 2-31 shall be treated as "continueCall"

-- reception of values greater than 31 shall be treated as "releaseCall"

CamelCapabilityHandling ::= INTEGER(1..16) 

-- value 1 = CAMEL phase 1,

-- value 2 = CAMEL phase 2:

-- reception of values greater than 2 shall be treated as CAMEL phase 2

17.7.3
Call handling data types

.$MAP-CH-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CH-DataTypes (13) version4 (4)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


SendRoutingInfoArg,


SendRoutingInfoRes,


ProvideRoamingNumberArg,


ProvideRoamingNumberRes,


ResumeCallHandlingArg,


ResumeCallHandlingRes,


NumberOfForwarding,


SuppressionOfAnnouncement,


CallReferenceNumber,


ProvideSIWFSNumberArg,


ProvideSIWFSNumberRes,


SIWFSSignallingModifyArg,


SIWFSSignallingModifyRes,


SetReportingStateArg,


SetReportingStateRes,


StatusReportArg,


StatusReportRes,


RemoteUserFreeArg,


RemoteUserFreeRes

;

IMPORTS


maxNumOfCamelTDPData,


SubscriberInfo,


ServiceKey,


DefaultCallHandling,


SupportedCamelPhases,


CamelCapabilityHandling,


BasicServiceCriteria,


CUG-Interlock,


O-CSI,


O-BcsmCamelTDPCriteriaList

FROM MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version4 (4)}


ForwardingOptions,


SS-List,


CCBS-Feature

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version4 (4)}


ISDN-AddressString,


ISDN-SubaddressString,


ExternalSignalInfo,


IMSI,


LMSI,


Ext-BasicServiceCode,


AlertingPattern,


NAEA-PreferredCI

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version4 (4)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version4 (4)}

;

GmscCamelSubscriptionInfo ::= SEQUENCE {


t-CSI

[0] T-CSI
OPTIONAL,


o-CSI

[1] O-CSI
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


o-BcsmCamelTDP-CriteriaList
[3] O-BcsmCamelTDPCriteriaList
OPTIONAL

}

ResumeCallHandlingArg ::= SEQUENCE {


callReferenceNumber
[0] CallReferenceNumber,


basicServiceGroup
[1] Ext-BasicServiceCode,


forwardingData
[2] ForwardingData,


imsi


[3] IMSI,


cug-CheckInfo
[4] CUG-CheckInfo
OPTIONAL,


o-CSI

[5] O-CSI
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


...,


ccbs-Possible
[8]
NULL

OPTIONAL,

o-BcsmCamelTDP-CriteriaList
[11] O-BcsmCamelTDPCriteriaList
OPTIONAL}
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