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4.5.4
Retrieval of routeing information

4.5.4.1
Retrieval of routeing information in the GMSC

The functional behaviour of the GMSC is specified in GSM 03.18 [3]. The procedures specific to CAMEL are specified in this subclause :

-
Procedure CAMEL_Set_ORA_Parameters

-
Procedure CAMEL_MT_GMSC_INIT

-
Procedure CAMEL_MT_GMSC_ANSWER

-
Procedure CAMEL_MT_GMSC_DISC1

-
Procedure CAMEL_MT_GMSC_DISC2

-
Procedure CAMEL_MT_GMSC_DISC4,

-
Procedure CAMEL_MT_GMSC_DISC5,

-
Procedure CAMEL_MT_GMSC_DISC6

-
Procedure CAMEL_MT_CTR,

-
Procedure CAMEL_MT_ETC

-
Procedure CAMEL_Start_TNRy,

-
Procedure CAMEL_Stop_TNRy.
-
Procedure CAMEL_MT_GMSC_Notify_CF

The procedure Send_ACM_If_Required is specified in GSM 03.18 [3].

The following paragraphs gives details on the behaviour of the GMSC in the procedure CAMEL_MT_GMSC_INIT.

****    NEXT MODIFIED SECTION    ****

4.5.4.1.10
Action of the GMSC in procedure CAMEL_MT_GMSC_Notify_CF

The Forwarding reason is taken from the Send Routeing Info ack (for early call forwarding) or the Resume Call Handling (for Optimal Routeing of Late Call Forwarding).

The Int_DP_T_No_Answer and Int_DP_T_Busy messages include a parameter to indicate that the call has encountered conditional call forwarding. The gsmSSF will transfer this parameter to the CAP_Event_Report_BCSM message which it sends to the gsmSCF.

****    NEXT MODIFIED SECTION    ****
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Figure 22bis: Procedure CAMEL_MT_GMSC_Notify_CF

****    NEXT MODIFIED SECTION    ****

4.5.7.2.3.4
Actions of the gsmSSF on receipt of Int_DP_T_Busy or Int_DP_T_No_Answer including the parameter CF (at the state Monitoring)

If the handling of Int_DP_T_Busy or Int_DP_T_No_Answer including the parameter CF leads to the gsmSSF sending a CAP_Event_Report_BCSM to the gsmSCF, the gsmSSF shall include the parameter Call Forwarded as the Event Specific Information BCSM.

****    NEXT MODIFIED SECTION    ****

4.5.5.1
Handling of mobile terminating calls in the terminating VMSC

The functional behaviour of the terminating VMSC is specified in GSM 03.18 [3]. 

Editor's Note:
the following is to be updated.

The only behaviour specific to CAMEL is:

-
the inclusion of the O-CSI parameter in the Perform Call Forwarding message sent to the process MT_CF_MSC if it was received in the Send Info For Incoming Call ack;

-
the requirement to suppress the connection of announcements or tones if the VLR includes the suppression of announcements parameter in the Send Info For Incoming Call negative response.

The procedures specific to CAMEL are specified in this subclause :

-
Procedure CAMEL_VLR_INIT

-
Procedure CAMEL_O_CSI_Check_VLR

-
Procedure CAMEL_T_CSI_Check_VLR

-
Procedure CAMEL_MT_VMSC_INIT
-
Procedure CAMEL_MT_VMSC_Notify_CF

4.5.5.1.1
Action of the VMSC in procedure CAMEL_MT_VMSC_Notify_CF

The Forwarding reason is taken from the Complete Call message from the VLR.

The Int_DP_T_No_Answer and Int_DP_T_Busy messages include a parameter to indicate that the call has encountered conditional call forwarding. The gsmSSF will transfer this parameter to the CAP_Event_Report_BCSM message which it sends to the gsmSCF.
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Figure 1: Procedure CAMEL_VLR_INIT (sheet 1) - old
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Figure 2: Procedure CAMEL_VLR_INIT (sheet 1) - new
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Figure 3: Procedure CAMEL_T_CSI_Check_VLR (sheet 1) – old
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Figure 4: Procedure CAMEL_T_CSI_Check_VLR (sheet 1) - new
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Figure 5: Procedure CAMEL_MT_VMSC_INIT (sheet 1) - old
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Figure 6: Procedure CAMEL_MT_VMSC_INIT (sheet 1) – new

[image: image1.emf]Procedure in the GMSC 

to notify the gsmSSF that

a call has encountered 

conditional call forwarding

Procedure CAMEL_MT_GMSC_Notify_CF 1(1)

Signals to/from the left are

to/from the originating MSC;

signals to/from the right are

to/from the gsmSSF

unless marked otherwise

Forwarding reason=

No subscriber reply

Forwarding reason=

Mobile subscriber 

not reachable

Forwarding reason=

Busy

Int_DP_

T_Busy(CF)

DP_T_CCF

Release

Int_DP_T_

Abandon

CF

cancelled

To proces

MT_CF_MSC

Release call

resources

Result:=

Fail

Int_

Continue

Result:=

Continue

Int_

Connect

Result:=

Reconnect

Int_Release_

Call

Release

CF

cancelled

To proces

MT_CF_MSC

Release call

resources

Result:=

Fail

Result:=

Continue

Int_DP_

T_No_Answer

(CF)

False

False

True

False

True

True

 Figure 5: Procedure CAMEL_MT_VMSC_INIT (sheet 3) - old
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Figure 5: Procedure CAMEL_MT_VMSC_INIT (sheet 3) - new
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Figure X: Procedure CAMEL_MT_VMSC_Notify_CF

