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6.2.2.1
GMSC does not support OR

If the GMSC does not support OR, it omits the 'or-capability' information element  from the SRI(B) request. The HLR will then send the 'OR NotSupported in GMSC' indicator within PRN to the VLR/VMSCB. VMSCB will not send RCH to the GMSC if the 'OR Not Supported in GMSC' indicator was received. Instead, the call will be forwarded at VMSCB.

9.7.1
Procedure Handle_ORLCF_VMSC

The procedure UUS_ICH_Handle_LCF is specific to UUS; it is specified in GSM 03.87 [10]. 
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Figure 12: Procedure Handle_ORLCF_VMSC

10.3.1
Provide Roaming Number

This message is specified in GSM 03.18 [6]. The following additional information elements are required:

Information element name
Required
Description

GMSC address
C
E.164 address of the GMSC. Shall be present if it was received by the HLR in the Send Routeing Info, otherwise shall be absent.

Call reference number
C
Call reference number used by the GMSC for this call. Shall be present if it was received by the HLR in the Send Routeing Info, otherwise shall be absent.

OR interrogation indicator
C
Indicates that the HLR received the corresponding Send Routeing Info from a GMSC not in the same PLMN as the HLR. Shall be present if the HLR received the Send Routeing Info from a GMSC not in the same PLMN as the HLR, otherwise shall be absent.

OR Not Supported in GMSC
C
Indicates that the GMSC does not support OR, and that RCH shall not be sent. Shall be present if the HLR received the Send Routeing Info from the GMSC without or-Capability information Element, otherwise shall be absent.
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