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1. Introduction

This contribution contain proposals for the following SDL procedures for the CAMEL/GPRS interworking:

· CAMEL_GPRS_Attach_Request (DP Attach)

· CAMEL_GPRS_Detach_Indication (DP Detach)

· CAMEL_GPRS_Routing_Area_Update (DP ChangeOfPosition)

· CAMEL_GPRS_SGSN_Context_Acknowledge (Closure of dialogue in oldSGSN)

2. Proposal

The following text is proposed to be included in the draft 23.078:

6.5 Procedures for CAMEL GPRS

The functional behaviour of the SGSN is specified in GSM 09.02 [4]. The procedures specific to CAMEL are specified in this subclause :


-
Procedure CAMEL_GPRS_Attach_Request,

-
Procedure CAMEL_GPRS_Detach_Indication,

· Procedure CAMEL_GPRS_Routeing_Area_Update

· Procedure CAMEL_GPRS_Context_Acknowledge

· Procedure CAMEL_GPRS_SGSN_Create_PDP_Context
· Procedure CAMEL_GPRS_Activate_PDP_Context
· Procedure CAMEL_GPRS_Deactivate_PDP_Context
· Procedure CAMEL_GPRS_exception_procedure
6.5.1
Actions of the SGSN on receipt of Int_Error

The SGSN checks the default GPRS Handling parameter in GPRS-CSI.

If the default GPRS handling is release, a Detach indication is sent to the MS. The SGSN then releases all resources and the invoked CAMEL procedure ends.

If the default GPRS handling is continue, the SGSN continues processing without CAMEL support.

6.5.2
Actions of the SGSN on receipt of Int_Continue

The SGSN continues processing without any modification of GPRS parameters.

6.5.3
Overall SDL Architecture
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Figure X.1 Architecture for CAMEL/GPRS interworking.

6.5.4 Handling of GPRS Attach/Detach
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Figure Y.1 Procedure CAMEL_GPRS_Attach_Request (sheet 1)
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Figure Y.2 Procedure CAMEL_GPRS_Attach_Request (sheet 2)
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Figure Y.3 Procedure CAMEL_GPRS_Detach_Indicaton

6.5.5 Handling of GPRS Routeing Area Update
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Figure Y.4 Procedure CAMEL_GPRS_Routeing_Area_Update (sheet 1)
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Figure Y.5 Procedure CAMEL_GPRS_Routeing_Area_Update (sheet 2)
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Figure Y.6 Procedure CAMEL_GPRS_Context_Acknowledge

6.5.6 Handling of PDP Context establishment and deactivation

To be completed

6.5.7 Description of the gprsSSF

To be completed
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