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****    NEXT MODIFIED SECTION    ****

4.4.5.2
gsmSCF Initiated Call

The O-BCSM for the gsmSCF initiated call to B (labelled "O(M-B)") is invoked on request of the gsmSCF. A control relationship with gsmSCF (1) is created.

When the gsmSCF wishes to originate a call, the gsmSCF establishes communication with the network using CAP signalling. It sends an InitiateCallAttempt operation which may contain the address of the called party. Afterwards the gsmSCF shall send a Continue operation to the MSC. The MSC constructs an ISUP IAM using the parameters received from the gsmSCF and sends it to the destination exchange.

NOTE:
The term ISUP is used to denote UNI or NNI signalling system used in a given network.




Figure 1: BCSM Scenario for gsmSCF Initiated Call

****    NEXT MODIFIED SECTION    ****

4.4.5.4
Call Forwarding at the GMSC / VMSC

The T-BCSM for the call from A to B (labelled "T(A-B)") is invoked if the B-party has an active T-CSI. A control  relationship with gsmSCF (1) will be created. Following processing at the GMSC the call will be extended to the VMSC serving the B-party. This VMSC may be physically integrated with the GMSC.

A new call leg to a "C" party is created if:

-
a GSM call forwarding supplementary service forwards the call to C. In this case O-BCSM O(B-C) is always invoked for the forwarding party if an O-CSI has been received by the GMSC from the HLR; or 

-
a CAMEL service in a control relationship with T(A-B) performs a CAMEL-based call forwarding by using a Connect information flow containing the forwarding  information. In this case O-BCSM O(B-C) is only invoked for the forwarding party if an O-CSI has been received by the GMSC from the HLR and " O-CSI Applicable" flag is contained in the Connect information flow.

A control relationship with gsmSCF (2) will be created.

The relationships with gsmSCF (1) and gsmSCF(2) may exist simultaneously. The two relationships are treated independently at the GMSC. The BCSM T(A-B) and BCSM O(B-C) are linked by an internal interface which is assumed to behave in a similar way to an ISUP interface.

The nodes gsmSCF (1) and gsmSCF (2) may be the same or different physical entities.




Figure 2: BCSM Scenario for Call Forwarding at the GMSC / VMSC
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