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change:

The reason for change is threefold:

(1) Currently there is misalignment in 03.78 between SLDs and Information Flows regarding the transmission of Call Reference Number. In SDLs no CRN is ever allocated. In Information Flows it is requested to be sent in Send Routing Info request and in Provide Roaming Number.

(2) In procedure CAMEL_Set_ORA_Parameters, test “gsmSSF invoked?” must be deleted.  This is to allow allocation of Call Reference Number.  To allow CRN delivery to VMSC even when there is no T-CSI for subscriber it shall be allocated by GMSC once for the call and sent in both SRI requests to HLR.

(3) In procedure CAMEL_CSI_Check_HLR:
- To align with 03.18 the results ‘T-CSI active’ and ‘T-CSI not active’ shall be changed to ‘CSI active’ and ‘CSI not active’ respectively.
- CAMEL_ T_CSI_ CHECK_HLR is wrongly shown as macro invocation and shall be changed to procedure call.
(3) Description of Call Reference Number IE in Send Routing Info is amended to fulfil the change in (2).
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Figure 1a: Procedure CAMEL_Set_ORA_Parameters (sheet 1)
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Figure 2a: Procedure CAMEL_CSI_Check_HLR (sheet 1)

9.12
GMSC to HLR information flows

9.12.1
Send Routeing Info

9.12.1.1
Description

This IF is described in GSM 03.18 [3] and is used to request information from the HLR to route an MT call.

9.12.1.2
Information Elements

Send Routeing Info contains the following CAMEL specific IE:

Information element name
Required
Description

Alerting Pattern
C
This IE indicates the kind of Alerting Pattern to be applied.

Suppression Of Announcement
C
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed. 
Shall be sent in the second interrogation if available, i.e., when it has been received from the gsmSCF.

Suppress T-CSI
C
This IE indicates that T-CSI shall be suppressed.
Shall always be sent in the second interrogation

Supported CAMEL Phases
M
This IE lists the supported CAMEL phases.

Call Reference Number
M
This IE carries the Call Reference Number allocated for the call by the GMSC.
Shall be allocated once per call and sent in both first and second interrogations.

GMSC Address
M
This IE is the E.164 address of the GMSC

C
Conditional (The IE shall be sent, if received from the gsmSCF or set by the gsmSSF)

M
Mandatory (The IE shall always be sent when the GMSC supports CAMEL)
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