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1. Introduction 

This contribution is intended to implement CAMEL phase3 stege2 (03.78 draft X.5.0) TDPs to stage3.

In stage3 document 09.78, Analyzed_Info_DP is not implemented yet. 
2. Proposal
Analyzed_Info_DP should be included in EventTypeBCSM as well as in the comment of EventTypeBCSM to clarify that it can only be used as TDP.

Also, analyzed_Info should be included in the explanation of parameters for RequestReportBCSMEvent procedure for CAMEL Phase3 stage3 DraftX.1.0.

*** First modified section ***

6
Abstract syntax of the CAP

6.3
Data types
--  Common Data Types
EventTypeBCSM





::= ENUMERATED {


collectedInfo





(2),

analyzedInfo





(3),


routeSelectFailure




(4),


oCalledPartyBusy




(5),


oNoAnswer






(6),


oAnswer







(7),

oDisconnect






(9),


oAbandon






(10),


termAttemptAuthorized



(12),


tBusy







(13),


tNoAnswer






(14),


tAnswer







(15),

tDisconnect






(17),


tAbandon






(18)


}

--  Values collectedInfo,analyzedInfo and termAttemptAuthorized can only be

--  used for TDPs.

*** Next modified section ***

9
Detailed operation procedures
9.25
RequestReportBCSMEvent procedure

9.25.1
General description

This operation is used to request the gsmSSF to monitor for a call-related event (e.g., BCSM events such as busy or no answer), then send a notification back to the gsmSCF when the event is detected.

9.25.1.1
Parameters

-
bcsmEvents:


This parameter specifies the event or events of which a report is requested.

-
eventTypeBCSM:


This parameter specifies the type of event of which a report is requested. Values collectedInfo, analyzedInfo and termAttemptAuthorized are not valid for the RequestReportBCSMEvent operation.

-
monitorMode:


This parameter indicates how the event should be reported. When the "monitorMode" is "interrupted", the event shall be reported as a request, if the "monitorMode" is "notifyAndContinue", the event shall be reported as a notification, if the "monitorMode" is "transparent", the event shall not be reported.

-
legID:


This parameter indicates the party in the call for which the event shall be reported. gsmSCF will use the option "sendingSideID" only.

-
sendingSideID:

If not included, the following defaults are assumed for LegID:

"legID" = 1 for the events O-Abandon and T-Abandon,

"legID" = 2 for the events RouteSelectFailure, O-Busy, O-NoAnswer, O‑Answer, , T-Busy, T-NoAnswer, and T-Answer.

The "legID" parameter shall always be included for the events O‑Disconnect and T-Disconnect.

-
dPSpecificCriteria:

This parameter indicates information specific to the DP to be armed.

-
applicationTimer:

This parameter indicates the NoAnswer timer value for the NoAnswer event. If the user does
not answer the call within the allotted time the gsmSSF reports the event to the gsmSCF. The timer shall be shorter than the network NoAnswer timer.

