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8.5
Handling of forwarded calls

The handling of forwarded calls in the GMSC or the terminating VMSC is specified in GSM 03.18 [3]. The procedures specific to CAMEL are specified in this subclause.

-
Procedure CAMEL_Check_ORLCF_VMSC

-
Procedure CAMEL_CF_MSC_INIT,

-
Procedure CAMEL_CF_MSC_ANSWER

-
Procedure CAMEL_CF_ETC,

-
Procedure CAMEL_CF_CTR.

A mobile terminated call can be forwarded either in the GMSC (indicated by provision of Forwarded-To-Number from HLR or gsmSCF) or in the MSC (indicated by provisioning of Forwarded-To-Number from VLR).

8.5.1
Procedure CAMEL_CF_MSC_INIT : handling of Int_Connect 

The received parameters are used to overwrite the corresponding ISUP parameters (for mapping see GSM 09.78 [5]. Call parameters which are not included in the Int_Connect message are unchanged.

An a network operator option, loop prevention mechanisms may cause the redirection information to be ignored or modified (e.g., if the Redirection counter has been decreased).

Signalling limitations or regulatory requirements may require the Calling Partys Category, Generic Number, Original Called Party Number and Redirecting Party ID to be ignored or modified.

The network signalling system shall indicate that this is an internal network number.

8.5.2
Action of the GMSC in procedure CAMEL_CF_ETC

In procedure CAMEL_CF_ETC (sheet 2) the GMSC or terminating VMSC will remain in the Wait_For_Assiting_Answer state until it receives an ISUP Answer Message (ANM) or timeout occurs. This is to ensure that a call record is always generated for every successful establishment of a temporary connection to a gsmSRF, especially in the case where the connection is between PLMNs.

NOTE:
This means that it may not be possible to access an SRF which does not generate an ISUP Answer Message (ANM).


Figure xy Procedure CAMEL_Check_ORLCF_VMSC 

Editorial Note: When combining this CR with CR 23.078-021 on Removal of TDP-Criteria from RCH, two decision boxes on triggering criteria must follow immediately after the ‘O-CSI present’ decision box and before any decision boxes on CAMEL Capability and CAMEL Phase in combined procedure. The ‘Yes’ exit from ‘Triggering Criteria Satisfied’?’ box shall go to the ‘CAMEL Capability Handling In O-CSI?’ box. 

9.9.4
Provide Roaming Number

9.9.4.1
Description

This IF is specified in GSM 03.18 [3] and used by the HLR to request a roaming number from the VLR.

9.9.4.2
Information Elements

Provide Roaming Number contains the following CAMEL specific IE:

Information element name
Required
Description

Suppression Of Announcements
C
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

Call Reference Number
C
This IE carries the Call Reference Number provided by the GMSC in the Send Routeing Info IF.

GMSC Address
M
This IE is the E.164 address of the GMSC

Alerting Pattern
C
This IE indicates the kind of Alerting Pattern to be applied.

GMSC CAMEL Phases
C
This IE indicates the CAMEL Phases supported in the GMSC.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent, if received from the GMSC in the Send Routeing Info)

Capability. Handling in�GMSC Phases?





No





Yes





Result := CAMEL-ORLCF





Procedure CAMEL_Check_ORLCF_VMSC





Yes





Yes





Yes





No





No





No





Result := ORLCF





Result := VMSCCF





GMSC CAMEL Phases Present?





CAMEL�Capability Handling�in O-CSI?





O-CSI present?
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