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Other 
comments:
At the GMSC when the gsmSSF notifies the late call forwarding to the gsmSCF relative to T-CSI (CAMEL_MT_GSMC_Notify_CF procedure), the gsmSSF may replies with a CONNECT operation and in this case the activation of CF (Activate_CF_Process procedure) shall not be done.

Due to this fact, the dialogue relative to O-CSI shall be open (if any) after the notification of the call forwarding.

So the proposal consists of calling the CAMEL_MT_GMSC_Notify_CF procedure just before the activation of  the late CF and not after.
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****    NEXT MODIFIED SECTION    ****

9.4.2
Procedure OR_Handle_RCH

Sheet 1: the procedure Activate_CF_Process is specified in GSM 03.18 [6].

Sheet 1: if the GMSC interrogates the HLR for a Forwarded-to number, the Routeing address is the Forwarded-to number received in the Send Routeing Info ack; otherwise the Routeing address is the Forwarded-to number received in the Resume Call Handling

Sheet 1: the procedure CAMEL_MT_GMSC_Notify_CF is specific to CAMEL phase 2; it is specified in GSM 03.78 for CAMEL Phase 2 [8]. If the GMSC does not support CAMEL, processing continues from the "Continue" exit of the test "Result".

Sheet 2: the task "Destination address:=FTN" is executed only if the GMSC supports optimal routeing of basic mobile-to-mobile calls.

Sheet 2: the process MT_CF_MSC is specified in GSM 03.18 [6].

Sheet 2: the procedure UUS_GMSC_Check_Forwarding is specific to UUS; it is specified in GSM 03.87 [10].


Sheet 2: the called party address sent in the IAM to the process MT_CF_MSC is the Forwarded-to number received in the Perform Call Forwarding ack.


Figure 7a: Procedure OR_Handle_RCH (sheet 1) old
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Figure 7a: Procedure OR_Handle_RCH (sheet 1) new


Figure 7b: Procedure OR_Handle_RCH (sheet 2)
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Figure 7b: Procedure OR_Handle_RCH (sheet 2)
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 Figure 7a: Procedure OR_Handle_RCH (new sheet 2)
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Please ensure that any changes proposed adhere to the following rules:







SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"
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