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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

· A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.

· For this Release 1998 document, references to GSM documents are for Release 1998 versions (version 7.x.y).

[1]
GSM 01.04: "Digital cellular telecommunications system (Phase 2+); Abbreviations and acronyms".

....
[xxx]
TS ab.cde: "3GPP; Technical Specification Group Core Network; Super-Charger Service Description; Stage 2."
....
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7.6
Definition of parameters

Following is an alphabetic list of parameters used in the common MAP-services in subclause 7.3:

Application context name
7.3.1
Refuse reason
7.3.1

Destination address
7.3.1
Release method
7.3.2

Destination reference
7.3.1
Responding address
7.3.1

Diagnostic information
7.3.4
Result
7.3.1

Originating address
7.3.1
Source
7.3.5

Originating reference
7.3.1
Specific information
7.3.1/7.3.2/7.3.4

Problem diagnostic
7.3.6
User reason
7.3.4

Provider reason
7.3.5



Following is an alphabetic list of parameters contained in this clause:

Absent Subscriber Diagnostic SM
7.6.8.9
Invoke Id
7.6.1.1

Access connection status
7.6.9.3
ISDN Bearer Capability
7.6.3.41

Access signalling information
7.6.9.5
Kc
7.6.7.4

Additional Absent Subscriber Diagnostic SM
7.6.8.12
Linked Id
7.6.1.2

Additional number
7.6.2.46
LMSI
7.6.2.16

Additional signal info

Additional SM Delivery Outcome
Age Indicator
7.6.9.10

7.6.8.11
7.6.3.x
Location Information
7.6.2.30

Alert Reason
7.6.8.8
Location update type
7.6.9.6

Alert Reason Indicator
7.6.8.10
Lower Layer Compatibility

LSA Information

LSA Information Withdraw
7.6.3.42

7.6.3.56

7.6.3.58

Alerting Pattern
7.6.3.44
Mobile Not Reachable Reason
7.6.3.51

All GPRS Data
7.6.3.53
More Messages To Send
7.6.8.7

All Information Sent
7.6.1.5
MS ISDN
7.6.2.17

APN
7.6.2.42
MSC number
7.6.2.11

Authentication set list
7.6.7.1
MSIsdn-Alert
7.6.2.29

B-subscriber Address
7.6.2.36
MWD status
7.6.8.3

B subscriber Number
7.6.2.48
Network Access Mode
7.6.3.50

B subscriber subaddress
7.6.2.49
Network node number
7.6.2.43

Basic Service Group
7.6.4.40
Network resources
7.6.10.1

Bearer service
7.6.4.38
Network signal information
7.6.9.8

BSS-apdu
7.6.9.1
New password
7.6.4.20

Call barring feature
7.6.4.19
No reply condition timer
7.6.4.7

Call barring information
7.6.4.18
North American Equal Access

preferred Carrier Id
7.6.2.34

Call Direction
7.6.5.8
Number Portability Status
7.6.5.14

Call Info
7.6.9.9
ODB General Data
7.6.3.9

Call reference
7.6.5.1
ODB HPLMN Specific Data
7.6.3.10

Called number
7.6.2.24
OMC Id
7.6.2.18

Calling number
7.6.2.25
Originally dialled number
7.6.2.26

CAMEL Subscription Info Withdraw
7.6.3.38



Cancellation Type
7.6.3.52
Originating entity number
7.6.2.10

Category
7.6.3.1
Override Category
7.6.4.4

CCBS Feature
7.6.5.8
P-TMSI
7.6.2.47

Channel Type
7.6.5.9
PDP-Address
7.6.2.45

Chosen Channel
7.6.5.10
PDP-Context identifier
7.6.3.55

Ciphering mode
7.6.7.7
PDP-Type
7.6.2.44

Cksn
7.6.7.5
Previous location area Id
7.6.2.4

CLI Restriction
7.6.4.5
Protocol Id
7.6.9.7

CM service type
7.6.9.2
Provider error
7.6.1.3

Complete Data List Included
7.6.3.54



CUG feature
7.6.3.26
QoS-Subscribed
7.6.3.47

CUG index
7.6.3.25
Rand
7.6.7.2

CUG info
7.6.3.22
Regional Subscription Data
7.6.3.11

CUG interlock
7.6.3.24
Regional Subscription Response
7.6.3.12

CUG Outgoing Access indicator
7.6.3.8
Requested Info
7.6.3.31

CUG subscription
7.6.3.23
Roaming number
7.6.2.19

CUG Subscription Flag
7.6.3.37
Roaming Restricted In SGSN Due To Unsupported Feature
7.6.3.49

Current location area Id
7.6.2.6
Roaming Restriction Due To Unsupported Feature
7.6.3.13

Current password
7.6.4.21
Service centre address
7.6.2.27

eMLPP Information
7.6.4.41
Serving Cell Id
7.6.2.37

Equipment status
7.6.3.2
SGSN address
7.6.2.39

Extensible Basic Service Group
7.6.3.5
SGSN number
7.6.2.38

Extensible Bearer service
7.6.3.3
SIWF Number

SoLSA Support Indicator
7.6.2.35

7.6.3.57

Extensible Call barring feature
7.6.3.21
SM Delivery Outcome
7.6.8.6

Extensible Call barring information
7.6.3.20
SM-RP-DA
7.6.8.1

Extensible Forwarding feature
7.6.3.16
SM-RP-MTI
7.6.8.16

Extensible Forwarding info
7.6.3.15
SM-RP-OA
7.6.8.2

Extensible Forwarding Options
7.6.3.18
SM-RP-PRI
7.6.8.5

Extensible No reply condition timer
7.6.3.19
SM-RP-SMEA
7.6.8.17

Extensible SS-Data
7.6.3.29
SM-RP-UI
7.6.8.4

Extensible SS-Info
7.6.3.14
Sres
7.6.7.3

Extensible SS-Status
7.6.3.17
SS-Code
7.6.4.1

Extensible Teleservice
7.6.3.4
SS-Data
7.6.4.3

External Signal Information
7.6.9.4
SS-Event
7.6.4.42

Forwarded-to number
7.6.2.22
SS-Event-Data
7.6.4.43

Forwarded-to subaddress
7.6.2.23
SS-Info
7.6.4.24

Forwarding feature
7.6.4.16
SS-Status
7.6.4.2

Forwarding information
7.6.4.15
Stored location area Id
7.6.2.5

Forwarding Options
7.6.4.6
Subscriber State
7.6.3.30

GGSN address
7.6.2.40
Subscriber Status
Super-Charging Support Indicator
Support of Super-Charging
7.6.3.7
7.6.3.x
7.6.3.x

GGSN number
7.6.2.41
Supported CAMEL Phases
7.6.3.36

GMSC CAMEL Subscription Info
7.6.3.34
Suppress T-CSI
7.6.3.33

GPRS Node Indicator
7.6.8.14
Suppression of Announcement
7.6.3.32

GPRS Subscription Data
7.6.3.46
Target cell Id
7.6.2.8

GPRS Subscription Data Withdraw
7.6.3.45
Target location area Id
7.6.2.7

GPRS Support Indicator
7.6.8.15
Target MSC number
7.6.2.12

Group Id
7.6.2.33
Teleservice
7.6.4.39

GSM bearer capability
7.6.3.6
TMSI
7.6.2.2

Guidance information
7.6.4.22
Trace reference
7.6.10.2

Handover number
7.6.2.21
Trace type
7.6.10.3

High Layer Compatibility
7.6.3.43
User error
7.6.1.4

HLR Id
7.6.2.15
USSD Data Coding Scheme
7.6.4.36

HLR number
7.6.2.13
USSD String
7.6.4.37

HO-Number Not Required
7.6.6.7
UU Data
7.6.5.12

IMEI
7.6.2.3
UUS CF Interaction
7.6.5.13

IMSI
7.6.2.1
VBS Data
7.6.3.40

Inter CUG options
7.6.3.27
VGCS Data
7.6.3.39

Intra CUG restrictions
7.6.3.28
VLR CAMEL Subscription Info
7.6.3.35



VLR number
7.6.2.14



VPLMN address allowed
7.6.3.48



Zone Code
7.6.2.28






*** Next Modified Section ***

....

7.6.3.x Super-Charging Support Indicator
This parameter is used by the HLR to indicate support of the Super-Charger functionality and an indication of the age of the subscription data stored in the HLR.
7.6.3.x Support of Super-Charging

This parameter is used to indicate support of the Super-Charger functionality by the originating entity and to indicate either that subscription data is required or the date and time of the last know subscriber data modification.
7.6.3.x Age Indicator
This parameter is used by the HLR to determine the validity of the subscription data retained by the serving network entity in a Super-Charged network. 
....

*** Next Modified Section ***

8.1.2
MAP_UPDATE_LOCATION service

8.1.2.1
Definition

This service is used by the VLR to update the location information stored in the HLR.

The MAP_UPDATE_LOCATION service is a confirmed service using the service primitives given in table 6.1/2.

8.1.2.2
Service primitives

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

IMSI
M
M(=)



MSC Address
M
M(=)



VLR number
M
M(=)



LMSI
U
C(=)



Supported CAMEL Phases
C
C(=)



SoLSA Support Indicator
Support of Super-Charging
HLR number
C
C
C(=)
C(=)
C
C(=)

User error


C
C(=)

Provider error



O

Table 8.1/2: MAP_UPDATE_LOCATION

8.1.2.3
Parameter definitions and use

Invoke Id

See definition in subclause 5.6.1.

IMSI

See definition in subclause 5.6.2.

MSC Address

See definition in subclause 5.6.2. The MSC address is used for short message delivery only and for each incoming call set-up attempt the MSRN will be requested from the VLR.

VLR number

See definition in subclause 5.6.2.

LMSI

See definition in subclause 5.6.2. It is an operator option to provide the LMSI from the VLR; it is mandatory for the HLR to support the LMSI handling procedures.

Supported CAMEL Phases

This parameter indicates which phases of CAMEL are supported. Must be present if a CAMEL phase different from phase 1 is supported. Otherwise may be absent.
HLR number

See definition in subclause 5.6.2. The presence of this parameter is mandatory in case of successful HLR updating.

SoLSA Support Indicator

This parameter is used by the VLR to indicate to the HLR in the Update Location indication that SoLSA is supported. If this parameter is not included in the Update Location indication and the Subscriber is marked as only allowed to roam in Subscribed LSAs, then the HLR shall reject the roaming and indicate to the VLR that roaming is not allowed to that Subscriber in the VLR. 

This SoLSA Support Indicator shall be stored by the HLR per VLR where there are Subscribers roaming. If a Subscriber is marked as only allowed to roam in Subscribed LSAs while roaming in a VLR and no SoLSA Support indicator is stored for that VLR, the location status of that Subscriber shall be set to Restricted.
Support of Super-Charging

This parameter is used by the VLR to indicate to the HLR that the VLR supports the Super-Charger functionality and whether subscription data has been retained by the VLR.  If subscription data has been retained by the VLR the age indicator shall be included. Otherwise the VLR shall indicate that subscriber data is required.
If this parameter is absent then the VLR does not support the Super-Charger functionality.
User error

In case of unsuccessful updating, an error cause shall be returned by the HLR. The following error causes defined in subclause 5.6.1 may be used, depending on the nature of the fault:

-
unknown subscriber;

-
roaming not allowed;


This cause will be sent if the MS is not allowed to roam into the PLMN indicated by the VLR number. The cause is qualified by the roaming restriction reason "PLMN Not Allowed" or "Operator Determined Barring". If no qualification is received (HLR with MAP Version 1), "PLMN Not Allowed" is taken as default.

-
system failure;

-
unexpected data value.

Provider error

For definition of provider errors see subclause 5.6.1.

*** Next Modified Section ***

8.1.6
MAP_PURGE_MS service

8.1.6.1
Definition

This service is used between the VLR and the HLR to cause the HLR to mark its data for an MS so that any request for routing information for a mobile terminated call or a mobile terminated short message will be treated as if the MS is not reachable. It is invoked when the subscriber record for the MS is to be deleted in the VLR, either by MMI interaction or automatically, e.g. because the MS has been inactive for several days. This service shall not be used if both the VLR and HLR support the Super-Charger functionality.
Also this service is used between the SGSN and the HLR to cause the HLR to mark its data for an MS so that any request for routing information for a mobile terminated short message or a network requested PDP-context activation will be treated as if the MS is not reachable. It is invoked when the subscriber record for the MS is to be deleted in the SGSN, either by MMI interaction or automatically, e.g. because the MS has been inactive for several days. This service shall not be used if both the SGSN and HLR support the Super-Charger functionality. 
The MAP_PURGE_MS service is a confirmed service using the primitives defined in table 8.1/6.

8.1.6.2
Service primitives

Table 8.1/6: MAP_PURGE_MS

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

IMSI
M
M(=)



VLR number
C
C(=)



Freeze TMSI


C
C(=)

Freeze P-TMSI


C
C(=)

SGSN number
C
C(=)



User error


C
C(=)

Provider error



O

8.1.6.3
Parameter definitions and use

Invoke ID

See definition in subclause 7.6.1.

IMSI

See definition in subclause 7.6.2.

VLR number

Shall be present if the sender is VLR. See definition in subclause 7.6.2.

SGSN number

Shall be present if the sender is SGSN. See definition in subclause 7.6.2

Freeze TMSI

This parameter is sent to the VLR to indicate that the TMSI has to be frozen. It shall be present if the received VLR number matches the stored VLR number.

Freeze P-TMSI

This parameter is sent to the SGSN to indicate that the P-TMSI has to be frozen. It shall be present if the received SGSN number matches the stored SGSN number.

User error

This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Data Missing;

-
Unexpected Data Value;

-
UnknownSubscriber.

Provider error

See definition of provider errors in subclause 7.6.1.

8.1.7
MAP_UPDATE_GPRS_LOCATION service

8.1.7.1
Definition

This service is used by the SGSN to update the location information stored in the HLR.

The MAP_UPDATE_GPRS_LOCATION service is a confirmed service using the service primitives given in table 8.1/7.

8.1.7.2
Service primitives

Table 8.1/7: MAP_UPDATE_GPRS_LOCATION

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

IMSI
M
M(=)



SGSN number
M
M(=)



SGSN address
M
M(=)



SoLSA Support Indicator
Support of Super-Charging
HLR number
C
C
C(=)
C(=)
C
C(=)

User error


C
C(=)

Provider error



O

8.1.7.3
Parameter definitions and use

Invoke Id

See definition in subclause 7.6.1.

IMSI

See definition in subclause 7.6.2.

SGSN number

See definition in subclause 7.6.2.

SGSN address

See definition in subclause 7.6.2.

SoLSA Support Indicator

This parameter is used by the SGSN to indicate to the HLR in the Update GPRS Location indication that SoLSA is supported. If this parameter is not included in the Update GPRS Location indication and the Subscriber is marked as only allowed to roam in Subscribed LSAs, then the HLR shall reject the roaming and indicate to the SGSN that roaming is not allowed to that Subscriber in the SGSN. 

This SoLSA Support Indicator shall be stored by the HLR per SGSN where there are Subscribers roaming. If a Subscriber is marked as only allowed to roam in Subscribed LSAs while roaming in a SGSN and no SoLSA Support indicator is stored for that SGSN, the location status of that Subscriber has to be set to Restricted.

Support of Super-Charging

This parameter is used by the SGSN to indicate to the HLR that the SGSN supports the Super-Charger functionality and whether subscription data has been retained by the SGSN.  If subscription data has been retained by the SGSN the age indicator shall be included. Otherwise the SGSN shall indicate that subscriber data is required.

If this parameter is absent then the SGSN does not support the Super-Charger functionality.
HLR number

See definition in subclause 7.6.2. The presence of this parameter is mandatory in case of successful HLR updating.

User error

In case of unsuccessful updating, an error cause shall be returned by the HLR. The following error causes defined in subclause 7.6.1 may be used, depending on the nature of the fault:

-
unknown subscriber;

-
roaming not allowed;


This cause will be sent if the MS is not allowed to roam into the PLMN indicated by the SGSN number. The cause is qualified by the roaming restriction reason "PLMN Not Allowed" or "Operator Determined Barring".

-
system failure;

-
unexpected data value.

The diagnostic in the Unknown Subscriber may indicate “Imsi Unknown” or “Gprs Subscription Unknown”. 

Provider error

For definition of provider errors see subclause 7.6.1.

*** Next Modified Section ***

8.8.1
MAP-INSERT-SUBSCRIBER-DATA service

8.8.1.1
Definition

This service is used by an HLR to update a VLR with certain subscriber data in the following occasions:

-
the operator has changed the subscription of one or more supplementary services, basic services or data of a subscriber. Note that in case of withdrawal of a Basic or Supplementary service this primitive shall not be used;

-
the operator has applied, changed or removed Operator Determined Barring;

-
the subscriber has changed data concerning one or more supplementary services by using a subscriber procedure;

-
the HLR provides the VLR with subscriber parameters at location updating of a subscriber or at restoration. In this case, this service is used to indicate explicitly that a supplementary service is not provisioned, if the supplementary service specification requires it. The only supplementary services which have this requirement are the CLIR and COLR services. Network access mode is provided only in restoration. If the Super-Charger functionality is supported the HLR may not need to provide the VLR with subscriber parameters at location updating of a subscriber.  See TS ab.cde.
Also this service is used by an HLR to update a SGSN with certain subscriber data in the following occasions:

-
if the GPRS subscription has changed;

-
if the network access mode is changed;

-
the operator has applied, changed or removed Operator Determined Barring;

-
the HLR provides the SGSN with subscriber parameters at GPRS location updating of a subscriber. If the Super-Charger functionality is supported the HLR may not need to provide the SGSN with subscriber parameters.  See TS ab.cde.
It is a confirmed service and consists of the primitives shown in table 6.8/1.

8.8.1.2
Service primitives

Table 8.8/1: MAP-INSERT-SUBSCRIBER-DATA

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

IMSI
C
C(=)



MSISDN
C
C(=)



Category
C
C(=)



Subscriber Status
C
C(=)



Bearer service List
C
C(=)
C
C(=)

Teleservice List
C
C(=)
C
C(=)

Forwarding information List
C
C(=)



Call barring information List
C
C(=)



CUG information List
C
C(=)



SS-Data List
C
C(=)



eMLPP Subscription Data
C
C(=)



Operator Determined Barring General data
C
C(=)
C
C(=)

Operator Determined Barring HPLMN data
C
C(=)



Roaming Restriction Due To Unsupported Feature
C
C(=)



Regional Subscription Data
C
C(=)



VLR CAMEL Subscription Info
C
C(=)



Voice Broadcast Data
C
C(=)



Voice Group Call Data
C
C(=)



Network access mode
C
C(=)



GPRS Subscription Data
C
C(=)



Roaming Restricted In SGSN Due To Unsupported Feature
C
C(=)



North American Equal Access preferred Carrier Id List
U
C(=)



LSA Information

SS-Code List
C
C(=)
C
C(=)

LMU Identifier
C
C(=)



LCS Information
Super-Charging Support Indicator
C
C
C(=)
C(=)



Regional Subscription Response


C
C(=)

Supported CAMEL Phases


C
C (=)

User error


U
C(=)

Provider error



O

8.8.1.3
Parameter use

....

LCS Information

This parameter provides the following LCS related information for an MS subscriber:



-
list of GMLCs in the HPLMN



-
privacy exception list
Super-Charging Support Indicator
This parameter is used by the HLR to indicate support for the Super-Charger functionality. If this parameter is present it shall include an indication of the age of the subscription data stored in the HLR.

If this parameter is absent then the HLR does not support the Super-Charger functionality.
SS-Code List

The list of SS-Code parameters that are provided to a subscriber but are not supported/allocated by the VLR (SS-Code is defined in subclause 7.6). The list can only include individual SS-Codes that were sent in the service request. This parameter is used only by the VLR.

....

*** Next Modified Section ***

17.7.1
Mobile Service data type

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version5 (5)}

DEFINITIONS

....

-- location registration types

UpdateLocationArg ::= SEQUENCE {


imsi


IMSI,


msc-Number
[1] ISDN-AddressString,


vlr-Number
ISDN-AddressString,


lmsi


[10] LMSI
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


vlr-Capability
[6] VLR-Capability
OPTIONAL }

VLR-Capability ::= SEQUENCE{


supportedCamelPhases  
[0] SupportedCamelPhases
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


supportOfSuperCharging
[1] SuperChargingInfo
OPTIONAL }

SuperChargingInfo ::= CHOICE {


sendSubscriberData
[0] NULL,


subscriberDataStored
[1] AgeIndicator }

AgeIndicator ::= OCTET STRING (SIZE (1..6))


-- The internal structure of this parameter is implementation specific.

UpdateLocationRes ::= SEQUENCE {


hlr-Number
ISDN-AddressString,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


solsaSupportIndicator
[2]
NULL

OPTIONAL }

....

-- gprs location registration types

UpdateGprsLocationArg ::= SEQUENCE {


imsi


IMSI,


sgsn-Number
ISDN-AddressString,



sgsn-Address
GSN-Address,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


sgsn-Capability
[0] SGSN-Capability
OPTIONAL }

SGSN-Capability ::= SEQUENCE{


solsaSupportIndicator
NULL


OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


... ,


supportOfSuperCharging
[2] SuperChargingInfo
OPTIONAL }

GSN-Address ::= OCTET STRING (SIZE (5..17))


-- Octets are coded according to TS GSM 03.03

UpdateGprsLocationRes ::= SEQUENCE {


hlr-Number
ISDN-AddressString,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

-- handover types

....

-- subscriber management types

InsertSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI

OPTIONAL,


COMPONENTS OF
SubscriberData,


extensionContainer
[14] ExtensionContainer
OPTIONAL,


... ,



naea-PreferredCI
[15] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


gprsSubscriptionData
[16] GPRSSubscriptionData
OPTIONAL,


roamingRestrictedInSgsnDueToUnsupportedFeature [23] 
NULL









OPTIONAL, 


networkAccessMode
[24] NetworkAccessMode
OPTIONAL,


lsaInformation
[25] LSAInformation
OPTIONAL,


lmu-Indicator
[21]
NULL

OPTIONAL,


lcsInformation
[22]
LCSInformation
OPTIONAL, superChargingSupportIndicator
[26] AgeIndicator
OPTIONAL

 }


-- If the Network Access Mode parameter is sent, it shall be present only in 


-- the first sequence if the seqmentation is used

LCSInformation ::= SEQUENCE {


hplmn-GMLC-List
[0]
HPLMN-GMLC-List
OPTIONAL,


lcs-PrivacyExceptionList
[1]
LCS-PrivacyExceptionList
OPTIONAL,

...}

HPLMN-GMLC-List ::= SEQUENCE SIZE (1..maxNumOfGMLC) OF





ISDN-AddressString

maxNumOfGMLC  INTEGER ::= 5

NetworkAccessMode ::= ENUMERATED {


bothMSCAndSGSN
(0),


onlyMSC

(1),


onlySGSN

(2),


...}


-- if unknown values are received in NetworkAccessMode


-- they shall be discarded.

....

*** Next Modified Section ***

17.7.7
Error data types

.$MAP-ER-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version5 (5)}

DEFINITIONS

....

AbsentSubscriberParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...,


absentSubscriberReason
[0] AbsentSubscriberReason
OPTIONAL}

AbsentSubscriberReason ::= ENUMERATED {


imsiDetach (0),


restrictedArea (1),


noPageResponse (2),


...

purgedMS (3)}

-- exception handling: at reception of other values than the ones listed the 

-- AbsentSubscriberReason shall be ignored
-- The AbsentSubscriberReason: purgedMS is defined for the Super-Charger feature 
-- (see TS ab.cde). If this value is received in a Provide Roaming Number response

-- it shall be mapped to the AbsentSubscriberReason: imsiDetach in the Send Routeing

-- Information response.

BusySubscriberParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...,


ccbs-Possible
[0] NULL

OPTIONAL,


ccbs-Busy
[1] NULL

OPTIONAL}

NoSubscriberReplyParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

....



















